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ABSTRACT 

 

In this work some methods to optimize environmental monitoring networks are proposed. 

These methods share simulated annealing as the approximation algorithm. 

 

Only monitoring networks reduction is treated here. Monitoring network optimization is a 

very actual problem given the large number of existing networks in many countries operating 

large numbers of stations, some of which may be redundant, with very high exploitation costs.  

 

Difficulties appear when exploitation costs pushes the dimension of a network towards a 

minimum, and the statistical reliability pushes in the opposite direction. Finding the optimal 

dimension may be a very difficult optimization problem due to the large number of 

combinations, even for small network dimensions. Further complications appear when the 

available data is too incomplete or come from different homogeneous areas. Some practical 

answers to these problems were sought in this work.  

 

Results showed that optimizing a monitoring network dimension and location of stations, 

without compromising the quality of the collected data, could attain large reductions in 

exploitation costs. Simulated annealing showed to be a very flexible and efficient algorithm. 

 

 Key-words: Monitoring network, optimization, combinatorial problems, simulated annealing. 
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RESUMO 

 

Neste trabalho são propostos alguns métodos para optimização de redes de monitorização 

ambiental, os quais têm em comum o recozimento simulado como algoritmo de aproximação. 

 

Tratam-se apenas problemas relacionados com a redução da dimensão de redes já existentes. 

Considera-se este assunto muito actual, dada a necessidade de racionalizar os custos das redes 

Europeias já em operação, algumas das quais com milhares de pontos, muitos dos quais 

redundantes. 

 

Duas “forças” distintas operam durante a optimização – a redução de custos e a 

representatividade estatística. Enquanto a primeira é feita, em grande parte, por minimização 

da dimensão da rede, a segunda está usualmente ligada à maximização da dimensão. 

Encontrar o ponto de equilíbrio é um problema de difícil resolução dado o grande número de 

combinações possíveis entre as estações de monitorização, mesmo para redes de pequena 

dimensão. Maiores dificuldades aparecem ainda quando o conjunto de dados disponíveis é 

muito incompleto ou é aconselhável dividir a área em estudo em regiões homogéneas. Neste 

trabalho são apresentadas respostas práticas para estes problemas. 

 

Os resultados mostraram que é possível reduzir a dimensão de redes existentes sem 

comprometer a representatividade estatística da informação recolhida, o que se reflecte em 

menores custos de exploração. O algoritmo de recozimento simulado mostrou ser muito flexível 

e eficiente na resolução destes problemas. 

 
Palavras-chave: redes de monitorização, optimização, problemas combinatórios, recozimento 

simulado. 
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NOTATION 

 

A = Area or volume where a mean value is to be estimated; 

a = Elasticity of acceptance, when calculating the initial temperature; 

b = Amount of dispersion around the cost of the initial solution when calculating the 

initial temperature; 

C = Variogram sill; 

C0 = Nugget effect; 

D = Time series dimension;  

FBEST = Frequency of solutions better than the best so far; 

FREP = Frequency of accepted transitions; 

h = Distance lag for variogram calculation 

h = Distance vector for variogram calculation; 

H(t) = Marginal entropy at temperature t; 

H(x) = Hessian matrix; 

HMax = Maximum entropy, equal to ln(IMAX); 

I (t) = Number of iterations at temperature t; 

i(x,zc) = Indicator value at location x, with cut-off value zc; 

IMAX = Maximum number of iteration at each temperature;  

ITOTAL = Total number of iterations; 

kB = Boltzmann constant; 

LEXP = Number of stations to be experimented (others than LFIXED); 

LFIXED = Number of fixed stations;  

LTOTAL = Total number of stations;  

M = Number of points used to discritise A when kriging; 

n = Iteration number; 

OF = Objective function; 

OF0 = Cost of the initial configuration; 

pl(t) = Probability that the system is in state l at temperature t; 

r = Variogram range; 

RSTOP = Number of temperature decreases without a change in the average value of the 

cost function; 
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S = Summation of the difference between time series;  

s2fp = Estimation variance obtained by the fictitious point method; 

T = Time spent until a solution is found in SA; 

t = Temperature in the simulated annealing algorithm; 

T(t) = Time spent at iteration t; 

t0 = Initial temperature in the simulated annealing algorithm; 

TC = Total travel time (hours); 

tcij = Time to travel between station i and j through the shortest path (hours); 

tmin = Minimum temperature that can be attained during cooling; 

UC = Total measuring time (hours); 

uci = Measuring time in station i (hours); 

V = Mean value of a state variable in A; 

V
�

 = Mean estimated value of a state variable in A; 

X = Current solution during optimization; 

xα = Value of the state variable at location α (known); 

XBest = Current best solution, optimal solution at the end of the annealing; 

Yi(m) = Time series value in station i, measuring time m; 

iY  = State variable mean temporal value in station i; 

Y0i = Yi(m)- iY  

Z(X) = State random variable; 

z(x) = Realization of a state random variable; 

zc = Cutoff value on variable z; 

α = Temperature decrease factor;  

γ(h) = Variogram; 

γ(hiA) = Average variogram between the point i and the area A; 

γ(hAA) = Average variogram inside area A; 

Γ = Field where the random state variable is defined; 

∆  

= Difference in the value of the parameter;  

+∆ = Maximum allowed time shift; 

ε  = Mean absolute cross-validation error; 

|εi| = Absolute cross-validation error; 

ηi = Weighting factors in the OF function; 

κi, λi = Weights in the estimation function; 

µ = Lagrange parameter; 
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2
Eσ  = Estimation variance; 

τ = monitoring period (e.g., day, month) 

φ(A,zc) = Spatial distribution for a random variable on a point support within region A; 

Φ(A,zc) = Spatial random variable which generates  φ(A,zc); 

χ = Solution space; 

ψ(A,zc) = Proportion of locations in A with cut-off value in ]zc-1, zc]; 

ψ*(A,zc) = Estimated proportion of locations in A with cut-off value in ]zc-1, zc]; 

ϖ = Cartesian of the subset of stations to be included in the new design; 

Ω = Cartesian of the set of stations in the original design. 



 



  

 

 

 

 

 

 

 

1 INTRODUCTION 

 

 

 

 

1.1 OBJECTIVES 

 

In this work some methods to optimize environmental monitoring networks are proposed. 

These methods share simulated annealing as the approximation algorithm. 

 

A particular case of monitoring networks optimization is treated here: which stations should 

be included in a more cost-effective network given an existing network with a higher number 

of stations. Monitoring network optimization is a very actual problem given the large number 

of existing networks in many countries operating large numbers of stations, some of which 

may be redundant, with very high exploitation costs.  

 

Difficulties appear when opposite forces drive the dimension of a network towards a maximum 

and a minimum number of stations. Exploitation costs is the driving-force pulling the 

dimension to a minimum and the statistical reliability of the network the driving-force pulling 

in the opposite direction. Finding the point of equilibrium, i.e., the optimal dimension may be a 

very difficult optimization problem due to the large number of combinations, even for small 
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network dimensions. Further complications appear when the available data is too incomplete 

or come from different homogeneous areas (which would ultimately lead to the need to 

consider each area individually). Moreover, in many cases optimal stations location is dictated 

by the position of a contaminant source and the predominant pathways for migration. Some 

practical answers to these problems were sought in this work. 

 

 

1.2 JUSTIFICATION 

 

The primary goals of monitoring programmes is to provide information to support decision 

making and provide the general public enough information both for environmental awareness 

and public participation. A critical step in developing a successful cost-effective  monitoring 

programme is the definition of information needs. Institutions responsible for the monitoring 

programme management should be directly involved in the specification of information needs. 

Information producers and information users should first be identified, and needs should be 

specified according to a previous analysis of the system and available information. Information 

users and producers should co-operate in this regard. 

 

The process of monitoring must be seen as a component of the monitoring and assessment 

cycle of environment management. Environment management, in what regards supported 

decision making and policy, is an activity that requires information, leading frequently to the 

identification of information gaps, which will induce changes or updates in existing monitoring 

programmes (more often updates in the monitoring network). Data collected in the existing or 

updated monitoring programme will again feed the decision maker with information, closing 

the cycle (Figure 1.1). The setting of a new monitoring programme is a process that receives 

information from another (or others) information cycle(s) and requires proper planning and co-

operation between  data producers and users to create a programme that will produce the 
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information identified as necessary by the parties with least financial and environmental costs 

(e.g., the costs of network setup and costs associated with the failure to detect pollution). 

 

 

Figure 1.1. Monitoring cycle 

 

In this work only the technical component of monitoring network design (update) is studied, 

and should be seen as one of the components of designing monitoring programmes. Hence it 

was always assumed that the remaining components in the management cycle were being 

considered by the programme manager (e.g., a public institution) and only the geometry of the 

network and costs associated with it had to be included. 

 

Environment monitoring networks optimization is a subject that has been studied for many 

years now. Much effort has been put in the development of statistical methodologies to design 

new sampling campaigns and monitoring networks (see, e.g., Cressie (1991), Harmancioglu 

and Alspaslan (1992), Harmancioglu et al. (1999), Cochran (1977), and Thompson (1992)). 

Further developments considering also the physical reality and its variability, particularly 

with groundwater stochastic simulation and modelling, were the subject of works by Bras and 

Rodríguez-Iturbe (1976), Rouhani (1985), Loaiciga (1989), Rouhani and Hall (1988), and 

Pardo-Igúzquiza (1998), in the geostatistical formalisms context, Massmann and Freeze 

Environment
management

Information needs

Assessment strategies

Monitoring programmes

Data collection Data handling

Data analysis

Assessment and
reporting

Information utilization
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(1987a;b), Wagner and Gorelick (1989), and Ahlfeld and Pinder (1988), in the context of 

geostatical simulation and modeling. These works concentrated in the optimization of a new 

network or on the expansion of an existing one. Network optimization when there is the need 

to reduce its dimension is a much less studied subject. Some examples are the works by 

Knopman and Voss (1989), Meyer et al. (1994), Reed et al. (2000), and Grabow et al. (1993). 

Monitoring network dimension reduction is a foreseen need in Europe and in particular in 

Portugal due to the already tremendous financial effort put in maintaining the actual 

environment network, that ascends to many thousands of stations in the European Union (EU) 

space, and to the need to develop specific networks imposed by EU norms. Rational allocation 

of financial resources will imply eliminate redundant stations from existing networks, and if 

needed place new ones in unsampled locations (for instance, in some European countries the 

already existent groundwater monitoring network density varies between a few dozen to a 

thousand (Scheidleder et al., 2000) – the same happens in Portugal, though not included in the 

aforementioned work. Furthermore many of the existing networks result from aggregation of 

regional and local networks developed independently for specific purposes, therefore over-

dimensioned to answer, e.g., Waternet and Eurowaternet needs (see Nixon et al. (1996)). Even 

if the existing networks are kept operational, some representative stations will have to be 

chosen to make part of a specific network, which may require different monitoring frequency 

or specific parameters not included in the existing networks. Examples are the country-level 

networks for the quality of surface water, which include determination, apart from more 

common parameters, of heavy metals and xenobiotics (e.g., Water Directive and Dangerous 

Substances Directive), chlorophyll (e.g., Urban Waste Water Directive), ecological indicators 

(e.g., Water Directive and 5th Environmental Action Programme). More examples and relations 

between water and sediment monitoring programs may be found in Nixon et al. (1996). 

Networks for soil and air monitoring need also to be implemented or rationalized. Such 

networks include among others, those imposed by the Landfill Directive, the Directive on the 

Disposal of Waste, and the Nitrate Directive, the Air Quality Framework Directive and 
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posterior “daughter” Directives (see EEA (1999) and  EEA (2002) for more detailed 

information). European monitoring networks cannot be regarded as independent ones from the 

others because many of the measured parameters are common to many or all of them, and one 

environmental compartment is not separate from the others. Hence, some monitoring stations 

may simultaneously belong to different networks with different objectives (in the context 

mentioned before). Which stations from already existing national networks should be included 

in each of the specific EU networks? This is a question that needs not only expert judgment (as 

proposed by Nixon (1996)), but also optimization tools such as those developed here. Despite 

the particular specific technical measuring requirements needed for each particular 

environmental compartment, the methods proposed in this work should adapt equally well to 

all. The examples used are groundwater or sediment oriented, but the methods are generally 

applicable. 

 

 

1.3 WORK ORGANIZATION 

 

Four methodologies are proposed to handle four different practical problems when the 

intention is to reduce the dimension of an existing monitoring network (or prior sampling 

campaign): in the first two cases data is complete and full use of available information is 

intended; in the third case data is too incomplete and this has to be incorporated in the 

method; and in the fourth case data is complete, but stratification is necessary.  

 

This thesis is organized in independent sections with their own introduction, methodology, 

discussion of results, conclusions and bibliography. This may lead to some redundancy 

particularly in the methods and references, allowing, however, the reading of each separate 

section without the need to cross-reference others. The organization stems from a conceptual 

structure similar to a compilation of individual works on a very precise theme by the same 
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author. This should easy the diffusion of results through the scientific community, namely by 

publication in international journals and at the same time reflects to the reader the 

background framework of the work. All the methodological and practical implementation 

sections have already been accepted or submitted to international scientific journals.  

 

In the second section a bibliographic review is made. The most important works and results on 

the following themes are reviewed: i) methods used to design monitoring networks; ii) use of 

variance reduction methods applied to monitoring optimization; iii) stochastic optimization, 

where simulated annealing is included. This section was kept short because specific 

bibliographic review is made in each methodological section. 

 

Optimization of monitoring networks is presented in sections 3 through 6. Section 3 deals with 

the identification of an optimal sub-set of stations given an existing set of stations with higher 

cardinality and complete time series. The objective is then to allocate monitoring stations 

considering both an optimal geographic covering of the space and eliminating stations with 

more redundant information (in the time series). This section presents the variance of 

estimation error obtained by kriging as a measure of spatial accuracy introduced in the 

objective function model in order to consider the spatial covering; and a new function as a 

measure of temporal redundancy. Methods that use variance of estimation errors are usually 

termed variance reduction methods. Both terms are subjected to optimization with simulated 

annealing. A hypothetical case-study is used to illustrate the method. An innovative 

component is added by the redundancy function built to use direct data values, instead of 

statistical transforms, as is proposed by the currently available methods.  

 

Section 4 is a development of the first but where the costs associated with the exploitation of a 

groundwater monitoring network are included. Exploitation costs are divided in measuring 

costs, those linked directly to the time necessary to make the readings, and travel costs 
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associated with the time necessary to travel from station to station. The first two terms of the 

objective function are similar to the ones of the first section; two new cost terms are added to 

the objective function. Here optimization is made twice because the optimal route through the 

set of candidate stations is made by a third part heuristic algorithm for travelling salesman 

problems solution; the result of this optimization is then introduced in the objective function 

and subjected to optimization. Again a hypothetical case-study is used, derived from the one 

presented before. Innovation in this case stems from the inclusion of exploitation costs in the 

objective function, which has not been proposed before in the context of monitoring network 

optimization.  

 

The fifth section presents a variance reduction method applied to the optimization of a real 

groundwater nitrate monitoring network. In this case, unlike in the hypothetical case-study of 

the preceding sections, time series are very incomplete. The method proposed is intended to 

deal with sparse data matrixes. The methods available to deal with incomplete data are based 

on the possibility of estimating missing data. However if data is too incomplete these methods 

tend to produce low quality estimates (high estimation error and variance). Monitoring 

network optimization is made for several measuring times selected according to a statistical 

criterion, resulting in an equal number of optimal networks. Selection of a final network is 

made by frequency analysis: only the stations that repeat more often in the optimal networks 

will be included in the final monitoring network. 

 

The sixth section also presents a variance reduction method similar to the one used before 

applied to the selection of a small dimension sediment monitoring network given a high 

cardinality set of sampling stations. The objective function has only one term, the variance of 

estimation error, and is constrained to the reproduction of probability distribution of sediment 

homogeneous areas. This conditioning makes the application innovative and results in a 

method to select optimal spatial distribution of monitoring stations that may be considered as 
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a statistical stratification method without the need to define a priori areas of higher or lower 

density. The frequency of stations in each sediment homogeneous area in the resulting 

monitoring network is equal (or very similar) to the frequency in the original sampling 

campaign. This method may be used to select a set of stations to be included in a new 

monitoring network, or help choosing the samples to be analyzed for other physic-chemical 

parameters. This is useful when there are known correlation between parameters and the 

difference in analysis costs are high. Representative samples determined with a low cost 

parameter are then analyzed for other more expensive parameters.  

 

Section 7 resumes the most important conclusions from the previous sections and integrates 

them in order to show the overall congruency of the proposed methods. Future developments 

and new research areas opened are also discussed. 

 

All software implementations referred in this work were made in FORTRAN 90 by the author 

specifically to solve the problems presented and are of his full responsibility. The complete 

code may be found in the Appendix A.. 

 

 



MONITORING NETWORKS OPTIMIZATION WITH SIMULATED ANNEALING 

Instituto Superior Técnico – Universidade Técnica de Lisboa 

 

 

PhD Thesis – Luís Miguel Nunes   9 

 

 

 

 

 

2 BIBLIOGRAPHIC REVIEW 

 

 

 

 

2.1 MONITORING NETWORK OPTIMIZATION 

 

In this section a brief overview on environmental monitoring network optimization is made. 

The extent is limited by the need to keep it the less redundant with the methodological 

sections as possible. Hence, here an overall view of the problem is presented, underlining the 

most important approaches, but keeping the specific discussion to sections 3 to 6. 

 

By definition monitoring of environmental variables comprises all sampling activities to collect 

and process data on some parameter (or parameters) for the purpose of obtaining information 

about the physical, biological and chemical properties. Monitoring practices are designed to 

achieve specific purposes which, in turn, lead to different types of monitoring, namely trend 

monitoring, biological monitoring, ecological monitoring, compliance monitoring, delineation of 

water quality characteristics for water use, assessment of compliance, evaluation of quality 

control measures, and other more specialized monitoring programs (Sanders et al., 1983; Ward 
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and Loftis, 1986; Whitfield, 1988). The first of these types is the oldest monitoring programs 

and many monitoring programs have been working for several decades, though most of them 

were designed to answer very precise problems. Present concerns with transboundary 

pollution have led to the need of designing new monitoring networks, either by changing the 

existing ones, or by creating from scratch. 

 

Two categories of problems arise when planning a monitoring network: i) to initiate a new 

network; ii) to redesign  (expand or reduce an existing network). These categories will be 

analyzed in more detail below, but with more emphasis on redesign because it is more closely 

related to the objectives of the present work. 

 

The technical design of monitoring networks is related to the determination of: i) sampling 

sites; ii) sampling frequencies; iii) variables to be sampled; iv) duration of sampling (the last 

two variables are not discussed here because they are case-specific).  Most of the research 

results in this area have been obtained in the context of statistical procedures (Sanders et al., 

1983; Moss, 1986; IAHS, 1986; Whitfield, 1988; Dixon and Chiswell, 1996; Harmancioglu et al., 

1998; WMO, 1994).  Basic statistical procedures may be found in text books by Thompson 

(1992) and Cochran (1977). These rely in the principle that there are several sources of 

uncertainty, due to measuring errors, inherent heterogeneities of the involved variables, and 

in the cases where modeling is involved, also simplifications and errors in both the modeling 

and numerical/analysis solution phase. In the context of groundwater monitoring,  McBratney 

et al. (1981a), as well as many other authors after them, indicated that uncertainties are the 

result of lack, in quality and quantity, of information concerning the systems under study, or 

as a result of spatial and temporal variations of parameters. The first cause of uncertainty 

may be reduced by, e.g, increasing the number of measurements and analysis and their 

accuracy. The second cause of uncertainty is much more difficult to reduce, and demand for 

non-exact representations of the reality. Two approaches have been used in this line: i) to 
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model parameters as random variables with no spatial structure, resulting in monitoring 

plans based on random sampling (see, e.g., Thompson (1992), and Cochran (1977)); ii) to model 

parameters as spatially distributed variables. The latter was first proposed in the context of 

stochastic groundwater hydrology by Freeze (1975). Since then the number of published papers 

on stochastic modeling and stochastic modeling/monitoring design optimization is vast (e.g., 

Massmann and Freeze (1987a;b), Massmann et al. (1990), James and Gorelick (1994), and 

Freeze and Gorelick (1999)). 

 

One of the most common tools used in stochastic analysis is geostatistics. In geostatistics the 

variable property is viewed as a spatial function with complex variations, not possible to be 

modeled by simple deterministic functions. These variables were coined as regionalized 

variables (Matheron, 1963; Matheron, 1970), and are seen as one of many possible realizations 

of a random field (spatial random function). More detailed descriptions of the geostatistical 

formalism are made in sections 3 to 6. It is worth mentioning here the three classes of methods 

developed for monitoring network design that are based on geostatistics: i) variance reduction; 

ii) simulation; iii) risk-based.  

 

In variance reduction methods the objective is to minimize the estimation variance or some 

function of it, subject to constraints. These methods have been applied to the design of 

monitoring networks (Yfantis et al., 1987;  Ahmed et al., 1988; Sharp, 1971; Todd et al., 1976; 

Amorocho and Espildora, 1973; Harmancioglu and Yevjevich, 1987; Lack, 1997; McBratney et 

al., 1981b). This method will be discussed in more detail in sections 3 to 6. 

 

Two categories for monitoring optimization with variance reduction have been proposed: i) the 

local approach (e.g., Amorocho and Espildora (1973)); ii) the global approach (e.g., Ahmed et al. 

(1988)). In the first the influence of each additional point is analyzed separately. The variance 

reduction per point, VRo*, is given by (Amorocho and Espildora, 1973) 
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where VR0* is the variance reduction at x0 due to a measurement at x*; V*(N) is the estimation 

variance at x* prior to the measurement; C0* is the covariance function between xo and x*; λi*, 

is the kriging weight of Z(xi) in the estimation of Z(x*) prior to the new measurement; µp* is the 

Lagrange multiplier for the pth monomial fp(x0) in the polynomial drift model when estimating 

Z(x*) prior to the new measurement; l is the number of basic functions; and N is the number of 

data points prior to the new measurement. Total variance reduction after adding one point is 

easily computed from the previous expression by adding the individual values at each initial 

location (or the points in the vicinity of x*). 

 

In the global approach maximum or average estimation variances are used. Therefore global 

approaches provide only average answers to monitoring designs. It is useful to analyze designs 

still on the drawing board, or to perform extensive redesigns aimed to maintain the efficiency 

of a monitoring network, which may require removal of poorly located sites. The local 

approach, on the other hand, is better suited to optimally expand an existing network. The 

optimality, however, only relates to the additional points, which may not be acceptable if the 

original points are not optimal (Markus et al., 1999). 

 

In this work a global approach is used, based on the mean estimation variance obtained by 

averaging the kriging variance obtained by removing one of the data points and estimating it 

by kriging with the remaining points. A similar procedure is used in geostatistics to assess the 

quality of variogram models, in a routine called cross-validation (Deutsch and Journel, 1992; 

Journel, 1989). Other measurements of accuracy based on the estimation variance were 

proposed by Woldt and Bogardi (1992), namely i) the average measure of estimation variance 

weighted by prior suspicion, Pea,  and ii) the average measure of kriged contamination level 

weighted by estimation variance, Ra: 
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where ng is the number of non-blank points (where information is available), Pi is the value of 

prior suspicion level at grid node i, 2
iEσ  is the kriging variance (estimation variance). 
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with Zi* the expected value of contamination at point i, estimated by kriging. 

 

When applying variance reduction methods some practical aspects must be taken into 

consideration, namely the type of variogram model, the nugget effect, and  the screening effect. 

The choice of the variogram model affects the values of the kriging weights and the value of 

the kriging variance. Variogram models with very high continuity near the origin (e.g., 

gaussian or power models with exponent above 1.0) produce in some cases negative kriging 

weights (and hence the possibility of negative estimates and negative variances); when 

compared with less structured models tend to give much more weight to points closer to the 

one being estimated (screen effect). The nugget effect, helps correcting the numerical 

oscillations caused by very well structured models and allows introducing variance originated 

by measurement errors or spatial variability in a scale inferior to the one detected by the data. 

 

In simulation several equally probable random fields of systems’ properties are generated, and 

physical, chemical, or physic-chemical models are run with these slightly different fields. For 

each run a different estimated field will result. Therefore it is possible to calculate results 

statistics and assess monitoring network quality.  

 

Conditional Monte Carlo simulation techniques are particularly effective for conceptual model 

parameterization of highly heterogeneous media. This is due to the fact that conditional 
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simulation preserves the data variability but reproduces exactly (zero error) the values at the 

sampling locations. 

 

Some early application of simulation with geostatistics may be found in the works of Wood and 

McLaughlin (1984), McLaughlin and Graham (1986), Massmann and Freeze (1987a;b), Shreve 

(1967). More recently, McKinney and Loucks (1992) proposed a method that use parameter 

measurements to minimize parameter prediction error, unlike other methods (Hoeksema and 

Kitadinis, 1985a; Hoeksema and Kitadinis, 1985b; McLaughlin and Graham, 1986) that use 

state variable measurements to minimize parameter estimation error. The problem of 

quantifying uncertainty in (groundwater) simulation model predictions was examined by 

McKinney and Loucks (1990), and recently Scheibe and Chien (2003) studied the effect of 

conditioning parameters estimation on the resulting flow and transport field, as measured in 

some monitoring wells. 

 

Risk-based methods introduce in the definition of the problem the risk associated with missing 

the detection of contamination in the context of decision analysis. This risk cost, Crisc is 

included in the objective function usually in the form 

failfailfailrisk CRCPC uu )1( −==  ( 2.4)

where Pfail is the probability of failure of a proposed design configuration, u is the utility 

function, and R is the reliability. The utility function is the function that defines the level of 

risk aversion of a decision maker as a function of failure cost. Usually decision makers are risk 

averse, thus tending to weight more heavily the cost of failure as its cost increases.  

 

The first risk-based methodology in water resources using geostatistics was introduced by 

Massmann and Freeze (1987a;b). The concepts had already  been proposed in a series of 

papers by Lettenmaier and Burges (1977), Caselton and Husain (1980). More recently 

McKinney and Loucks (1992) compared stochastic optimization and decision analysis in the 
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context of aquifer remediation where location and pumping rates are to be determined, and 

Angulo and Tang (1999) in the context of contamination detection monitoring, in an approach 

that follows directly from that of Massman and Freeze (cited above). 

 

In what regards sampling frequency, its importance may be analysed with the help of the 

ANOVA test, considering that step changes in the value of the variables under study. The null 

hypothesis, H0, is usually that no change has occurred between two measurements; the 

complementary one is H1. The probability of choosing H0 when H1 is true is the confidence 

level of the test or (1-α). The probability of choosing H1 when H1 is true is the power of the test 

denoted by (1-β).  

 

The power of any test of effects in an ANOVA model has the general form  

[ ]αβ 2,12,1 )(1 vvvv FNCPFP >=−  ( 2.5)

in which Fv1,v2(NCP) is a random variable that is distributed as noncentral F with v1 and v2 

degrees of freedom and centrality parameter NCP, and Fα
v1,v2 =(1-α)th fractile point of the 

central F-distribution with v1 and v2 degrees of freedom. Considering J sampling stations, L 

sampling times, M replicates, and a null hypothesis stating that no change has occurred in our 

variable of interest between two times, the NCP becomes (Skalski and McKenzie, 1982; 

Palmer and McKenzie, 1985) 

22

2 











 ∆=
D
JLNCP  ( 2.6)

with v1= 1, v2=2J(L-1) degrees of freedom, ∆ is the overall change in the value of the variable, 

and D is given by 













 +
=

M
D

22
εη σσ

 



MONITORING NETWORKS OPTIMIZATION WITH SIMULATED ANNEALING 

Instituto Superior Técnico – Universidade Técnica de Lisboa 

 

 

PhD Thesis – Luís Miguel Nunes   16 

with σε2 the variance of the error in the observations between replicates taken at the same 

station on the same time, and ση2 the variance of the error in the observations between 

sampling times at the same station. 

 

It is clear that if the numerator in D is kept constant, increase in power is attainable by 

increasing either the degrees of freedom or NCP, which implies increasing the number of 

stations, the number of sampling times, ∆, M, some of them or all of them. As J, L and M are 

always integers, the problem of selecting the best combination between these parameters is 

also a integer (combinatorial) problem apparently much more difficult than the one treated in 

this work. However, for many practical monitoring networks intended to detect changes in the 

global state of the system under study, sampling frequency and the number of replicates may 

only vary in very narrow intervals due to practical reasons, and is sometimes limited to one or 

two values (e.g., monthly or bi-monthly frequency, and three replicates). The problem is also 

simplified because usually frequency and number of replicates is set equal for all stations. 

There are nevertheless cases where tradeoffs between parameters has to be assessed. Some 

authors have handled this problem in different ways. The number of papers dedicated to this 

subject is very large and out of the scope of this work. Long reviews were made by Loaiciga et 

al. (1992), Dixon and Chiswell (1996), and in the book by Harmancioglu et al. (1999). 

 

 

2.2 STOCHASTIC OPTIMIZATION 

 

We concentrate in this review on stochastic methods for solving the general global 

optimization problem (P): 

Sx

xf

∈tosubject
)(min

 ( 2.7)
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where f is a function on S, and S ⊂ ℜd is a compact field. It is also considered that under some 

weak assumptions, discussed later on, the optimal solution value  

)(min* xff
Sx∈

≡  ( 2.8)

exists, i.e, the set S* ≡ {x ∈ S: f(x)=f*} is nonempty and one of those solutions is attained. If f is 

continuous the global optimization problem (P) is inherently unsolvable in a finite number of 

steps (Dixon, 1978). Considering any continuous differentiable  function f, any point x and any 

neighborhood B of x, there exists a function f’ such that f+ f’ is continuous differentiable, f+f’ 

equals f in points outside B, and the global optimum of f+ f’ is x. Thus, for any point x, it is not 

possible to verify with certainty that it is not the global optimum without evaluating the 

function in at least one point in every neighborhood B of x. As B can be made arbitrarily small, 

any method designed to solve the global optimization problem would require an unbounded 

number of steps. Instead, one can consider that the global optimization problem is solved when 

a point has been found in 

}somefor:{)( *** SxxxSxSB ∈≤−∈≡ εε  

or in the level set 

})(:{ * εε −≤∈≡ fxfSxS  

for some ε>0. 

 

This review is not exhaustive, in the sense that it does not cover all stochastic optimization 

methods in all their variants, but focuses on the general characteristics common to general 

classes of stochastic methods. Stochastic methods are understood as methods that incorporate 

some stochastic elements, be it in the choice of an initial solution, in the generation of 

candidate solutions, in the acceptance criteria, etc... It will also be seen that the concept of 

global optimization as defined above is not applicable (or there is no mathematical proof as to 

the global convergence) to practical implementations of available stochastic methods. 
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2.2.1 Stochastic Methods 

 

The discussion on the available stochastic methods will concentrate on two-phase methods and 

random search methods. Random function approach methods are the other most important 

class of stochastic methods, but is not discussed here because they significantly differ from the 

class of methods to which simulated annealing belongs. 

 

 

2.2.1.1 Two-phase methods 

 

In two-phase methods two we can distinguish a global and a local phase. In the former phase 

the function is evaluated in several randomly sampled points, after which these points are 

manipulated (e.g., by local search) to yield a candidate global optimum (minimum). The 

majority of two-phase methods are variants of the well-known Multistart algorithm, where the 

global phase consists of generating a sample of points from a uniform distribution over S; in 

the later phase a local search procedure is applied to each of the these points. The result is a 

set of local optima (minima).  

 

Pure random search algorithm is the simplest global optimization method, and also an old one 

(see, e.g., Brooks (1958 and Anderssen (1972)). The algorithm is quite simple as it consists of 

generating a sequence of independent identically distributed (i.i.d.) uniform points in the 

feasible region S, and keeping track of the best point found.  

 

Its pseudo-code is as follows: 

1. Set n←1, y0≅∝ (a very high value); 
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2. generate a point x from a uniform distribution over S; 

3. if f(x)<yn-1, then set yn=f(x) and xn=x  

 otherwise set yn=yn-1 and xn=xn-1; 

4. n ← n+1 and return to 2. 

 

If f is continuous it has been proved by Brooks (1958) that the algorithm offers probabilistic 

asymptotic guaranty of convergence. Unfortunately the number of iterations required to find 

an optimal point grows exponentially with the dimension of the problem (Boender and 

Romeijn, 1995), which limits its applications to low dimensional problems. Other methods 

based in the same principle as pure random search include local search from a subset of the 

points in the sample in order to increase its efficiency. These are the multistart, clustering 

methods, and multi level single linkage.  

 

The multistart algorithm incorporates local search in its simplest way by performing local 

search in all the points generated in the global phase. Hence better solutions, x’, are searched 

in the neighborhood of all points x. Clearly this should improve the quality of the solutions, but 

has little, if any, influence in the number of iterations required to attain an optimal point (low 

efficiency) because it will find the same local minimum several times. 

 

The pseudo-code is as follows: 

 

1. Set n←1, y0≅∝ (a very high value); 

2. generate a point x from a uniform distribution over S, and apply local search to x, resulting 

in x’; 

3. if f(x’)>yn-1, then set yn=f(x’) and xn=x’  

 otherwise set yn=yn-1 and xn=xn-1; 

4. n ← n+1 and return to 2. 
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As local searches are the most time consuming part of the procedure, these should be limited 

to specific regions of the solution space where their contribution may be better used. 

Clustering methods and multi level single linkage algorithms incorporate this oriented local 

search by limiting it to regions of attraction of local maximums, xi*. These regions are defined 

as the set of points in S starting from which local search will converge to xi*. 

 

Clustering methods start from a uniform sample from S (obtained in the global phase), create 

groups of mutually close points, and start local search no more than once in each group. 

Becker and Lago (1970) and Törn (1978) proposed two different ways of obtaining these 

groups. The first authors proposed that only a fraction of the sample with the lowest values 

are retained in each group (they coined it the reduction method); the second authors proposed 

that one or a few steepest descents steps from every point are performed (coined concentration 

method). In the following only the reduction method is considered. Two clustering rules are 

usually used: density clustering (Törn, 1976) and single linkage clustering (Boender et al., 

1982; Rinnooy Kan and Timmer, 1987a; Rinnooy Kan and Timmer, 1987b; Rinnooy Kan and 

Timmer, 1989). 

 

The density clustering method (we recall that it is a variant of clustering methods) has the 

following pseudo-code (Boender and Romeijn, 1995): 

 

1. k ← 1, X*=∅; 

2. generate N points, e.g., x(k-1)N+1, ..., xkN, from the uniform distribution over S, and determine 

the reduced sample consisting of ξ  best points (with ξ a constant value) from the sample 

x1, ..., xk. Set i=1, j=1; 

3. if all reduced points have been assigned to a cluster, go to 5 

otherwise  
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if j≤|X*| then choose the jth local minimum in X* as the next seed point and go to 4; 

if j>|X*| then apply local search to the unclustered reduced sample point x with the 

lowest function value, otherwise 

if the resulting local minimum x* is an element of X* then assign x to the cluster 

initiated by x* and return to 3 

if  x* ∉ X* then add x* to X* and let x* be the next seed point; 

4. add all unclustered reduced sample points which are within distance ri(x*) of the seed 

point x* to the cluster initiated by x* 

if no point has been added to the cluster for this specific value of ri(x*) then j ← j+1 and 

return to 3 

else increment i ← i+1 and repeat 4; 

5. k ← k+1 and return to 2. 

 

With continuous f, Rinnooy Kan and Timmer (1987a;b) proposed that ri(x*) be equal to  
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where H(x) is the Hessian matrix at x and ζ  is a positive constant. 

 

In the single linkage clustering clusters are formed sequentially. After a cluster, C, is initiated 

by a seed point, an unclustered point, x, is found such that 

yxCxd
Cy

−=
∈

min),(  ( 2.10)

is minimal. The point is added to C. The process continues until d(x,C) exceeds some critical 

value rk.  The pseudo-code is as follows (Rinnooy Kan and Timmer, 1987a; Rinnooy Kan and 

Timmer, 1987b): 

 

1. k ← 1, X*=∅; 
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2. generate N points, e.g., x(k-1)N+1, ..., xkN, from the uniform distribution over S, and determine 

the reduced sample consisting of the γkN best points from the sample x1, ..., xk. Set j=1; 

3. if all reduced points have been assigned to a cluster, go to 5 

4. otherwise  

5. if j≤|X*| then choose the jth local minimum in X* as the next seed point and go to 4; 

6. if j>|X*| then select as the next seed point the unclustered reduced sample point x  with 

the lowest function value. Apply local search to x  to find a minimum x* and add x* to X*; 

7. add all unclustered reduced sample points which are within distance rk of a point already 

in the cluster initiated by the seed point x selected in 2 to the cluster. j ← j+1and return to 

3; 

8. k ← k+1 and return to 2. 

 

Rinnooy Kan and Timmer (1987a;b) proposed that rk be equal to 
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 ( 2.11)

 

Despite the theoretical guaranty with probability one of a finite number of local searches, 

which proves the efficiency of the method, there is no asymptotic guaranty of convergence to 

the optimal value. Moreover it can be shown that some local minima may be missed (Boender 

and Romeijn, 1995). Multi level single linkage deals with this problem, combining the 

efficiency of single linkage with the theoretical convergence guaranty of multistart. In multi 

level single linkage local search is applied to every sample point, except if there is another 

sample point within some critical distance with a smaller function value. The pseudo-code is as 

follows (Rinnooy Kan and Timmer, 1987a; Rinnooy Kan and Timmer, 1987b):  

 

1. k ← 1, X*=∅; 
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2. generate N points, e.g., x(k-1)N+1, ..., xkN, from the uniform distribution over S, and set i=1; 

3. if there exists some j such that f(xj)<f(xi) and ij xx − <rk then go to 4, otherwise apply local 

search to xi, and add local maximum found to X*; 

4. i ← i+1. If i≤kN then go to 3, otherwise k ← k+1, and go to 2. 

 

The critical distance is determined again by equation ( 2.11).  

 

The aforementioned methods aim at finding all local optima values of optimization problems. 

However this approach may not be the best strategy when the number of local optima is very 

large (which is very often the case). Other methods must be used if one wants to look for the 

global optimum. In the following random search methods will be presented and their 

theoretical convergence to global optimality discussed.  

 

 

2.2.1.2 Random search methods 

 

In this class of methods are included those that generate a sequence of points in the feasible 

region following some prespecified probability distribution or sequences of probability 

distributions. Two main alternatives exist: i) points are generated from a single probability 

distribution – points are iid variables – ; and ii) points are generated from an adaptative 

probability distribution, which is depends on the iteration number and on previous iteration 

points. Three algorithm classes are discussed: i) random search; ii) pure adaptive search; iii) 

adaptive search. 

 

Random search is in its essence similar to the pure random search method mentioned earlier 

about two phase methods. However, here the uniform distribution is replaced by any 
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distribution whose support has nonempty interception with S*. This substitution does not 

affect the probabilistic asymptotic guaranty of optimal convergence (when the sample size 

grows to infinity) (Boender and Romeijn, 1995). The number of points is also dependent on the 

iteration number and need not be decided a priori (class of algorithms introduced by Solis and 

Wets (1981)). The pseudo-code for this algorithm, considering { }∞=0nnµ a sequence of probability 

distributions on ℜd: 

 

1. Set n=0 and choose x0 ∈ S; 

2. generate yn+1 from µn; 

3. set xn+1 = D(xn,yn+1), n← n+1 and return to 2. 

 

The map D, S x ℜd, and range S satisfies the condition 

( ) ( ) )(),(,ifand)(),( yfyxDfSyxfyxDf ≤∈≤  

Solis and Wets (1981) proved that the sequence ( ){ }∞=0( nnXf is monotone convergent, decreasing 

in this case (increasing in the authors’ original proof), and that the sequence converges to the 

optimum with probability one as n grows to infinity. 

 

If improvement is forced at each iteration then the algorithm becomes the pure adaptive 

search, as introduced by Patel et al. (1988) and Zabinsky and Smith (1992). In this algorithm 

an iteration point is generated from the uniform distribution on the subset of points that are 

improving with respect to the previous iteration point: 

 

1. Set n=0 and y0=∞; 

2. generate xn+1 uniformly distributed in Sn+1={x ∈S: f(x)<yn}; 

3. set yn+1=f(xn+1), n← n+1and return to 2. 
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Zabinsky and Smith (1992) proved that for global optimization problems over a convex feasible 

region and continuous distribution function of the variable given by U=f(X)-f*, when X has the 

uniform distribution on S, the number of iteration grows linearly with the dimension of the 

problem. This is an interesting result because it points to the possibility of finding an efficient 

random search method for global optimization. Despite this nice property, two main difficulties 

arise when implementing pure adaptive search methods (Boender and Romeijn, 1995): i) 

constructing the improving region Sn={x ∈S: f(x)<f(xn-1)}, and generating a point uniformly 

distributed in Sn. To overcome this difficulty Rubinstein (1981) proposed that points should be 

generated from a Boltzmann distribution, πt, with density function given by 

txf
T exg /)()( ∝  ( 2.12)

with t is some small positive value termed temperature. Romeijn and Smith, 1994) showed 

that for all ε>0, 1)(lim
0

=
↓ επ St

t
. The pseudo-code with these changes is the following: 

 

1. Set n=0, t0=∞, y0=∞; 

2. generate x from the distribution πtn over S,  

if f(x)<yn, set xn+1=x 

otherwise repeat 1 

3. set yn+1=f(xn+1) and set tn+1=α(yn+1), n← n+1 and return to 2 

 

Here the parameter tn changes with the iteration, or as a result of the value attained by the 

function, and its value is determined by some nonincreasing ℜ function, α. Instead of sampling 

from a nested set of smaller level sets, in this algorithm sampling is done from the feasible 

region S. Pure adaptive search may be considered as a particular case of adaptive  search: in 

the case when tn=∞ for all n, then all points have equal probability of being sampled. Romeijn 

and Smith (1993) showed that convergence to the global optimum is attained with 

stochastically less iterations with adaptive search than with pure adaptive search. Once again, 
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the problem of generating points according to a specified distribution arises. It is necessary to 

find a way to generate points according to the  Boltzmann distribution for t>0. Some authors 

have proposed that instead of trying to generate points from a distribution π exactly, Markov 

chains be constructed with easily generated transitions, and with limiting distribution equal to 

π (Smith, 1984; Berbee et al., 1987; Bélisle et al., 1993; Boender et al., 1991; Deyer and Frieze, 

1992). The most well known adaptive search type algorithm (approximate algorithm, in the 

sense that distribution π is approximated) is Simulated Annealing (SA).  

 

 

2.2.2 Simulated annealing 

 

The discussion on simulated annealing convergence properties is given here along the lines of 

Romeijn and Smith (1994), Dekkers and Aarts (1991), Bélisle (1992), Aarts and Korst (1990), 

Otten and van Ginneken (1989), and on the review by Boender and Romeijn (1995), and 

discussed more in detail because one SA implementation was built in this work to obtain high 

quality solutions to minimization problems. Practical aspects of its implementations are 

discussed in latter sections; in this section attention is concentrated on more theoretical 

considerations. 

 

As mentioned earlier, it is very difficult to generate points directly from the distribution π. 

Therefore SA uses an approximating approach based on a random walk on S, which converges 

to the uniform distribution on S. If the transition probability given that the Markov chain is in 

state x ∈ S is denoted by R(x,.); and the random walk is filtered such that in every iteration, 

given iteration point xn, a point zn+1 is generated from R(x,.). Then, the point is accepted with 

probability 
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which is the Metropolis criterion (Metropolis et al., 1953). By filtering the Markov chain by 

this transition probability (R), the resulting sequence of points converges to the Boltzmann 

distribution πt (Boender and Romeijn, 1995). Hence it is possible to generate a sequence of 

points { }∞=0)( nn tX  with the property that for every ε>0 

( ) )()(lim εε π SStXP tn
n

=∈
∞→

 ( 2.14)

and by recalling that 1)(lim
0

=
↓ επ St

t
from the discussion on adaptive search, conclude that 

( ) 1)(limlim
0

=∈
∞→↓ εStXP n

nt
 ( 2.15)

 

Simulated annealing makes use of this result by not only applying the transition probability R, 

but also by making the parameter t converge to 0 by using an adaptive cooling schedule, α (the 

reason why the decrease in t is called cooling will be discussed latter).  

The general SA pseudo-code is as follows: 

 

1. Set n=0, choose t0 ∈ [0,∞], x0 ∈ S; 

2. select yn+1 according to the transition probability distribution R(x,.); 

3. if f(xn+1)≤f(yn+1), set xn+1 = yn+1. If f(yn+1)>f(xn+1), set xn+1=yn+1 with probability given by 

equation ( 2.13); otherwise set xn+1=xn; 

4. set tn+1=αn+1(x0,...,xn+1), n← n+1 and return to 2. 

 

It is clear that SA will accept moves that deteriorate the quality of the solution, but in a 

limited way: at high t values most of the transitions are accepted; while at low t values 

essentially improving transitions are accepted. 
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Equation ( 2.15) states the asymptotic condition of convergence to global optimality of SA. 

However, there are not many SA algorithms for which global convergence has been proved. 

The only two exceptions are the algorithms of Romeijn and Smith (1994), Romeijn and Smith 

(1993) and of Dekkers and Aarts (1991) developed to very particular problems. In general SA 

behaves as an optimization algorithm only if it is allowed an infinite number of transitions. 

Approximating the asymptotic behavior arbitrarily closely requires a number of transitions 

that for most problems is typically larger than the size of the solution space, leading to 

exponential-time execution of the algorithm. SA is therefore unsuited to solve optimization 

problems to optimality, but the asymptotic behavior can be approximated in polynomial time.  

 

 

2.2.2.1 Finite-time approximation 

 

We will concentrate now in finite-time approximation to SA as it is the basis for the 

development of efficient algorithms, even if one knows that this efficiency means only 

attaining a good quality solutions (eventually not the optimum) in a feasible amount of time, 

i.e., the time necessary to obtain the solution, up to some prescribed error, grows only 

polynomially with the dimension of the problem. One may ask why using an algorithm that is 

known not to give the optimal solution when there are many methods that have been proved to 

converge to global optimality. Two reasons may justify such choice: i) either the other methods 

take too much time to compute the optimal solution, and a faster, though not as accurate 

method, is needed; or ii) there is no other method available to solve the problem. Most 

combinatorial problems belong to ii).  

 

Finite-time implementations of SA can be realized by generating homogeneous Markov chains 

of finite length for a finite sequence of descending values of the control parameter t (cooling). 

Other parameters must also be determined. The set of parameters that control the cooling and 
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the dimension of the Markov chains are combined in a so-called cooling schedule, and include 

an initial value of the parameter t, t0; a decrement function of t, a final value of t, specified in a 

stopping criterion; a finite length of each homogeneous Markov chain (homogeneous meaning 

that the transition rule is equal). More evolved SA implementations have dynamic decrement 

functions and lengths of the Markov chain (i.e., they are not necessarily always equal).  

 

The control parameter tn and the length of the Markov chains Ln are the two principal 

parameters when discussing cooling schedules. This is so because they are used to control the 

approximation to the stationary statistical distribution, πtn at each tn.  

 

We introduce now the concept of quasi equilibrium as defined by Aarts and Korst (1990). 

Quasi equilibrium is achieved if the probability distribution of the solutions after Ln trials of 

the nth Markov chain, κ(Ln,tn), is sufficiently close to the stationary distribution, πtn, or 

επκ <− ntnn tL ),(  

The length of the Markov chains and the decrement function must be chosen such that quasi 

equilibrium is restored at the end of each individual Markov chain. Clearly, if the decrement is 

large, the length of the Markov chain will have to be longer to restore equilibrium. There is a 

tradeoff between these two parameters, and either the decrements are made very small to 

keep Ln small (the most common approach), or decrements are large and Ln very large (less 

common). Quasi equilibrium and parameters tradeoff are central on the search for adequate 

cooling schedules. In a cooling schedule choices have to be made about: i) the initial value of t, 

t0; ii) the temperature function, α(x,n); iii) the number of iterations to be performed at each tn, 

i.e., Ln; iv) a stopping criterion to terminate the algorithm.  

 

A great variety of cooling schedules have now been suggested. The earliest proposed cooling 

schedules were based on physical analogy. For instance, Kirkpatrick et al. (1983) set t0 to a 
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very high value in order to guaranty that all transitions were accepted at the beginning of the 

run, and used a geometric cooling function, i.e., tn+1=α.tn. Ln is determined by a sufficient 

number of transitions being accepted subject to an upper bound. Other simplifications on this 

scheme may set Ln constant, or dependent on the size of the problem instance or neighborhood 

size. If the objective function is not altered for a number of t decreases, the algorithm is 

stopped. 

 

In Aarts and Laarhoven (1985), Laarhoven and   Aarts (1987) and Aarts and Korst (1990), t0 is 

calculated such that approximately all transitions are accepted, but unlike the empirical value 

set by Kirkpatrick et al. (1983) they propose that m0 initial trials be performed, requiring that 

the initial acceptance ratio χ0=χ(t0) is close to 1, where χ(t) is defined as the ratio between the 

number of accepted transitions and the number of proposed transitions. The initial value of t is 

then obtained from the following expression 
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where m1 and m2 denote the number of trials (m1+m2=m0) with ∆fxy≤0 and ∆fxy>0, respectively, 

and +∆f  the average value of the latter values (∆fxy=f(x)-f(y)). The decrement function is given 

by 
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where σ(tn) denotes the standard deviation of the values of the cost function of the points in the 

Markov chain at tn, and is a small positive value. The constant δ is called the distance 

parameter and determines the speed of the decrement of the control parameter. The stopping 

criterion is given by 
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where )( 0tf is the mean value of the points found in the initial Markov chain, )( ns tf is the 

smoothed value of f over a number of chains in order to reduce the fluctuations of )( ntf , and 

εs is a small positive real value. This stop criterion is based on the idea that the average 

function value of a Markov chain is an increasing function of t, such that it converges to f(xmin) 

as c↓0. The length of the Markov chain is kept constant and equal to L=L0.ι, where ι denotes 

the dimension of S and L0 a constant called standard length. Extensions of these schedules to 

continuous functions were made latter by Dekkers and Aarts (1991) when proving global 

convergence of simulated annealing in continuous functions optimization. 

 

Despite of the convergence results that resulted in the previous cooling schemes, that are only 

two examples from a already large set of alternatives (see, e.g., Collins et al. (1988), Hajek 

(1988)) showed that for asymptotic convergence for the set of optimal solutions, the condition is 

for the cooling to be carried out sufficiently slow, rather than there necessarily being any 

requirement to attain equilibrium at each tn. Also, if t is kept fixed for a number of iterations, 

there is a tradeoff between large reductions in t and a small number of iterations at fixed t, as 

seen before. This results led to the development of cooling schedules that, in the extreme cases, 

include a single iteration at each temperature, with the following alternative functions (Lundy 

and Mees, 1986) 

n
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where B, C1 and C2 are constants. Ln and stopping criterion are set as with the algorithm 

proposed by Kirkpatrick et al. (1983). Another alternative is the fixed cooling schedule 

(Connolly, 1988; Fielding, 2000) that proposes a fixed tn for all or almost all iterations.  

 

We mention also the logarithmic schedule proposed by Hajek (1988), in the form  

)log( 0nn
c

tn +
=  ( 2.20)
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where n0 is a positive integer (e.g., 1) and c is the smallest value for which an SA with this 

cooling schedule is convergent, and c≥d*, where d* is the largest depth of the local minima, 

which are not global minima. This scheme was proved by Bruce Hajek to be the fastest 

logarithmic-type cooling scheme leading to convergence. 

 

Though there exist theoretical proof of convergence for some of these schedules, their 

implementation has led to either poor solutions when the time is limited, or to extremely large 

running times. Some authors have proposed changes to the basic SA algorithm in order to 

improve performance. One alternative is to store the best solution during run (see, e.g., Glover 

(1964)). Another alternative is to sample the neighborhood without replacement, i.e., when the 

T approaches 0 the new solution is picked-up from the set of neighbors and it is guaranteed 

that all neighborhood is searched (see, e.g., Johnson et al. (1991a;b)). Two different search 

strategies have been used: either the neighbors are selected at random, or in a sequential way. 

None seems to outperform the other. The advantage of this approach is that when the 

algorithm has been terminated and there has been no improvement in the solution for at least 

b iterations (where b is the size of the neighborhood), then the final solution is guaranteed to 

be a local minimum. 

 

One of the most promising SA implementations is its parallelization, for which there have 

been several interesting results for quite a long time now (Aarts and Korst, 1990; Durand and 

White, 2000; Onbasoglu and Ozdamar, 2001). Its isn’t however clear yet if parallelization will 

work well for most of the practical cases. 

  

New and improved versions of simulated annealing have been proposed in the last years, of 

which the most promising seems to be the Adaptive Simulated Annealing (ASA) proposed by 

Ingber (1989), in which the cooling schedule is controlled by sensitivity coefficients (similar to 

those obtained in gradient methods) and parameters are allowed to vary at each iteration 
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inside an interval that is also dependent on the iteration. Some recent applications have been 

reported in bibliography with good results (see, e.g., Chandler et al. (1999), Ingber and Wilson 

(2000), and Chen et al. (2001)), though still more thorough bench testing are needed before 

assuming ASA as a state of the art algorithm in any application. 
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3 GROUNDWATER MONITORING NETWORKS 

OPTIMIZATION WITH REDUNDANCY REDUCTION 

 

 

 

 

3.1 SYLLABUS 

 
Three optimization models are proposed to select the best subset of stations from a large 

groundwater monitoring network: i) one that maximizes spatial accuracy; ii) one that 

minimizes temporal redundancy; and iii) a model that both maximizes spatial accuracy and 

minimizes temporal redundancy. The proposed optimization models are solved with simulated 

annealing, along with an algorithm parameterization using statistical entropy. A synthetic 

case-study with 32 stations is used to compare results of the proposed models when a subset of 

17 stations are to be chosen. The first model tends to distribute the stations evenly in space; 

the second model clusters stations in areas of higher temporal variability; and results of the 

third model provide a compromise between the first two, i.e., spatial distributions that are less 

regular in space, but also less clustered. The inclusion of both temporal and spatial 
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information in the optimization model, as embodied in the third model, contributes to selection 

of the most relevant stations. 
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3.2 INTRODUCTION 

 

Monitoring network dimension reduction is a need foreseen in Europe and other developed 

countries due to the already substantial financial effort put into maintaining the present 

environmental monitoring network. This amounts to many thousands of stations in the 

European Union (EU) space and the need to develop specific networks imposed by EU norms 

(see Nixon et al. (1996) for a discussion on this theme). Rational allocation of financial 

resources means eliminating redundant stations from existing networks and placing new ones 

in unsampled locations, where necessary. Which stations from already existing national 

networks should be included in each of the specific EU networks? This is a question that needs 

not only expert judgment (as proposed by Nixon (1996)), but also optimization tools such as 

those presented herein. 

 

The optimization of environmental monitoring networks is a subject that has been studied for 

many years. Much effort has been put into the development of statistical methodologies to 

design new sampling campaigns and monitoring networks (see, e.g., Harmancioglu and 

Alspaslan (1992), Harmancioglu et al. (1999), Thompson (1992)). Further developments 

considering the physical reality and its variability, particularly with groundwater stochastic 

simulation and modeling, were examined by Massmann and Freeze (1987a;b), Wagner and 

Gorelick (1989), Ahlfeld and Pinder (1988) in the context of geostatistical simulation and 

modeling. These works concentrated either on the optimization of a new network or on 

expansion of an existing one. Network optimization when there is the need to reduce its 

dimension has been much less studied. Exceptions are the works by Knopman and Voss 

(1989), Meyer et al. (1994), Reed et al. (2000), and Grabow et al. (1993).  
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Monitoring networks for areal mean rainfall events was the subject of early works by 

Rodríguez-Iturbe and Mejía, (1974a;b), where they considered the spatial and temporal 

variability of mean rainfall. The variance of mean rainfall was calculated as the product of 

point process variance, a reduction factor due to sampling in time (dependent only on the 

correlation in time and length of the time series), and a reduction factor due to sampling in 

space (dependent on the spatial correlation structure, the sampling geometry and the number 

of stations). The authors studied random and stratified random sampling schemes, and 

obtained abacus for different correlation functions, number of stations, and area of the region. 

Lenton and Rodríguez-Iturbe (1974) further considered the density and location of the 

stations. Bras and Rodríguez-Iturbe (1975) compared sampling schemes for different point 

variances, covariance functions and covariance functions parameter. Bras and Rodríguez-

Iturbe (1976) included in the same formalism the cost associated with each station to help 

choose the best set (i.e, number and position) of stations with less cost and less mean rainfall 

variance. Delhomme (1978) applied the geostatistical fictitious point method (usually used to 

assess the quality of covariance models when estimating with kriging) to determine the 

optimal location of rain gauges.  If the number of stations is large, then the dimension of the 

combinatorial problem may be exhaustively intractable. Pardo-Igúzquiza (1998) solved this 

problem with a metaheuristc approach (simulated annealing). Rouhani (1985) also used 

variance reduction techniques to determine the number and position of groundwater 

monitoring stations, and also analyzed the robustness and resilience of the variance reduction 

analysis. Rouhani and Hall (1988) proposed the incorporation of risk, defined as the weighted 

sum of the expected value and the estimation variance, in order to correct the “blindness” of 

the estimation variance to extreme values. The method also considers temporal changes in the 

hydrologic variables. Loaiciga (1989) also proposed a variance reduction method using time-

dependent spatial models (based on space-time means and covariances), with good results. 

This author used the mixed integer programming model of Hsu and Yeh (1989), originally 

developed for optimum design for parameter identification. Maximum periodicity was allowed 
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in this study, but did not include trade-off analysis between sampling periodicity and further 

increasing the number of stations. Later developments in the solution of time-dependent 

models were proposed by Pardo-Igúzquiza (1998), with the inclusion of the climatological 

variogram (Angulo and Tang, 1999; Lebel et al., 1987). More extensive reviews on this topic 

may be found in Loaiciga et al. (1992), Dixon and Chiswell (1996), and Harmancioglu et al. 

(1999). 

 

Variance reduction techniques use the variance of the estimation error ( 2
Eσ ) as an indicator of 

the accuracy of the estimated values. In geostatistics, the mathematical definition of 2
Eσ  

means that its value does not depend on the actual values of the measured variables, but on 

the relative spatial distribution of the measuring locations. Therefore, one may use 2
Eσ  as an 

indicator of which spatial distribution is best for a sampling network by testing all the 

combinations between available sampling locations and selecting the combination that 

minimizes 2
Eσ . 

 

Temporal redundancy is considered to be a function of the similarity between time series. By 

adopting this approach, stations that show larger differences between them over time and 

simultaneously have the best spatial distribution are retained. In principle, this would 

generate a network of monitoring stations smaller than the original, but which best 

reproduces the temporal and spatial behavior of the state variable. Temporal redundancy 

reduction had already been proposed by Amorocho and Espildora (1973), Caselton and Husain 

(1980), Harmancioglu and Yevjevich (1987), Husain (1989), and Harmancioglu and Alspaslan 

(1992). Harmancioglu et al. (1999) reviewed its applications in the context of information 

theory. Despite the elegance of this method, it is limited by the need to assume a probability 

distribution for the variables, which may be unknown or difficult to determine. Moreover the 
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method is particularly well adapted to variables with equal probability distributions (usually 

Normal or lognormal).  

 

Space-time models have already been applied by, e.g., Angulo and Tang (1999), Lebel et al. 

(1987),  Buxton and Pate (1994), Dimitrakopoulos and Luo (1994), and Pardo-Igúzquiza (1998). 

These  approaches require complex variogram fitting and are intended to reproduce the 

primary space-time nested variances. Pardo-Igúzquiza (1998) also used simulated annealing to 

solve the same problem with good results in a network augmentation problem.  

 

Considered herein is the problem of reducing the dimension of an existing network of 

groundwater monitoring (GMN) stations from Ω to ω, ω<Ω. Both the spatial covariance and 

available time series of a state variable are used. The problem is solved by replacing one 

station at a time and evaluating the effect on the cost function. Simulated annealing (SA) is 

used to approximate the solution. It should also be emphasized that the algorithms usually 

referenced as SA are in reality simulated quenching because the temperature schedule used is 

exponential instead of logarithmic (see Ingber (1993) for a discussion). Faster cooling 

schedules are necessary to circumvent the slow convergence rate of SA, and have been proved 

to give good results, but without guaranteeing to find the global optimum. The exponential 

schedule is used herein and is referred to as SA in order to maintain the current 

nomenclature. Three different models for the optimization model are proposed and tested: i) 

one considering only spatial information in the form of accuracy of spatial estimates; ii) one 

that considers only temporal information, by reducing redundancy in the time series; and iii) a 

model that includes both space and time information. 
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3.3 SPACE AND TIME MODELS FOR NETWORK OPTIMIZATION 

 

Some groundwater monitoring programs have, in the past, been implemented on the basis of 

spatial and temporal intensive monitoring programs. These have shown to require extensive 

manipulation or expensive and sensitive hardware. Cost rationalization and the need to orient 

monitoring programs to other specific objectives have made it necessary to reduce the size of 

the existing monitoring networks. The new size and spatial distribution must, however, be 

sufficient to ensure that both spatial and temporal variabilities are correctly included in the 

new design. In many instances, some of the monitoring stations must be retained in the future 

design. This is the case for wells used to produce tap water, to detect specific contamination 

sources, or because their position is considered strategic for any other reason. These 

constraints are easily implemented in the optimization algorithms if known a priori. A direct 

comparison method between all time series is used in this study that considers all the 

available raw data. A new definition for data temporal redundancy is proposed and used to 

obtain better spatial distribution of monitoring stations. Temporal redundancy and a measure 

of spatial coverage quality (i.e, variance of the error of estimation obtained by kriging, 2
Eσ ) are 

combined in a single model and subjected to minimization. Simulated annealing (SA) is used to 

find the solution with entropy used to help parameterize the SA algorithm.  

 

 

3.3.1 Estimation variance 

 

Field data within the geostatistical formalism is considered to be the result of random 

processes of regionalized variables, i.e., of random variables with space coordinates, with some 

spatial covariance. Regionalized variables are continuous in space, and therefore not 

completely random, but at the same time it is not possible to model them by a deterministic 
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function (or spatial process.) They therefore lie between deterministic and stochastic processes 

(Matheron, 1970), thus incorporating the notion of uncertainty in the conception of inference 

models or in the simulation of variables (Matheron, 1970; David, 1977; Journel and 

Huigbrejts, 1978). A review of the use of geostatistics for mapping and sampling design 

appears in ASCE (1990a;b). 

 

The values of a state variable z(x) at the sampled points in the field can be considered as 

realizations of a set of random variables Z(x) in a field Γ.  A set of random variables Z(xi) 

defined  in a field Γ is a random function Z(x). Some restrictions with respect to stationarity 

are needed. The most common theory considers that the distribution function is invariant by 

translation and intrinsic stationarity. If increments are made at step h, then the resulting 

expression is the variogram: 

[ ]{ }2)()(
2
1

)( xhxh ZZE −+=γ                                            (3.1) 

It is a necessary and sufficient condition that the variogram is a conditionally negative  

definite function.  

 

If an estimate of the mean value of a state variable in an area A from values at locations xα, 

Z(xα), inside or outside the area is V
�

, then a linear estimation of V
�

 can be obtained from p 

data points by 

∑
=

⋅=
p

i
ii xZV

1
)(κ

�

                                                     (3.2) 

which is unbiased if the sum of the weights κ is one. This is a common requirement in several 

methods, and also in kriging. The kriging system is (Journel and Huijbregts, 1978): 
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where µ is the Lagrange parameter, and γ(hiA) is the average variogram between the point i 

and the area A when one extreme of the vector h is fixed in xi and the other extreme describes 

the area A independently. The optimal estimation variance value is expressed by (Journel and 

Huijbregts, 1978), 

µγγκσ +−⋅= ∑
=

n

i
AAiAiE hh

1

2 )()(                                              (3.4) 

with γ(hAA) being the average variogram inside A. The estimation variance is a measure of the 

estimation accuracy of V. Because 2
Eσ  only depends on the geometric configuration of the data 

points, and, once a variogram model is defined, it is possible to change data locations and 

calculate the estimation variance again. The spatial arrangement of points that minimizes 2
Eσ  

has the lowest estimation error, and therefore best reflects the spatial correlation introduced 

in the variogram model. By minimizing 2
Eσ  the stations that can best be predicted by the 

remaining stations are excluded. The estimation variance is incorporated in the objective 

function model in a reduced form:  
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n
n

σ
σσ =                                               (3.5) 

where n is the iteration number. In order to have a value that varies between fixed 

boundaries, [0,1], 2
Eσ  is divided at each iteration by the maximum estimation variance found 

so far. The estimation variance is calculated at each iteration (combination of stations) using p 

(=ω) stations.  
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3.3.2 Redundancy 

 

Time series are considered to be synchronous, either because data are collected at the same 

time, or because the necessary interpolations are made to synchronize data. Time events can 

therefore be handled as realizations of random functions, Yi(m), i=1,…, LFIXED + LEXP; m= 

1,…,D, (with LFIXED being the number of fixed stations, i.e., those that are to be included in all 

solutions; LEXP the dimension of the subset of stations to be included in the new design, and D 

the dimension of the time series vectors). For the sake of simplicity, time indices are used only 

when needed; mathematical operations with time are made over all times. Yi(m)  ∈ X ∈ χ, with 

X being the current solution, χ the set of possible solutions, and i = 1,…,ω. The sum of the 

differences between time series, S, is used to evaluate temporal redundancy: large values of S 

indicate that series are significantly different, while smaller values indicate the opposite. The 

sum S is an approximation to the sum of the integrals between time series, or to the sum of 

the areas defined between any two time functions. In order to calculate temporal redundancy, 

time series should have an equal mean value, with redundancy depending only on the time 

series variances and temporal fluctuations. Hence, a new variable is defined, iii YmYmY −= )()(0 , 

with iY  being the mean temporal value of the state variable in station i. The summation of the 

difference between series is made for all time periods, with the possibility of shifting one time 

series in relation to the others by the time value d so that the sum is the lowest, i.e., when 

summing the difference between series Yi0(m) and series Yk0(m) k≠i, only the minimum 

summed values are used. Minimum temporal redundancy means maximum S:   
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where +∆ is the maximum allowed time shift.  S(n) is incorporated in the objective function 

model in a reduced form: S(n) is kept between fixed bounds,[0,1], by dividing it by the largest 

Max(S) found so far: 
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)(
)(

)(
SMax

nS
nS =                                                  (3.7) 

n is the iteration number.  

 

This approach is believed to outperform statistical methods because i) extreme values with low 

frequency tend to be masked by most statistical methods, ii) seasonality and trends are 

difficult to handle and pre-processing is usually required to filter these features; iii) statistical 

methods that handle seasonal phenomena well (i.e, either in correlation or frequency domains) 

are ill suited to handling trends; iv) non-parametric methods well suited to handling complex 

data (e.g., factorial analysis) require human intervention and are therefore not appropriate for 

automatic  procedures. 

 

 

3.3.3 Resulting optimization model 

 
Consider the following optimization model: 

[ ])(()(min 2 nSnE −+⋅ ησδ
                                    (3.8) 

where δ and η  are weighting factors that allow the spatial component to be weighted 

differently from the temporal component in the objective function.  

 

Three different optimization models are compared by: i) setting η equal to zero, and therefore 

including only the spatial component in the objective function; ii) setting δ equal to zero, and 

therefore including only the time component; iii) setting both δ and η equal to one, thereby 

building a space-time model with equal weighting. Different weightings may be used to 

compensate for different statistical reliability. The problem is single-objective as it depends 

only on the selected set of stations.  
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The problems presented in this section and in section 4 include formulations of the objective 

functions with two or more terms dependent on the same variable, the set of stations. The 

problem was chosen to be solved as a single objective one, considering the terms as equally 

important. A multiobjective approach might also have been used. In this case the set of non-

dominated solutions (Pareto-optimal solutions) had to be found and an appropriate solution 

chosen according to the decision maker’s judgment of the relative importance of each term.  

 

 

3.4 SOLVING THE OPTIMIZATION PROBLEM 

 

3.4.1 Iterative improvement 

 
The problem of reducing a monitoring network of dimension Ω to a network of smaller 

dimension ω requires testing all possible combinations of ω in Ω. The number of possible 

combinations is given by )(( )!! ωω −Ω⋅Ω . If the dimension of the network is large, the number 

of combinations may be high. The proposed solution to the combinatorial problem involves 

replacing one station at a time, evaluating the result, retaining the station if it reduces the 

objective function, or if the result fulfills a probabilistic criterion (the Metropolis criterion 

(Metropolis et al., 1953)), and rejecting the station otherwise. The iterative process of replacing 

the stations and analyzing the fulfillment of the Metropolis criterion is known as simulated 

annealing. The algorithm examines at each iteration the cost of a given set of stations 

(solution), and it may happen that a station that is rejected in one iteration, with a particular 

combination of stations, is accepted latter if the combination is different (different solution). It 

is guaranteed that most of the solution space is searched. SA is one of the threshold algorithms 

included in the class of local search algorithms. The other two, as defined by Aarts and Korst 

(1997), are: iterative improvement, where only objective function-reducing neighbors are 

accepted; and threshold accepting, where some deterministic non-increasing threshold 
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sequence is used. In the latter method,  neighbor solutions with larger objective function 

values are accepted, but to a limited extent, because the threshold value is fixed and always 

decreasing, with a very rigid control on the size of the cost difference. Simulated annealing 

uses a more flexible control on the values of the threshold, allowing transitions out of a local 

minimum. SA was first introduced by Kirkpatrick et al. (1983) as an algorithm to solve well-

known combinatorial optimization problems that reduces the risk of falling into local minima 

(or metastable solutions) common to iterative improvement methods. This is a consequence of 

SA accepting only solutions that lower the objective function. These authors proposed the use 

of the Metropolis (Metropolis et al., 1953) procedure from statistical mechanics, which 

generalizes iterative improvement by incorporating controlled uphill steps (to worse solutions). 

The procedure states the following: consider one small random change in the system at a 

certain temperature; the change in the objective function is ∆OF; if ∆OF ≤ 0, then the change 

in the system is accepted and the new configuration is used as the starting point in the next 

step; if ∆OF > 0 then the probability that the change is accepted is determined by P(∆OF) = 

exp(-∆OF/kbT); a random number uniformly distributed in the interval (0,1) is taken and 

compared with the former probability; if this number is lower than P(∆OF) then the change is 

accepted. The control parameters kbT are replaced by the parameter t (also called 

temperature) to avoid using the Boltzmann constant, kb, which would have no meaning in the 

present context. 

 

The SA algorithm operates in the following way: i) the system is melted at a high temperature 

(initial temperature, t0); ii) the temperature is decreased gradually until the system freezes (i.e, 

no further objective function change occurs); and iii) at each iteration the Metropolis procedure 

is applied. The following describes how to establish the initial temperature, the rate of 

temperature decrease, the number of iterations at each temperature, and the stopping criteria 

to halt the process when the system is frozen. The generic SA algorithm incorporates: a 

neighborhood function N(), a heuristic hN, a random function P(), the iterations counter c, and 
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the current temperature t: c ← 0; t ← t0. Choose a feasible solution X ∈ χ, Xbest ← X; Do while c 

< cMAX , or t > tmin 

    

 

Figure 3.1. Simulated annealing algorithm. Random is a random real number taken from a 
uniform distribution in (0,1). 

 

In order to accelerate the process, several improvements have been proposed for limiting the 

number of iterations at each temperature. The dimension of the Markov chain (in a Markov 

chain the probability of the outcome of a given trial depends only on the outcome of the 

previous trial, as occurs in SA) has been proposed to be a function of the dimension of the 

problem (Kirkpatrick et al., 1983). Temperature is maintained until 100Ω solutions 

(iterations), or 10Ω successful solutions have been tested, whichever comes first, where Ω is 

the number of variables (stations) in a problem. These authors propose that the annealing 

process cease if, after three consecutive temperatures, the number of acceptances is not 

achieved. The annealing can also be stopped if the average value of the objective function does 

not change after a pre-established number of temperature decreases (RSTOP). Along with these 

dynamic criteria, a static one may be used to halt the process when a minimum temperature, 

tmin, is attained. The former guarantees that the annealing will stop if none of the dynamic 
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criteria are fulfilled, even before the total number of iterations is attained. In the algorithm 

used herein, both the dynamic and the static criteria are implemented.  

 

Cunha and Sousa (1999) proposed the following expression to calculate the initial 

temperature, t0,   

a
OFb

t
ln

0
0

⋅
−=                                                          (3.9) 

where OF0 is the cost of the initial configuration, a is the elasticity of acceptance, and b is the 

amount of dispersion around the cost of the initial solution. A prior model run determines the 

latter. The elasticity of acceptance represents the probability of accepting a solution worse 

than the initial one. The initial temperature determined by equation (3.9) is such that there is 

a probability a of accepting solutions that are b% worse than the initial solution. This 

approach is similar to the one proposed by Cunha and Sousa (1999), but here the amount of 

worsening is established. Temperature is usually decreased with a constant rate (cooling 

factor) α such that after s temperature decreases, the temperature is ts=t0.αs. The two stopping 

criteria: tmin and number of temperature decreases are complementary because it is easy to 

calculate the minimum temperature attained if t0 and α are known. Criterion tmin may be 

useful if one wants to stop the annealing after a certain temperature is reached. 

 

The generation mechanism of a new solution, U,  from the neighborhood, N(X) of a solution X 

is a simple one: Consider the solution vector X={x1, …,xω}; i) randomly remove one element 

(station) from X; ii) randomly choose an element in χ\X ; iii) insert this element in X, obtaining 

U. 

 

3.4.2 Analysis of the convergence 

 

Due to the similarity between simulated annealing and the physical equivalent, a measure of 

disorder similar to entropy may be used to assess the evolution of the annealing process. 
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Entropy is a classical statistical mechanics definition of a thermodynamic system used to 

evaluate the state of disorder. Marginal entropy is given by (if the Boltzmann constant is set 

equal to one and natural logarithms are used): 

∑
∈

−=
χl

ll tptptH )(ln)()(                                              (3.10) 

where pl(t) is the probability that the system is in state l at temperature t, and χ is the solution 

space. The summation is carried out over the states allowed by the system. As temperatures 

decline, the number of states found that improve the best so far should also decrease, which is 

equivalent to the system reaching a more organized structure, or that entropy is decreasing. 

Marginal entropy should decrease to ln |χ| if equilibrium is attained at each temperature 

(Aarts and   Korst, 1990). If the best solution is unique, then marginal entropy converges to 

zero. It can be seen that the value of H(t) is maximum when all states have equal probability of 

occurrence, and that Hmax(t) = ln (IMAX). IMAX is the dimension of the Markov chain at each 

temperature (e.g., 100Ω or 10Ω).  

 

Relative entropy is defined as  

)ln(
)(

)(
)(

max MAXI
tH

tH
tH =                                                (3.11) 

Relative entropy should decrease from a sill (≈ 1) as temperature decreases, attaining at the 

limit and the optimum a value close to zero. Hence, at sufficiently low temperatures the 

probability of finding better states tends to zero. If the algorithm is operating well, and if the 

tuning parameters are correct, then this should happen. This was used as a criterion to select 

the best set of annealing parameters.  Entropy therefore seems to be an appropriate indicator 

of how well the search is made, and whether it is converging to viable solutions. Although it 

does not indicate if the solution found is a global one, it can help to find good parameters for 

the simulated annealing algorithm. A good convergence schedule must fulfill the following 

criteria: i) the time spent at high temperatures must be long enough to allow running through 

many of the candidate solutions, i.e., the variables must oscillate for the first high 
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temperatures, with the exception of H/Hmax, which must be close to one; ii) as temperature 

decreases, S must converge to its maximum, 2
Eσ , and the objective function must converge to 

their minima, and H/Hmax must converge to ln|χ|; and iii) for sufficiently low temperatures, 

no oscillation is expected. These criteria have been elegantly described in the theory of 

simulated annealing by Aarts and   Korst (1990), and correspond to two well-defined regions in 

the convergence curve: region 1 and region 2. In region 1 the objective function values are 

distributed uniformly (modeled with a normal density curve) and the structure of the 

combinatorial problem plays a minor role; in region 2, close to the minimum, the structure of 

the combinatorial problem determines the solution density (as modeled with other density 

curves). Similar conclusions are also drawn from the entropy curves: at high temperatures the 

system is disordered and the entropy is maximum, as compatible with a normal density curve; 

at low temperatures entropy is minimum and should be modeled with densities that minimize 

entropy (e.g., exponential).  Entropy analysis should help in the selection of a good set of SA 

parameters if the criteria mentioned previously are fulfilled, although it does not indicate the 

values directly. 

 

 

3.5 APPLICATION EXAMPLE 

 

To test the three models, a grid of 32 GMN stations randomly distributed in a square grid of 

eight by eight spatial units was created (Figure 3.5). Monitoring stations numbers 1 and 2 

represent wells for water supply, and are therefore be included in all the solutions. 

Hypothetical time series for all stations are calculated using common mathematical functions, 

both purely deterministic and with normally distributed errors. The functions were selected 

based on empirical judgment and experience, and attempt to mimic the behavior of water 

quality variables. Some of the resulting variables are non-homocedastic (i.e., variance is 
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dependent on the magnitude of the value), thus reflecting a feature common to variables such 

as redox potential and electrical conductivity when the scale of measure has to be changed 

between consecutive observations. With the method proposed here, no statistical assumption 

on the data is made, which accelerates the pre-processing stage. The time series equations are 

presented in Table 3.1, where τ stands for unitary measuring interval (e.g., one day, one 

months), k1τ  stands for the first record moment and knτ  for the last, k= 1, 2, …. 

 

Table 3.1. Time series equations 

Series number Equation: x = 
1 Cos(kτ)+0.54 kτ 
2 0.12 kτ 
3 Sin (kτ) 
4 Cos((k+1) τ) 
5 Cos((2k+1) τ) 
6 Log(kτ) – Log(kn-k1) 
7 Exp[-kτ / (kn-k1)] 
8 1 
9 Cos(0.3 kτ + 3 (kn-k1)) 
10 Atan(kτ) 
11 Atan(kτ + 1.5 (kn-k1)) 
12-22 Repeat 1-11 + 20% normally distributed error around the mean 
23-32 Repeat 1-10 + 40% normally distributed error around the mean 

  

 

It is now intended to choose the 15 monitoring stations that should be added to stations 1 and 

2 in order to obtain a network with lower exploitation costs (considered dependent on the 

number of stations) that best preserves the temporal features of the data. This is the network 

that eliminates stations which add less information and has a good spatial distribution, given 

a variogram model. It is assumed that the costs of sampling are much lower than those of the 

chemical analysis, and that the number of stations was set such that they can all be sampled 

in a single day. Therefore the cost of sampling is only dependent on transport costs. In this 

case Ω is equal to 30 and ω is equal to 15, and the problem amounts to finding the minimum 

objective function value within a solution space of more than 1.55 x108 possible combinations. 
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3.6 RESULTS AND DISCUSSION 

 

It should be noticed now that the example state variable of the case-study is generic in that it 

represents the general behavior of natural parameters such as water levels, concentration of a 

chemical element, temperature, etc. Therefore the values of S and 2
Eσ are given in unit (un) 

and square unit (un2), respectively; objective function and H/Hmax are dimensionless.  

 

In order to guarantee stationarity of the Markov chains, a sufficient length of time must be 

spent at each temperature. Moreover, the amount of time spent at high temperatures must 

also be large enough to allow running through many of the candidate solutions, to avoid being 

trapped in local minima. The questions to be answered are: i) how high should the initial 

temperature be; ii) how many iterations are to be made at each temperature; and iii) how fast 

should the temperature fall. If the search is to take a feasible amount of time some other 

aspects must also be considered: i) the number of iterations at each temperature has to be the 

lowest possible; ii) the number of temperature reductions should be optimized; and iii) the 

search must stop if a crystallized system is attained.   

 

Relative entropy may be used to complement the analysis of the change in the objective 

function, 2
Eσ , and S as temperature changes. What should be examined is the value of t0 for 

which the objective function is minimized, and such that relative entropy is kept at high 

values for the first few iterations, decreasing to zero after that. This would indicate that the 

probability of accepting a new solution decreases as temperature decreases, starting with a 

value near one, where most of the solutions are accepted and the probability of accepting worse 

solutions decreases as crystallization is attained.  
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The time spent by the search at high temperatures should be large enough to avoid being 

trapped in local optimal solutions, but small enough to minimize running time. Equation (3.9) 

allows the time spent at the higher temperatures to be tuned, and also enables the amount of 

dispersion around the objective function value of the initial solution to be set. Both parameters 

were evaluated in prior batch runs, as described subsequently. The effect of adding temporal 

information to the optimization of the monitoring network is studied by comparing the 

resultant network when using only spatial information, only temporal information, and using 

both. 

 

By construction, the objective function may decrease if a maximum of S or 2
Eσ  is found in any 

iteration. This is due to division by the maximum value whereby the objective function attains 

relatively small differences in equal solutions (since different maxims are used), but random 

jumps out of local minima are also allowed. These jumps are less frequent for lower 

temperatures because a larger part of the solution space was searched. Even if they occur, the 

probability of missing the neighboring minimum decreases with t because most of the allowed 

transitions become more strictly descending.  

 

An experimental spherical isotropic variogram for the first time period was fitted with the 

following parameters: nugget = 8.1x10-3 un2; sill = 8.01x10-2 un2; range = 2.482 m (a more 

detailed analysis is presented in section 3.8). A specific computer program was developed 

(OPTIVAR) and run on Pentium III (Intel 800 MHz) computers. Some prior batch runs using 

equation (3.9) were undertaken to obtain the proper initial temperature. The results indicated 

an initial temperature of 1.424, and this was used in all subsequent runs. Convergence was 

evaluated by analyzing the evolution in the variables S, 2
Eσ , objective function, processing 

time, and H/Hmax, with temperature.  
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3.6.1 Network optimization only with spatial information 

 

Both 2
Eσ  and objective function decreased from high values to their minima (Figure 3.2a and 

b). At high temperatures the objective function and 2
Eσ  show high variability, indicating that 

worse solutions are still being accepted, but this variability decreases with temperature. No 

variability was detected at low temperatures, indicating that no further improvements were 

possible. The system unable to jump to worse solutions because the probability of drawing a 

random number that fulfills the Metropolis criterion is low, as discussed previously. Marginal 

entropy also fulfills the criteria for convergence with a long sill for high temperatures. It 

decreases for lower temperatures, converging to zero as the best solution is found (Figure 3.2c). 

The minimum objective function value is attained at 0.3294, corresponding to a 2
Eσ  of 4.244 

x10-2 square units. The average processing time was 993 seconds.  

 

When only spatial information is used, the objective function is only dependent on 2
Eσ  and the 

sampling stations must therefore be distributed in space, thereby minimizing the variance of 

the estimation error. Table 3.2 shows the two sets that result for 50 runs, along with the 

frequency of occurrence of the resulting solution sets. The two solution sets have equal final 

objective function values, and are therefore equally good. Both solutions are shown in Figure 

3.3. The minimum objective function value is different from the minimum 2
Eσ  because the cost 

is obtained after the division of 2
Eσ  by its maximum value (equation (3.10)). 
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Figure 3.2. Minimizing only 2
Eσ : a) 2

Eσ  (un2); b) OF; c) H/Hmax  
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Figure 3.3. Minimizing only 2
Eσ : optimal solution. Solution A1 in squares and solution A2 in 

filled circles 

 

Considering only the spatial component, the stations are uniformly distributed in space. 

Similar results were obtained by Sacks and Schiller (1988) and Pardo-Igúzquiza (1998) for 

spatial models (without sampling costs in the case of the latter). The two solution sets (A1 and 

A2) have similar spatial distribution and correspond to geometric configurations with the same 

estimation variance. Had an anisotropic variogram been used, the spatial distribution would 

be different. One interesting feature of the data used in this case-study is that variogram 

models are similar in all time periods. In cases where the variogram models vary with time 

care is needed when identifying the period(s) when the spatial variability is best reproduced, 

and this/these is/are not necessarily when it is higher. High spatial variabilities may occur 

because of particular events, like extraordinary pumping regimes, and thus do not reflect the 

natural state of the system. 

 

The frequency of occurrence of the two solutions is similar (55.6 % and 44.4 %, for A1 and A2, 

respectively). The difference between the two solutions are stations 6, 8, 13 and 30 (in bold in 

Table 3.2). The problem is therefore non-unique and some other criterion has to be used in 

choosing one over the other, such as travel costs and sampling costs. 

0.0 2.0 4.0 6.0 8.0
0.0

2.0

4.0

6.0

8.0

N
or

th
in

g

1

2

3

4

5 6 7
8

9
10

11

12

13

14

15

16

17

18
19

20
21

2223

24

25

26

27
28

29

30

31

32



MONITORING NETWORKS OPTIMIZATION WITH SIMULATED ANNEALING 

Instituto Superior Técnico – Universidade Técnica de Lisboa 

 

 

PhD Thesis – Luís Miguel Nunes   58 

Table 3.2. Solutions: Minimizing only 2
Eσ , maximizing only S, and minimizing 2

Eσ  and 
maximizing S. OF: objective function 

Solution 
Name 

Solution Set Frequency
% 

σσσσ2E 
(un2) 

S 
(un) 

OF 

Only spatial information 
Solution A1 {1,2,3,4,6,8,9,12,14,17,18,19,26,28,29,31,32} 55.6% 4.244x10-2 - 0.3294 
Solution A2 {1,2,3,4,9,12,13,14,17,18,19,26,28,29,30,31,32} 44.4% 4.244x10-2 - 0.3294 
Only temporal information 
Solution B {1,2,3,19,20,21,22,23,24,25,26,27,28,29,30,31,32} 100% - 438.2 6.96x10-8 

Both spatial and temporal information 
Solution C1 {1,2,3,12,16,17,19,20,21,22,25,27,28,29,30,31,32} 87.5 8.07x10-2 335.7 0.557 
Solution C2 {1,2,3,8,18,19,20,21,22,23,26,27,28,29,30,31,32} 12.5 8.09x10-2 335.8 0.596 

 

 

3.6.2 Network optimization with only temporal information 

 

When only temporal information is used, the objective function dependents solely on the value 

of  S. The objective function should converge to zero because the spatial component of the 

objective function model was set constant and equal to zero; as S is obtained by the division by 

the maximum S value found so far, the temporal component of the objective function should 

converge to zero. The objective function value obtained was 6.96 x10-8 (Table 3.2). The 

discrepancy between this value and that expected (zero) may be justified by numerical 

oscillations and truncations during data storage and handling. The solution was attained at S 

= 438.24. It is clear from Figure 3.4a and b that both S and objective function converge to a 

maximum and a minimum, respectively. Relative entropy also shows a good convergence 

curve, fulfilling the convergence criteria stated in section 3 (Figure 3.4c). The resulting 

solution is shown in Table 3.2 as solution set B, and is represented in Figure 3.5. The average 

processing time was 886.5 seconds.  

 

If only temporal information is used then the spatial distribution of the stations is dictated by 

local variability of the time series and by their mutual redundancy. The spatial coverage was 

more clustered than when using only spatial information, which may be explained by the need 

to choose stations that are close by but which have significantly different time series, as 
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happens with stations 19 to 32 (with high random fluctuations around the mean). In practical 

problems this result may be a consequence of having stations near faults, pumping areas, 

contaminations sources, or any other source of strong local variability. 

 

 

 

 

Figure 3.4. Maximizing only S: a) S (un); b) OF; c) H/Hmax.  
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Figure 3.5. Maximizing only S: optimal solution. Solution B is shown in filled circles. 

 

 

3.6.3 Space-time network optimization  

 

If both spatial and temporal information is considered, then the spatial distribution of stations 

is expected to be between the regular coverage proposed by the estimation variance and the 

more clustered distribution proposed by S. Again, the convergence curves fulfill the 

convergence criteria (Figure 3.6a and b). The minimum objective function value was attained 

at 0.557 for 2
Eσ = 8.07x10-2 squared units and S = 335.7. As expected, the solution for the 

complete model is between those for the single components: 2
Eσ  is now higher and S is now 

lower. Objective function value is now 40% higher than it would be if the components were 

independent (summing the objective function values for the first two models: objective function 

= 0.399), and the resulting solution sets (C1 and C2, see Table 3.2) are different from solution 

sets A and B, and could not be obtained by any simple combination of the latter. The frequency 

of the two solution sets is very different (87.5 % and 12.5 %, for C1 and C2, respectively) and 

does not correspond to equally good solutions – the costs are different. Rather, it indicates that 

a worse solution, very near to the best, was found one in every eight runs. Unlike the results of 
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the first model, the best solution in this case is known, and no other criterion is needed to 

choose between them. The average processing time was 1012 seconds. 

 

The resulting monitoring network (Figure 3.7) has the advantage of incorporating both spatial 

and temporal information, thereby maximizing the quality of the data collected. The space 

component of the model is reflected in a network with higher spatial accuracy, and the 

temporal component simultaneously selects the stations that are less redundant in time.  

 

 

 
Figure 3.6. Minimizing 2

Eσ  and maximizing S: a) 2
Eσ  (un2); b) S (un); c) OF; d) H/Hmax 
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Figure 3.6. Minimizing 2
Eσ  and maximizing S: a) 2

Eσ  (un2); b) S (un); c) OF; d) H/Hmax (cont.) 

 

 

Figure 3.7. Minimizing 2
Eσ and maximizing S: optimal solution. Solution set C1 is 

represented in empty squares and solution set C2 in filled circles 
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3.7 CONCLUSIONS 

 

Three different models for the determination of the best set of monitoring stations of a 

monitoring network were evaluated. The models were designed to accommodate problems of 

network reduction when time series are available. This is usually the case in regional or sub-

regional (e.g., aquifer scale) monitoring networks that have resulted from the aggregation of 

several local monitoring plans, and that must be transformed in a smaller network which still 

captures the regional variability of the state variable. A synthetic case study was used, and 

simulated annealing was selected as the algorithm to solve the combinatorial problem.  

 

A method based on the statistical entropy of simulated annealing chains (Markov chains) was 

proposed to help choosing the SA parameters, and applied to the case-study. The results 

showed that it is a good tool. 

 

The first model considered only a measure of the quality of the spatial distribution, in the form 

of kriging variance. Results indicated that with this model the best spatial distribution is a 

uniform one (the stations are evenly distributed in space), as given by an isotropic variogram 

model. 

 

The second model used a new variable, the temporal redundancy of the time series, to select 

the set of stations that had minimum common information, or that collectively assembled most 

of the variability of the time series possible with the reduced network. The temporal 

redundancy variable proposed in this article requires no assumption as to the probability 

distribution because it uses the sampled values directly, rather than a statistical transform. 

The results indicated that the spatial distribution may be more clustered than the one 

obtained with an optimization model with only a spatial component, if the time series less 
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correlated in time are spatially clustered. This may be the case in areas of high heterogeneity, 

such as near important faults, at contacts between different flow regimes, or near pumping 

areas. 

 

The third model included both the spatial and the temporal components. In the method 

proposed here only space variography is required, and therefore the pre-processing time is 

greatly reduced when compared to other approaches cited in “Space-time network 

optimization”. The results of the space-time model show that the spatial distribution of 

monitoring stations with space-time information is less regular than that obtained with only 

spatial information, and less clustered than that resulting from time information only.  

 

The space-time model proposed for selecting the subset of stations from a monitoring network 

best reflects the spatial variability of the state variable, and simultaneously includes the least 

redundant stations. The monitoring network thus obtained maximizes the relevance of the 

data collected, and contributes to a better cost-benefit ratio. This model seems a good 

alternative to other methods proposed in the literature. 

 

 

3.8 ANNEX TO SECTION 

 

Eighteen (k1=1 and kn=18) values were generated for each time series  with a constant value of 

τ, equal to one. Time series  were then converted to the same order of magnitude (equivalent to 

converting to the same unit of measurement), and then centralized by dividing by their mean 

value. Structural analysis was made for the first period and considered equal for the 

remaining periods. A problem where different variogram models are considered is studied in 

section 5. The experimental variogram is shown in Figure 3.8 along with the theoretic 
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spherical variogram model, manually adjusted to the data, given by the following analytical 

expression 
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where C0 is the small scale variability due to analytical errors or to variability associated with 

structures with dimension inferior to the spacing between data locations, also called nugget 

effect; C is the amount of correlated variability, also called sill; r is the distance after which 

there is no evident spatial autocorrelation (the experimental variogram is flat or oscillates 

around a constant value), also called range of the variogram.  

 

 

Figure 3.8. Experimental omnidirectional variogram and adjusted spherical model 

 

Directional experimental variograms were too erratic to allow any conclusion about 

anisotropy. This is a result of the presence of different time series functions and to the fact 

that they were constructed independently (with no imposed covariance). Hence, a single 
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omnidirectional variogram was adjusted. Data statistics and the resulting variogram model 

are shown in Table 3.3. 

 

Table 3.3 Data statistics and spherical variogram parameters 

ΩΩΩΩ m (un) s2 (un2) C0 C r 
32 1.076x10-1 9.017x10-2 1.007x10-2 8.01x10-2 2.482 
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4 OPTIMAL SPACE-TIME COVERAGE AND EXPLOITATION 

COSTS IN GROUNDWATER MONITORING NETWORKS 

 

 

 

 

4.1  SYLLABUS 

 

A method to determine the optimal subset of stations from a reference level groundwater 

monitoring network is proposed. The method considers the redundancy of data from historical 

time series, the times associated with the total distance required to run through the entire 

monitoring network, and the sum of the times for each monitoring station. The method was 

applied to a hypothetical case-study consisting of a monitoring network with 32 stations. Cost-

benefit analysis was performed to determine the number of stations to include in the new 

design versus loss of information. This optimization problem was solved with simulated 

annealing. Results showed that the relative reduction in exploitation costs more than 

compensates for the relative loss in data representativeness. 
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4.2 INTRODUCTION 

 

The problem of reducing the dimension of an existing groundwater monitoring network (GMN) 

is addressed in this section. Both the quantity and quality of the data and the exploitation 

costs are included in the objective function. Data quality includes the representativeness of the 

parameter spatial field and temporal variation. The parameter spatial field is considered to be 

representative for the phenomenon under study if, with the amount of information available, 

the spatial variation is best reproduced with a well-defined classification method. Three 

methods have been proposed to obtain optimal GMN networks: i) variance reduction; ii) 

coupled simulation-statistical analysis; iii) information transmission (transinformation). The 

variance reduction (VR) methods were introduced in early works by Delhomme (1978), who 

used the so-called fictitious point method (generally used to assess the quality of covariance 

models when estimating with kriging), to determine the optimal location of rain gauges. 

 

VR methods use the variance of the estimation error ( 2
Eσ ) as an indicator of the accuracy of 

the estimated values. In geostatistics, the mathematical definition of 2
Eσ  means that its value 

does not depend on the actual values of the measured variables, but rather on the relative 

spatial distribution of the measuring locations. Therefore, one may use 2
Eσ  to indicate the 

spatial distribution optimality of a sampling network by testing all the combinations of 

available sampling locations, and choosing the combination that minimizes 2
Eσ . Some 

additional assumptions must be made about the probability-density function for the estimation 

error: the estimation errors at any location in space are normally distributed - this may not 

always be the case (Journel, 1987) - with zero mean and a standard deviation equal to the 

square root of the estimation variance. A VR method is applied in this section. A short review 

of the other two other optimization methods is given below. 
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The coupled simulation-statistical analysis includes a wide range of techniques that have 

arisen from the need to optimize the spatial distribution of containment or pump-and-

treatment wells in groundwater pollution problems. Meyer and Downey (1988) proposed a 

method for determining the best location for monitoring wells, following the works of 

Massmann and Freeze (1987a;b) in a risk-cost-benefit analysis for waste management 

facilities. The method’s intention was to select the networks that maximize the probability of 

detection in the face of uncertainty.  However, its practical applicability is hindered by the 

extreme simplicity of the analytical model used by Meyer and Downey (1988). Since then the 

containment problem has been thoroughly studied (e.g., Wagner and Gorelick (1989, Lee and 

Kitadinis (1991, Shafike et al. (1992), Woldt and Bogardi (1992), Tiedman and Gorelick 

(1993)).  A review of optimization and decision analysis for aquifer restoration and 

contaminant migration-control through pump-and-treat was made in Freeze and Gorelick 

(1999). These methods also have high potential in the design of regional or local networks for 

reference level monitoring.  

 

Information transmission methods are based on the entropy as defined by Shannon (1948), on 

marginal entropy (Shannon and Weaver, 1949), and on the definition of transinformation 

(Amorocho and Espildora, 1973). Entropy is a measure of uncertainty; marginal entropy is a 

measure of the uncertainty of one outcome given the knowledge of a second outcome related to 

the first; transinformation is the reduction of the original uncertainty of one outcome given the 

knowledge of the second. These methods were applied to water resources with good results 

(Amorocho and Espildora, 1973; Caselton and Husain, 1980; Harmancioglu and Yevjevich, 

1987;  Harmancioglu and Alspaslan, 1992). 

 

The inclusion of temporal information in the design of monitoring networks has been 

addressed in the geostatistical context as part of the covariance/variogram model by Angulo 

and Tang (1999), Lebel et al. (1987),  Buxton and Pate (1994), and Pardo-Igúzquiza (1998), 
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among others. The resulting models are however, both very complex and problem-specific: the 

climatological variogram, in the form of a linear function of a time-dependent, space invariant, 

scaling parameter and a variogram model, in the case of the first two and last references; or a 

variogram model consisting of a three-dimensional isotropic spherical structure, a one-

dimensional zonal linear structure, and a one-dimensional cosine structure, in the case of 

Buxton and Pate (1994). The sampling strategy may be designed not only to improve the 

precision of the estimated field, but also to target the areas that exhibit critical estimated 

values (Rouhani and Hall, 1988; ASCE, 1990b), higher temporal variability, or special 

temporal features that distinguish them from the other spatial locations. This limitation in the 

former models can be overcome by explicitly incorporating a temporal component in the 

objective function (OF), as is proposed here. 

 

Monitoring network designs is limited by budgetary constraints (except for very special cases), 

which adds important limitations to the dimension of a particular design with regard to the 

number of stations to be included. In groundwater monitoring networks the costs are 

investment and exploitation costs. If the design is made from scratch then the number, 

location, frequency of monitoring and characteristics of the wells can all be included in the 

design, and the problem is multiobjective: maximizing the information gained, while keeping 

the investment and exploitation costs at a minimum. However, if the objective is to reduce the 

dimension of an existing monitoring network, then exploitation costs can be included in the 

OF, and the problem is formulated using location as the only variable. Some authors have 

addressed this problem in the context of variance reduction to optimize rainfall data collection 

network designs (Bras and Rodríguez-Iturbe, 1976),  to assess the effect of altering the size 

and configuration of a groundwater monitoring network for groundwater levels (Candela et al., 

1988), and to establish an optimal network design to estimate the areal averages of rainfall 

events (Pardo-Igúzquiza, 1998).  
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When reducing the number of stations of a GMN the problem is combinatorial: which sub-set 

of stations, ω, out of the original set, Ω, should be retained?  If the number of stations is large 

then the dimension of the combinatorial problem may be exhaustively intractable. Pardo-

Igúzquiza (1998) recently solved this problem for rain gauges using simulated annealing. 

Rouhani and Fiering (1986) also used variance reduction techniques to determine the number 

and position of groundwater monitoring stations, and analysed the robustness and resilience of 

these methods (robustness was defined by Matalas and Fiering (1977) as “the insensitivity of a 

system design to errors, random or otherwise, in the estimates of those parameters affecting 

design choice”; resilience in the definition of Shannon (1948) is “the ability of the system to 

accommodate surprises and to survive under unanticipated perturbations”). Rouhani and 

Fiering (1986) found a significant degree of instability in the parameters of the covariance 

function (parameter space), though this instability had negligible effect on the action space. 

Similar results were obtained by Shannon (1948). Rouhani and Hall (1988) proposed the 

incorporation of risk, defined as the weighted sum of the expected value and the estimation 

variance, in order to correct the “blindness” of the estimation variance to extreme values. 

Longer reviews on this theme may be found in Loaiciga et al. (1992), Dixon and Chiswell 

(1996), and Harmancioglu et al. (1999). 

 

In this section the problem of reducing a GMN dimension is treated in the context of variance 

reduction, coupled with a measure of temporal redundancy, such that important local temporal 

variabilities are detected, and exploitation costs in the form of the time taken to travel 

between stations. The term data quality is used when referring to both spatial accuracy and 

temporal redundancy, and sampling time when referring to the sum of monitoring and travel 

times. An objective function was built to incorporate these four factors.  
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The selection of the new GMN design was made by a cost-benefit analysis of the gain in data 

quality and sampling times. The OF was optimized for several ω values with simulated 

annealing (SA), and the optimal ω value obtained. 

 

Two new developments in GMN optimization are introduced in this article: ii) a new definition 

of temporal redundancy; ii) the minimization of sampling times by incorporating them directly 

in the OF. 

 

The article is organized in the following way: in the second section an objective function model 

is proposed; in the third section the simulated annealing algorithm proposed to solve the 

optimization problem is described, and its application is discussed; the fourth section presents 

a hypothetic case-study to test the method; the results of the application are presented and 

discussed in the fifth section; finally, in the sixth section the most relevant conclusions are 

drawn. 

 

 

4.3 OBJECTIVE FUNCTION  

 

The new GMN size and spatial distribution must assure that both spatial and temporal 

variabilities are correctly included in the new design, and that exploitation costs (sampling 

time) are minimized. 

 

It is better to consider all the information collected, rather than using statistical 

transformations of the data. Common statistical variables are: maximums, minimums, 

percentiles, average values, variance, or more evolved transformations like projection in 

factorial spaces and similarity (or correlation) coefficients. Most of these statistical 
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transformations have the advantage of reducing a large amount of data to a treatable number 

of parameters. Despite their particular advantages, these methods tend to enhance some 

particular features of the data, while disregarding others. One way to circumvent this 

blindness is to use raw data whenever possible. A mathematical time series function that 

makes no statistical transformation of the raw data is proposed and used in this article. The 

function is a measure of data redundancy and is used to obtain better spatial distributions of 

monitoring stations. 

 

Spatial accuracy, temporal redundancy, monitoring times for each station and total travel time 

are incorporated in a single OF and subjected to minimization. Simulated annealing (SA) is 

proposed to optimize the OF. 

 

 

4.3.1 Spatial accuracy 

 

Monitoring network optimization for geo-variables, such as in areal mean rainfall events, was 

the subject of early works by Rodríguez-Iturbe and Mejía (1974a;b), in which they considered 

the spatial and temporal variability of mean rainfall. The variance of mean rainfall was 

calculated as the product of point process variance, a reduction factor given by sampling in 

time (dependent only on the correlation in time and length of the time series), and a reduction 

factor given by sampling in space (dependent on the spatial correlation structure, the sampling 

geometry and the number of stations). These authors studied random and stratified random 

sampling schemes, and obtained an abacus for different correlation functions, the number of 

stations, and area of the region. Lenton and Rodríguez-Iturbe (1974) also considered the 

density and location of the stations. Bras and Rodríguez-Iturbe (1975) continued the latter’s 

work, comparing former results for different point variances, the covariance function and 

covariance function parameter. In the same formalism, Bras and Rodríguez-Iturbe (1976) 
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included the cost associated with each station to help choose the best set (number and 

position) of stations with least cost and least mean rainfall variance. The methods based on 

the reduction of the estimation errors variance are known as variance-reduction techniques. 

 

At this stage the variance-reduction method is developed using geostatistical nomenclature. 

Within the geostatistical formalism, field data are held to be the result of random processes of 

regionalized variables, i.e., of random variables with space coordinates, with some spatial 

covariance. Regionalized variables are continuous in space, and therefore not completely 

random, but at the same time it is not possible to model them by means of a deterministic 

function (or spatial process). They therefore result from deterministic and stochastic processes 

(Matheron, 1970), incorporating the notion of uncertainty in the conception of inference models 

or in the simulation of variables (Matheron, 1970; David, 1977; Journel and Huijbregts, 1978).  

 

The values of z(x) at the sampled points in the field can be considered as realizations of a set of 

random variables Z(x) in a field Γ.  A set of random variables Z(xi) defined  in a field Γ is a 

random function Z(x): 

{ } Γ∈=
iiZZ xxx )()(  

 and z(xi) is a realization of the random variable; the latter a realization of a random function.  

 

As field data are usually scarce, it is not possible to calculate the distribution function, but for 

practical applications only the first two moments are needed. Some restrictions with respect to 

stationarity are needed. The most common theory considers that the distribution function is 

invariant by translation. As, strictly speaking, the restrictive hypotheses are applied only to 

the first two moments, it is required that these exist and that they are independent of space 

coordinates (second order stationarity), otherwise the spatial covariance of the variable Z 

depends solely on the separation vector h (in modulus and direction). In this case only the 
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spatial increments have to be stationary (intrinsic stationarity). If these increments are made 

at step h, then the resulting expression is called the variogram: 

[ ]{ }2)()(
2
1

)( xhxh ZZE −+=γ                                               ( 4.1) 

The matrix system used to compute the kriging weights has to be invertible. For this property 

to be true, all the covariances of the system must be defined from positive definite functions 

(see, e.g., Matheron (1970), pg. 54). The variogram has tended to replace covariance, mainly 

because of the less restrictive intrinsic hypothesis. In most practical cases this less demanding 

restriction on the random function model will not change the results (Deutsch and   Journel, 

1992). 

 

To estimate the average value of a variable in an area A from values at locations xα, Z(xα), 

inside or outside the area, this value is equal to 

∫=
A

dxxZ
A

V )(
1

                                                       ( 4.2) 

 

A linear estimation of V can be obtained from n data points by 

∑
=

⋅=
n

i
ii xZV

1
)(κ

�

                                                    ( 4.3) 

 

which is unbiased if the sum of the weights κ is one. This is a common requirement in several 

methods and also in kriging. This method is chosen because values of κ are determined so as to 

minimize the variance of the error of estimation. The kriging system is defined by (Journel and   

Huijbregts, 1978): 
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where µ is the Lagrange parameter, and γ(hiA) is the average variogram between the point i 

and the area A when one extreme of the vector h is fixed in xi and the other extreme describes 

the area A independently. The average variogram is then: 

∫=
A

iiA duux
A

h ),(
1

)( γγ                                                     ( 4.5) 

Approximated numerically by 

∑
=

∈≈
M

k
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M
h

1
),(

1
)( γγ                                          ( 4.6) 

with M number of points used to discretize A. 

 

The estimation variance is expressed by (Journel and   Huijbregts, 1978): 

µγγκσ +−⋅= ∑
=

N

i
AAiAiE hh

1

2 )()(                                                 (4.7) 

and  

∑ ∑
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,),(
1

)( γγ                                   ( 4.8) 

The estimation variance is a measure of the estimation accuracy of V. Because 2
Eσ  only 

depends on the data points’ location, and once a variogram model is defined, it is possible to 

change data location and calculate the estimation variance again. The spatial arrangement of 

points that minimizes 2
Eσ  has the lowest estimation error, and therefore best reflects the 

spatial correlation introduced into the variogram model. 
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4.3.2 Temporal redundancy 

 

All time series are considered synchronous and complete, either because data were collected at 

the same time, or because the necessary interpolations were made to synchronize data and fill 

in the gaps. Time events can therefore be handled as realizations of random functions, Yi(m), 

i=1,…, LFIXED + LEXP; m= 1,…,D, (with LFIXED being the number of fixed stations, i.e., those that 

are to be included in all solutions; LEXP the dimension of the subset of stations to be included in 

the new design; D length of the time series vectors). Yi(m)  ∈ X ∈ χ, with X being the current 

solution, and χ the solution space. 

 

If the time series are not synchronous and/or complete then it is proposed that: i) data should 

be interpolated, or ii) a measure of temporal correlation be used, in either the frequency or 

correlation domains. 

 

The sum of differences between time series, S, is used to evaluate redundancy: large values of 

S indicate that the series are very different, while smaller values indicate the opposite. S is an 

approximation to the ω-integral of time series functions.  

 

The series are first normalized by subtracting the average value, iY : iii YmYmY −= )()(0 . Then 

the summation of the difference between the series is made for all times, with the possibility of 

shifting one time series in relation to the others by the time value d so that the sum is the 

lowest, i.e., when summing the difference between series Yi0(m) with series Yk0(m) k≠i, only the 

minimum values are used. This time translation should guarantee that time series are 

compared in-phase. Minimum temporal redundancy implies maximum S:   
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where +∆ is the maximum allowed time shift.   

 
 

4.3.3 Exploitation costs 

 

The costs associated with maintaining a GMN are considered to be dependent only on the time 

needed to measure at each station, in the form of equal or different times for measuring per 

station, and the time needed to travel through the whole network along the shortest path. 

Other costs not included in this formulation are, e.g., maintenance costs and the cost 

associated with the non-detection of a pollution event (as considered, e.g., in Massmann and 

Freeze (1987a;b), Wagner and Gorelick (1987), Rouhani and Hall (1988), Meyer et al. (1994)). 

The sum, UC, of individual measuring times, uci, i = 1,…, ω, is used to calculate the OF model, 

∑
=

=
π

1
UC

i
iuc                                                        ( 4.10)  

The determination of minimum total travel time (TC) is a well-known combinatorial problem 

known as the traveling salesman problem (TSP), solved here with the algorithm proposed by 

Carpaneto et al. (1995b). The optimal TC obtained by the algorithm is used to calculate the 

OF. 

 

 

4.3.4 Optimization model 

 

The network of ω stations with higher spatial accuracy, lower temporal redundancy, and lower 

exploitation costs (times), implies the minimization of the following objective function, 
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Max( 2
Eσ ), Max(S), Max(UC), and Max(TC) are the maximum values found during the 

optimization process, and are needed to make the OF dimensionless and problem-independent. 

It is assumed that the monitoring takes only one working-day of seven hours. This can be 

easily altered if necessary, however. The weights wj, j = 1,…,4, are such that Σ wj = 1. This may 

be useful if one wishes to give more emphasis to the quality of the data collected, by giving 

higher weights to the first two variables, or to control the exploitation costs more stringently, 

by giving higher weights to the two remaining variables. In the example given here, equal 

weights (=1) are used for all variables. We recall the comment made in section 3.3.3. about the 

decision to solve this problem as a single objective one. 

 

 

4.4 SOLVING THE MODEL 

 

Reducing a monitoring network of dimension Ω to a network of smaller dimension, ω, is a 

problem for which the number of possible combinations is given by )(( )!!! ωΩωΩ −⋅ . However, if 

the dimension of the original network is large, there may likewise be a very large number of 

combinations, and computing the OF exhaustively would require much more time than is 

usually available. Therefore a more efficient method has to be used in order to obtain a good 

quality solution (in the sense that it may not be the global optimum) in a reasonable amount of 

time. 
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It is proposed to solve the problem by replacing one station at a time, evaluating the result, 

keeping the station if it reduces the OF or if the result fulfils a probabilistic criterion (the 

Metropolis criterion), and rejecting the station otherwise. The iterative process of replacing the 

stations and analyzing the fulfillment of the Metropolis criterion is a crucial part of the 

simulated annealing algorithm. The algorithm looks at each iteration for the cost of a given set 

of stations (a feasible solution), and it may be that a station that is rejected in one iteration, 

with a particular combination of stations, is accepted in a later stage with a different 

combination (different solution). Therefore an efficient search of the solution space has to be 

ensured. A global optimal solution would be found if the entire space was searched. However, 

in practical applications, if the number of combinations is very large, a global search would 

take far too much time. Algorithms that do not guarantee a global search can only provide 

optimal local solutions. This is the case with the simulated annealing (SA) implementation 

used here. 

 

SA is one of the threshold algorithms included in the class of local search algorithms. The 

other two, as defined by Aarts and   Korst (1990), are: iterative improvement, where only OF-

reducing neighbors are accepted; and threshold accepting, where a certain deterministic non-

increasing threshold sequence is used, allowing neighbor solutions with larger OF to be 

accepted, though to a limited extent. This is because the threshold value is fixed and always 

decreasing, with a very rigid control on the size of the cost difference. Simulated annealing 

uses a more flexible control on the threshold values, allowing transitions out of a local 

minimum at nonzero temperatures. 

 

SA was first introduced by Kirkpatrick et al. (1983) as an algorithm to solve very well-known 

combinatorial optimization problems, reducing the risk of falling prematurely into local 

minima (or metastable solutions) common to iterative improvement methods, because they 

tend to accept only solutions that lower the OF, with fast quenching from high temperatures to 
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temperatures near zero. These authors proposed the use of the Metropolis (Metropolis et al., 

1953) procedure from statistical mechanics. This procedure generalizes iterative improvement 

by incorporating controlled uphill steps (to worse solutions). The procedure states the 

following: consider one small random change in the system at a certain temperature; the 

change in the objective function is ∆OF; if ∆OF ≤ 0, then the change in the system is accepted 

and the new configuration is used as the starting point for the next step; if ∆OF > 0 then the 

probability that the change is accepted is determined by P(∆OF) = exp(-∆OF/kbT); a random 

number uniformly distributed in the interval (0,1) is taken and compared with former 

probability; if this number is lower than P(∆OF) then the change is accepted. The control 

parameters kbT are replaced by the parameter t (also called temperature), to avoid using the 

Boltzmann constant, kb, which would have no meaning in this context. 

 

The SA algorithm runs in the following way: i) the system is melted at a high temperature 

(initial temperature, t0); ii) the temperature is decreased gradually until the system freezes (no 

further OF change occurs); iii) at each iteration the Metropolis procedure is applied.  

 

The generic SA algorithm for minimization, considering a neighborhood structure N, a solution 

space χ, and an objective function OF has the following pseudo-code. 

Select an initial solution Xbest; 
Select an initial temperature t0>0; 
Select a temperature reduction factor; 
Repeat 
   Repeat 
      Randomly select X ∈ N(Xbest); 
        δ = OF(X) – OF(Xbest); 
           if δ < 0 then 
    Xbest = X 
           else 
 generate random z uniformly in (0,1); 
             if z < exp(-δ / t) then Xbest = X; 
   Until iterations = max_iterations 
   Set t = α(t); 
Until stopping condition = true; 
Xbest is the optimal solution found. 
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Once a feasible solution is generated it is passed to the OF calculation module (Figure 4.1). 

Here, two routines are internal (Redundancy and Monitoring time) and the other two are 

external, and were developed elsewhere. The following data is read: i) (x,y) coordinates and 

data values matrix into the kriging routine; ii) time series values matrix into the redundancy 

routine; iii) monitoring times per station matrix into the monitoring time routine; iii) travel 

distance matrix into the TSP routine.  

 

 

Figure 4.1. Objective function computing module 

 

In order to speed-up the process several improvements have been proposed, particularly, 

limiting the number of iterations at each temperature, i.e., defining the max_iterations 

number. The dimension of the Markov chain has been proposed as a function of the dimension 

of the problem (Kirkpatrick et al., 1983): temperature is maintained until 100Ω solutions 

(iterations), or 10Ω successful solutions have been tested, whichever comes first. Ω stands for 

the number of variables (stations) in a problem. These authors also proposed that the 

annealing is stopped (stopping criterion) if after three consecutive temperatures the number of 

acceptances is not achieved. Alternatively, if the average value of the OF does not change after 
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a pre-established number of temperature decreases (RSTOP), then the annealing is stopped. 

Along with these dynamic criteria, a static one may be used to halt the process when a 

minimum temperature, tmin, is reached. This last criterion will guarantee that the annealing 

stops if none of the dynamic criteria is fulfilled, even before the total number of iterations is 

attained. In the present algorithm, both the dynamic and the static criteria were implemented. 

 

Cunha and Sousa (1999) proposed the following expression to calculate the initial 

temperature, t0,   

a
b

t
ln
OF0

0
⋅

−=                                                          ( 4.12) 

where OF0 is the cost of the initial configuration, a is the elasticity of acceptance, and b is the 

amount of dispersion around the cost of the initial solution. Prior runs of the model determine 

the last parameter. The elasticity of acceptance represents the probability of accepting a 

solution worse than the initial one. The initial temperature determined by equation (4.12) is 

such that there is a probability a of accepting solutions that are b% worse than the initial 

solution. Temperature is usually decreased at a constant rate (cooling factor), α, such that 

after s temperature decreases the temperature is ts=t0.αs. The two stopping criteria: tmin and 

number of temperature decreases are complementary because it is easy to calculate the 

minimum temperature attained if t0 and α are known. 

 

The generation mechanism of a new solution, U,  from the neighborhood, N(X) of a solution X 

is a simple one: Consider the solution vector X={x1, …,xω}; i) randomly remove one element 

(station) from X; ii) randomly choose an element in χ\X ; iii) insert this element in X, obtaining 

U; iv) confirm if U is a valid candidate solution (eq.4.11), if yes continue, otherwise goto i). 

A specific computer code in FORTRAN was developed by the authors to solve GMN reduction 

problems (MINCOST). The code incorporates two routines developed by others, namely the 
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kriging routine (Deutsch and Journel, 1992), and the solution for the traveling salesman 

problem (Carpaneto et al., 1995a;b). The code was thoroughly tested and validated. 

 

 

4.5 CASE STUDY 

 

In order to test the method, a grid of 32 monitoring stations randomly distributed in a square 

grid of eight by eight spatial units was created (Figure 4.2). Monitoring stations numbers 1 

and 2 represent wells for water supply and are therefore included in all the solutions. Ω is 

therefore equal to 30. Time series of generic geo-variables for all stations were calculated using 

common mathematical functions, purely deterministic and with normally distributed errors. 

The functions were selected based on empirical judgment and experience, attempting to 

simulate the behavior of water quality variables. Some of the resulting variables are non-

homocedastic, thus reflecting a feature common to variables such as redox potential and 

electrical conductivity when the scale of measure has to be changed between consecutive 

observations. The unit of the generic geo-variable is identified by un.  The time series 

equations are presented in Table 4.1,  where τ stands for unitary measuring interval (e.g., one 

day, one months), k1τ  stands for the first record moment and knτ  for the last, k= 1, 2, …. 

 

Table 4.1. Time series equations 

Series number Equation: x = 
1 Cos(kτ)+0.54 kτ 
2 0.12 kτ 
3 Sin (kτ) 
4 Cos((k+1) τ) 
5 Cos((2k+1) τ) 
6 Log(kτ) – Log(kn-k1) 
7 Exp[-kτ / (kn-k1)] 
8 1 
9 Cos(0.3 kτ + 3 (kn-k1)) 
10 Atan(kτ) 
11 Atan(kτ + 1.5 (kn-k1)) 
12-22 Repeat 1-11 + 20% normally distributed error around the mean 
23-32 Repeat 1-10 + 40% normally distributed error around the mean 
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The intention was then to choose the ω monitoring stations that should be added to stations 1 

and 2 in order to obtain a network that has optimal exploitation costs, best preserves the 

temporal features of the data, and has optimal spatial accuracy. 

 

The first goal was to determine the number of stations to be included in the new design; the 

second goal was to identify the stations in the new optimal design.  

 

 

Figure 4.2. Location of the monitoring stations and routes connecting them: bold line for two-
way streets and discontinuous line for one-way streets 

 

 

4.6 RESULTS 

4.6.1 Cost-benefit analysis 

 

Eight different subset cardinalities of ω+2 stations were tested, {13,15,17,19,21,23,25,27}, and 

a cost-benefit analysis was performed for the gain in accuracy and temporal 

representativeness and the increase in exploitation costs (time needed to sample). The 
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estimation variance was calculated using an experimental spherical isotropic variogram for 

the first time period with the following parameters: nugget = 8.1x10-3 un2; sill = 8.01x10-2 un2; 

range = 2.482 m (a more detailed analysis is presented in section 3.8) 

 

 As expected, the estimation variance decreased as new stations were added (Table 4.2) 

(indicating an increase in spatial accuracy), but the gain in spatial accuracy was much more 

significant up to the 23rd station, with each new station producing an average increase in 

spatial accuracy of 8.1%; after the 23rd station the spatial accuracy only increased 0.5% each 

time a new station was added. 

 

It should be noticed here that the interpretation of data redundancy  (S) is different when 

considered in the context of cost-benefit analysis or in the context of network optimization for a 

pre-defined ω number. In the first case S(Ω+2) represents the total amount of information in 

the time series, and S(ω2) – S(ω1), with ω1 < ω2, is the marginal S, or the amount of information 

added by the ω2- ω1 stations. In the second case no marginal S is calculated, and S is always 

the total S, calculated for different ω+2 values. 

 

The gain in temporal representativeness (marginal S) increased every time a new station was 

added, but the average rate of increase was almost four times higher up to the 19th station 

than it was for the remaining stations (9.8% against 2.5%). Figure 4.3a shows the accuracy 

and representativeness curves with the fitted trend lines drawn as interrupted straight lines.  

 

Both monitoring and travel times (UC and TC) increased polynomially (2nd degree) with the 

number of stations, with UC having a faster growth rate than TC. One interesting feature is 

the stabilization of travel times after the 23rd station; a similar stabilization is found for the 

monitoring time (UC) after the 21st station, but in this case UC increases again after the 23rd. 

As a result the increase in total sampling time shows a polynomial behavior up to the 21st 



MONITORING NETWORKS OPTIMIZATION WITH SIMULATED ANNEALING 

Instituto Superior Técnico – Universidade Técnica de Lisboa 

 

 

PhD Thesis – Luís Miguel Nunes   88 

station, after which it becomes linear. Figure 4.3b shows the variation of UC, TC and UC + TC, 

with the number of stations and the adjusted second-degree polynomials.  

 
These results show an interesting data quality/sampling time structure: up to the 23rd station, 

though data quality increases linearly, sampling times increase polynomially; after the 23rd 

station the increase in data quality is much lower and the sampling times still increase, but at 

a lower rate. This indicates that a monitoring network with 23 stations would be the optimal 

solution. 

 
Sampling times cost structure may be investigated by analyzing the relative contribution of 

UC and TC to the total time. Figure 4.4 shows the relative contribution of UC to the total 

sampling time. UC is always the most important cost factor, and its importance increases with 

the dimension of the network, at least up to the 21st station, after which the relative weight 

tends to stabilize around 70%. The jump at the 23rd station is justified by the need to introduce 

new stations in locations with difficult access, for which the new path is longer; the subsequent 

increase indicates that the stations added after the 23rd can be connected by the new-found 

path, and UC becomes much more important again. Therefore, new gains in efficiency 

(reduction of total sampling time) should be sought by reducing the measuring times, ui. 

 

a) 
 

b) 

Figure 4.3. Cost-benefit analysis for increasing number of stations: a) gain in spatial accuracy 
and temporal representativeness; b) Time necessary to sample 
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Table 4.2.  Optimization results for the eight ω values. The original GMN results are also 
shown 

Number of 
Stations 

OF 2
Eσ  (un2) S (un) UC (h) TC (h) UC + TC 

13 1.885 0.09788 204.9 1.841 1.327 3.168 
15 1.966 0.09808 264.3 2.190 1.362 3.552 
17 1.915 0.08715 297.6 2.563 1.406 3.969 
19 2.032 0.08827 349.0 2.935 1.482 4.418 
21 2.053 0.07273 417.0 3.635 1.692 5.326 
23 2.044 0.06209 424.3 3.634 2.036 5.670 
25 2.021 0.06336 464.8 4.147 1.982 6.129 
27 2.119 0.06081 481.3 4.485 1.999 6.483 
32 - 0.05937 550.4 5.990 2.704 8.694 

 
 

 

Figure 4.4. Relative contribution of UC to the total sampling time. 

 

The selection of stations show high congruency for the different ω+2 values (see Figure 4.5): i) 

four of the stations are not included in any design (7, 9, 10 and 13); ii) four of the stations are 

only included for very high ω+2 values (≥ 25) (5, 6, 11, 25). The interpretation is complex due to 

the presence of four variability factors, but it is still possible to observe the following: the 

stations mentioned make a small contribution to the increase in spatial accuracy, but, on the 

other hand, they tend to increase the total travel time (their location being on one-way roads). 

Furthermore, the stations involve low marginal Ss (see Figure 4.3a and b) 

 

13 15 17 19 21 23 25 27
Number of stations

0.56

0.60

0.64

0.68

0.72

U
C

 / 
To

ta
l t

im
e 

(h
/h

)



MONITORING NETWORKS OPTIMIZATION WITH SIMULATED ANNEALING 

Instituto Superior Técnico – Universidade Técnica de Lisboa 

 

 

PhD Thesis – Luís Miguel Nunes   90 

 

Figure 4.5. Stations excluded in the new designs (in gray) 

 

 

4.6.2 Selected monitoring network 

 

The selected ω+2 station GMN is now analyzed, but equivalent analyses could be made for 

different ω values, not included due to space limitations. Figure 4.6 shows the OF, data quality 

and sampling times convergence curves. The OF starts in the first iterations at high 

temperatures, with values close to 2.7, indicating that it is still far from its minimum. This is 

clearly visible in Figure 4.6, as the four OF variables slowly converge towards their optimal 

values. At sufficiently low temperatures a frozen system is achieved and the optimal (local) 

solution is reached. The solution GMN is shown in Figure 4.7. 
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a) b) 

c) 

 

Figure 4.6. Optimization results for a monitoring network of 23 stations. a): Objective 
function; b) data quality variables; c) sampling times 

 

 

Figure 4.7. Resulting monitoring network with 23 stations 
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The resulting ω+2 = 23 stations GMN is 28 % smaller than the original one, and results in a 

reduction of 3.0 hours in sampling time (35 %). At the same time, only 20% of spatial accuracy  

(0.0119 un2) and 22.9% of total time series information (126.1 un) was sacrificed.  

 

 

4.7 CONCLUSIONS 

 

GMN optimization problems are particularly difficult to solve because of discontinuous 

integer-related nonconvexity (as a monitoring station is either included in the new design or 

not, the feasible region is discontinuous) and continuous nonconvexity of the interpolation 

error variance surface (due to the presence of many local minima). Some solvers can handle 

one or the other type of nonconvexity, but the combination of both requires heuristic methods. 

Because the aim of this article was to test the objective function model, no comparison of 

algorithms was made, rather, simulated annealing was selected for its good results in other 

optimization problems. Furthermore, it has already been tested for monitoring networks 

design against other heuristic algorithms, and it has outperformed the them (tabu search, 

genetic algorithms, and sequential exchange search algorithms) (Lee and Ellis, 1996). 

 

In many instances it is neither possible nor advisable to incorporate statistics-based frequency 

methods in the optimization models due to the short length of time-series, missing data, and 

the bias introduced in the data by the empirical selection of locations and frequencies of the 

existing monitoring networks. An automatic frequency/location optimization will, in these 

cases, seriously compromise the quality of the solution. A better alternative is to establish the 

frequency beforehand, after judicious analysis of the available time series and the hydraulic 

properties of the aquifer (e.g., in karst aquifers frequency must, in most cases, be higher than 

in porous aquifers). The location and number of stations are then selected afterwards. This is 
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the case of the GMN optimization problem solution described here for reference level/ 

compliance monitoring with a pre-set sampling frequency. 

 

The method proposed in this article seems to have a good applicability for reference level 

ground water monitoring networks when the main spatial variability and behavior of time 

series should be preserved, but exploitation costs are to be optimized as well. Due to the 

definition of temporal redundancy, which is calculated in the data space rather than 

covariance space (Amorocho and Espildora, 1973; Caselton and Husain, 1980; Harmancioglu 

and Yevjevich, 1987; Harmancioglu and Alspaslan, 1992), there is a tendency to overburden 

time series with higher values and/or higher variability. This feature is, however, welcome in 

most situations, and is an accepted penalty for not having to consider particular variable or 

multivariate statistical distributions.  

 

The results showed that it is possible to eliminate some stations from a GMN and have a 

relative lowering of costs greater than the relative reduction of GMN dimension and collected 

data quality.  
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5 GROUNDWATER NITRATE MONITORING NETWORK 

OPTIMIZATION WITH MISSING DATA 

 

 

 

 

5.1 SYLLABUS 

 

A method to design groundwater monitoring networks to detect agricultural contamination is 

proposed. The method is particularly well adapted to the reduction of existing networks where 

data is missing from time series records. Simulated annealing optimization algorithm is used 

to minimize the variance of the estimation error obtained by kriging, in combinatorial 

problems created by selecting an optimal sub-set of stations from the original set. 

Optimization is performed for several measuring times, obtaining an equal number of 

optimized small dimension networks; stations that repeat more often in these networks are 

selected to make part of the final network. A compliance groundwater nitrate monitoring 

network in the south of Portugal is used to illustrate the method. The original 89 stations 

network was converted into 16 stations. Results show that very important reductions in 
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exploitation costs (about 80%) are compatible with a cost-effective network capable of detecting 

non-compliance with national and European norms. 
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5.2 INTRODUCTION 

 

This article focus on the design of a groundwater monitoring network (GMN) to detect 

contamination with nitrates from agricultural origin. This is an issue that has been in the 

mind of general public, scientists, governmental agencies and legislators for some time now. 

The concern is well justified if one looks at European statistics: with the still incomplete 

coverage of all the territory, more than 25% of the monitored regions pass the 25 mg/l national 

guide level for groundwater nitrate concentration (Portuguese Law No. 236/98) in all 

monitored stations, and in 13% of the regions the 50 mg/l European water quality standard for 

drinking water (Drinking Water Directive, 98/83/EC (EU, 1998)) is passed in more than 25% of 

the monitoring stations (Scheidleder et al., 1999).  

 

European Union produced legislation for groundwater protection in 1980 (Groundwater 

Directive, 80/68/EEC (EU, 1980)), and in 1991 a specific legislative framework for nitrate with 

origin in agriculture (Nitrate Directive, 91/676/EEC (EU, 1991)). The latter establishes goals 

for preventing pollution and decrease existing nitrate concentrations. To monitor the 

effectiveness of such actions Member States must include regular monitoring of groundwater 

quality. In Portugal a national groundwater monitoring network with hundreds of stations has 

been operating since the eighties, unfortunately with many gaps. Three major aquifer systems 

were considered particularly vulnerable to nitrate contamination and have been monitored in 

detail since 1996. The case-study presented in this article is in none of those systems, but 

shows, nevertheless, nitrate concentrations always above 50 mg/l. The existing monitoring 

network consists in 89 stations distributed randomly in a 50 km2 area. The objective of the 

study is to reduce the number of stations to a more cost-effective network. A variance 

reduction based objective function is defined and optimized with an heuristic optimization 

algorithm (simulated annealing).   
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Given the high costs associated with the implementation of an environmental  monitoring 

network, development of efficient procedures for its design is a fundamental task. Moreover 

network design depends upon the spatial and temporal distribution of physicochemical 

parameters, which may be unknown before sampling, or that may evolve into a different 

distribution due to any external cause (e.g., introduction of some pollution source, or change of 

flow direction). Thus, a monitoring network should not be considered as a static measuring 

tool, rather, it should be checked for efficiency from time to time, and adjusted if needed. 

Loaiciga et al. (1992) divided the general types of approaches to network design into 

hydrogeologic, when no advanced geostatistical method is applied, and statistical otherwise. 

This classification, despite limiting because it excludes promising advanced statistical 

techniques such as those derived from information theory (Harmancioglu et al., 1998), is useful 

and helps tracing a border line between techniques that do not incorporate spatial statistical 

information, and those that do. Loaiciga et al. (1992) also divided statistical methods into 

simulation, variance-based, and probability-based. The main difference between these 

methods lays in the formulation of the objective function to be optimized, and the difference 

between different approaches in the constraints and on the way optimization is undertaken. 

Probability-based methods include variations to the others by including the values taken by 

the state variable and the probability of missing detecting high values. In our review no 

distinction was made and probability-based methods were included in both simulation and 

variance-based methods. 

 

Simulation methods consider the uncertainty in the hydraulic conductivity field and therefore 

uncertain head distribution and velocity fields. Different random hydraulic conductivity fields 

are usually estimated by conditional simulations given a spatial covariance model obtained 

with the existing field data. The resulting differences in the estimated velocity fields will 

influence the optimal distribution of monitoring stations according to some objective function 
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(e.g., dependent on the probability of missing the detection of contamination). Examples of this 

method can be found in such works as Massmann and Freeze (1987b) and Wagner and 

Gorelick (1989). 

 

Variance-based methods, also known as variance reduction methods, consider that the 

uncertainty associated with a given monitoring network may be determined by the variance of 

the estimation error obtained by kriging. A given spatial distribution of stations has an 

uncertainty that depends on the particular locations. If one station is removed or another is 

added the accuracy will usually decrease in the first case and increase on the second. Also, if 

the number of stations is kept and only their location altered, accuracy will change. Variance 

of the errors of estimation is therefore used as objective function. Here two alternatives have 

been proposed, one based directly on the kriging variance as calculated from the kriging 

system, and another based on the variance of the errors calculated with the estimated and 

known values at each point. Journel (1987) and Delhomme (1978) advocate that the first is not 

a measure of local uncertainty at the estimated points, and therefore should not be used with 

this objective; Delhomme (1978) proposes that the latter is used instead. Despite this 

controversy kriging variance has been extensively used for monitoring network design. 

Examples can be found in works by Bras and Rodríguez-Iturbe (1976), Rouhani (1985), 

Loaiciga (1989), Rouhani and Hall (1988), Pardo-Igúzquiza (1998). Rouhani and Fiering (1986) 

showed that these methods are robust (“insensitive to design errors, random or otherwise, in 

the estimates of those parameters affecting design choice”) and resilient (as the “ability to 

accommodate surprises and to survive under unanticipated perturbations”). 

 

The reduction of the dimension of an existing monitoring network is an optimization 

combinatorial problem: which subset of stations should be kept in the new design. When the 

number of stations is large the number of possible combinations makes it impossible to test all 

possible combinations, even in very fast computers. One common practical decision is to accept 

one good solution even if it is not the optimum. Some heuristic optimization algorithms exist to 
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deal with combinatorial problems, namely, a general class of strictly descendent algorithms 

that include sequential exchange with node-swap or with node-substitution, downhill simplex, 

search with multiple randomly-generated starting solutions; and a general class of algorithms 

not strictly descendent that include simulated annealing and tabu search, or combinations of 

these. Other algorithms based on nature like genetic algorithms and ant colonies optimization 

(see, e.g., an introductory article in Dorigo et al. (1996)), are showing very good results also. 

Most of these methods have been applied to monitoring network design with more or less 

success. Simulated annealing has however been more frequently applied to monitoring 

network design probably because it is the oldest of the non-strictly descendent methods and 

has shown to be very efficient (Lee and Ellis, 1996). 

 

GMN optimization has been thoroughly applied essentially with two objectives: i) network 

augmentation and ii) original network design. Optimization for network reduction is a much 

less common application. Examples of the latter are the works by Knopman and Voss (1989), 

Meyer et al. (1994)  and Reed et al. (2000), for point sources using flow and transport models. 

Grabow et al. (1993) propose a method for network reduction without the need to simulate 

mass transport and stated as general for both point and diffuse sources, though only applied 

by the authors to a point source. The method proposed in the present article is oriented to 

diffuse contamination, particularly to agricultural contaminants and applied to nitrogen 

(measured as nitrate).  

 

 

5.3 CASE-STUDY 

 
The case-study area is located in south of Portugal in an area known as Beja’s Gabbro aquifer 

system developing between Ferreira do Alentejo (NW) and Serpa (SE) (Figure 5.1), covering an 

area of about 350 km2 in Ossa-Morena geotectonic unit. Only the most relevant geologic and 
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hydrogeologic aspects will be reviewed here. Complete information on these and other themes 

are available in the thesis by Fonseca (1995), Duque (1997), and Peralta (2001). 

 

The Gabbro-Dioritic shallow aquifer is one of the most productive formations of the Alentejo 

region when compared with other hard aquifers occurring in this region. The aquifer is 

unconfined; in the upper altered zones, down to about 30 meters, water circulation is through 

porosity, while after crossing unaltered rock, water circulation is mainly through secondary 

porosity.  

 

In the study area wells productivities’ range from 1 to 15 l/s with most frequent average values 

around 5 l/s. Most frequent transmissivity values are around 100 m2/day. Recharge is 

estimated between 10% and 20% of average annual rainfall (584 mm/yr). Hydrochemical 

characterization indicates that these waters have high mineralization, with total dissolved 

solids ranging from 400 mg/l to 900 mg/l. The main water facies are calcium-magnesium 

bicarbonate and magnesium-calcium bicarbonate.  

 

The actual groundwater quality is the long-term consequence of major changes in agriculture 

in Alentejo since 1930-1940, when cereal crops replaced autochthonous forest. Land is mainly 

occupied with wheat and sunflower or corn as alternative crop. Under intensive cereal 

cultivation the common fertilizer application is estimated between 100-120 kg N/ha/yr. Since 

de seventies high nitrate concentrations have been identified in some public wells in the 

vicinities of Beja. Average nitrate content in public and private wells is nowadays frequently 

above 50 mg/l.  
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Legend: 1-Odivelas Volcano-sedimentary Complex. 2-Maphic and intermediate plutonic rocks (Beja’s Gabbro 
Complex). 3-Plutonic acid and sub-volcanic rocks (Baleizão Porphirs). 4-Beja-Acebuches Ofiolitic Complex (meta-
gabbros and basic meta-volcanites). 5-Pulo do Lobo Accretion Terrain (South Portuguese Geotectonic Unit-schists). 
Geology adapted from Fonseca, 1995). 

Figure 5.1.  Geographical location of Beja’s Gabbro aquifer (350 km2) and study area (50 km2).  

  

 

5.4 METHODS 

5.4.1 Reducing the dimension of an existing groundwater monitoring network 

 

The problem of reducing an existing groundwater monitoring network is proposed to be solved 

by i) define a fixed number of stations to be included in a first-approximation GMN; ii) at each 

measuring time estimate the subset of stations from the original complete set that has the 

highest accuracy given the first-approximation GMN; iii) repeat the previous step for all 

measuring times; iv) compute the frequency with which stations appears in the estimated first-

approximation GMN sets; and v) include the most frequent stations in the final GMN. See  

 

First-approximation GMN dimension may be a tricky parameter because if there are too many 

missing data in the time series then a too low number of stations may lead to very small final 

GMN, and a too high number to very large final GMNs. A good approximation is to use a value 
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similar to the intended final GMN, which can be determined by classical statistical methods 

for sampling (Thompson, 1992; Cochran, 1977). Step ii) is proposed to be handled in the 

context of variance reduction techniques coupled with optimization by simulated annealing 

(SA). Estimation error variance is the measure of accuracy used as the objective function to be 

minimized by SA when iteratively selecting subsets from the original complete set. Both 

methods are discussed in the next sections in more detail. First-approximation GMN 

optimization is then made for each measuring time. In step iv) a final GMN is obtained by 

choosing the set of stations that appear most frequently in the optimized first-approximation 

GMNs,  

 

 

Figure 5.2. Proposed method 

 

2Data set
All stations at time 1

Variography

Choose number
of stations, ω

If too many data
sets then some
reduction
technique like
PCA is needed

#{S1 ∩ S2 ... ∩ Sn}   ω≅

Yes

No

Increase ω

Simulated annealing routine

∑
=

ω
σ

ω 1

21

i
E

Solution (final GMN)= {S1 ∩ S2 ∩...Sn}

2
n

2
n

1

2
n

1

Classical
statistical
approach

S1 S2 SnFirst approximation GMNs

γ1(h)
γ2(h)

γn(h)



MONITORING NETWORKS OPTIMIZATION WITH SIMULATED ANNEALING 

Instituto Superior Técnico – Universidade Técnica de Lisboa 

 

 

PhD Thesis – Luís Miguel Nunes   104 

If time series data are complete, in the sense that a very small fraction of values is missing, 

other variance reduction methods for GMN optimization may be used instead, namely those 

based on the space-time analysis (Buxton and Pate, 1994; Pardo-Igúzquiza, 1998) and on time-

only (Amorocho and Espildora, 1973; Caselton and Husain, 1980; Harmancioglu and 

Yevjevich, 1987).  

 

 

5.4.2 Estimation error variance 

 

The values of a state variable z(x) at the sampled points in the field can be considered as 

realizations of a set of random variables Z(x) in a field Γ.  A set of random variables Z(xi) 

defined  in a field Γ is a random function Z(x): 

{ } Γ∈=
iiZZ xxx )()(  

z(xi) is a realization of a random variable, and the latter a realization of a random function. 

The most common theory considers that the distribution function is invariant by translation. 

In rigor the restrictive hypotheses are applied only to the first two moments, hence it is only 

required that they exist and be independent of space coordinates (second order stationarity), 

or, the spatial covariance of the variable Z be dependent only on the separation h between two 

coordinates. In this case only the spatial increments have to be stationary (intrinsic 

stationarity). If these increments are made at step h, then the resulting expression is called 

the variogram. 

 

An estimate of the mean value of a state variable in an area A is  

∫=
A

dxxZ
A

V )(1
                                                                    ( 5.1) 

A linear estimation of V can be obtained from p data points by 
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which is unbiased if the sum of the weights κi is one. This is a common requirement in 

different estimation methods, and also in kriging. This method is chosen because the κ are 

determined so as to minimize the variance of the error of estimation. The kriging system is 

(Journel and   Huijbregts, 1978): 
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where n is the number of samples used to estimate the value at A, µ is the Lagrange 

parameter, and γ(hiA) is the average variogram between the point i and the area A when one 

extreme of the vector h is fixed in xi and the other extreme describes the area A independently. 

The average variogram is: 

∫=
A

iiA duux
A

h ),(1)( γγ                                                            ( 5.4) 

which may be approximated numerically by 

Γ∈∈≈ ∑
=

i

M

j
jjiiA xAxxx

M
h ,),(1)(

1
γγ                                              ( 5.5) 

with M the number of points used to discretize A. 

 

The optimal estimation variance is expressed by (Journel and Huijbregts, 1978), 

µγγκσ +−⋅= ∑
=

n

i
AAiAiE hhA

1

2 )()()(                                                  ( 5.6) 

The estimation variance is a measure of the estimation accuracy of V. Because 2
Eσ (A) only 

depends on the geometric configuration of the data points, and, once a variogram model is 

defined, it is possible to change data locations and calculate the estimation variance again. 
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The spatial arrangement of points that minimizes 2
Eσ (A) has the lowest estimation error, and 

therefore best reflects the spatial correlation introduced in the variogram model. 

 

As the estimation variance is a local measure of  accuracy (at A), some global measure is 

necessary to allow comparing two alternative spatial configurations. Woldt and Bogardi (1992) 

proposed the average measure of estimation variance weighted by prior suspicion of the value 

V
�

, and the average measure of kriged contamination level weighted by estimation variance as 

the global measure. Here an equal measure is used, but considering equal weights, i.e., a 

simple mean of the estimation variance, 

∑
=−

=
ω
σ

ω
σ

1

22 )(
1

1

i
iEE A                                                 ( 5.7) 

where Ai denote each one of the areas to be estimated, and ω is the number of areas to be 

estimated. 

 

After setting the number of stations, ω, a method of leave-one-out is used to calculate the 

estimation variance at each station (location), by solving the kriging system ω times with ω -1 

stations.  

 

Equation (5.7) reflects the accuracy of estimating with a set of stations, and the most accurate 

the estimates, the lowest the mean estimation variance. Therefore, stations where the 

estimation variance is low will be preferred to others with higher.  

 

 

5.4.3 Optimizing a monitoring network 

 
The optimization problem can be stated in the following way: what is the “best” subset of ω 

stations (chosen according to their location), out of the initial set of Ω stations, in terms of the 

mean estimation variance?. Which can be stated as 
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2min Eσ
                                                          ( 5.8) 

If the number of stations is small then all combinations of ω in Ω can be tested; however if it is 

large the number of combinations becomes very large and the problem is classified as a 

difficult combinatorial optimization problem, for which an exhaustive search of all possible 

combinations is not possible in a reasonable amount of time. Solutions to these problems may 

however be approached by heuristic algorithms that iteratively look for better solutions by 

trial and error. One of such algorithms is the well-known simulated annealing (SA). It is one of 

the threshold algorithms included in the class of local search algorithms. The other two are, as 

defined by Aarts and   Korst (1990): iterative improvement, where only 2
Eσ -reducing neighbors 

are accepted, and threshold accepting, where some deterministic non-increasing threshold 

sequence is used, allowing neighbor solutions with larger 2
Eσ  to be accepted, but in a limited 

way because the threshold value is fixed and always decreasing with a very rigid control on 

the size of the 2
Eσ  difference, ∆ 2

Eσ . Simulated annealing uses a more flexible control on the 

values of the threshold, allowing transitions out of a local minimum at nonzero temperatures. 

 

SA was first introduced by Kirkpatrick et al. (1983) as an algorithm to solve very well known 

combinatorial optimization problems, reducing the risk of falling into local minima (or 

metastable solutions) common to iterative improvement methods. These authors proposed the 

use of the Metropolis et al. (1953) procedure from statistical mechanics. This procedure 

generalizes iterative improvement by incorporating controlled uphill steps (to worse solutions). 

The procedure states the following: consider that the change in the objective function is ∆ 2
Eσ ; 

if ∆ 2
Eσ  ≤ 0, then the change in the system is accepted and the new configuration is used as the 

starting point in the next step; if ∆ 2
Eσ  > 0 then the probability that the change is accepted is 

determined by P(∆ 2
Eσ ) = exp(-∆ 2

Eσ /t), where t is a control parameter called temperature; a 

random number uniformly distributed in the interval (0,1) is taken and compared with the 
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former probability; if this number is lower than P(∆ 2
Eσ ) then the change is accepted. The 

control parameters t is usually termed temperature. The SA algorithm runs in the following 

way: i) the system is melted at a high temperature (initial temperature, t0); ii) the temperature 

is decreased gradually until the system freezes (because no better solutions are found and the 

probability of uphill steps is near zero); iii) at each iteration the Metropolis procedure is 

applied; iv) if any of the stopping criteria is reached the algorithm is stopped and the best 

solution found is presented. The generic SA algorithm for a minimization, considering a 

neighborhood structure N, and an objective function 2
Eσ  has the following pseudo-code. 

 

Select an initial solution Xbest; 
Select an initial temperature t0>0; 
Select a temperature reduction factor; 
Repeat 
   Repeat 
      Randomly select X ∈ N(Xbest); 

        ∆ 2
Eσ  = 2

Eσ  (X) – 2
Eσ  (Xbest); 

           if ∆ 2
Eσ <0 then 

            Xbest = X 
           else 
           generate random z uniformly in (0,1); 

          if z<exp(-∆ 2
Eσ /t) then Xbest = X; 

   Until iterations = max_iterations 
   Set t = α t; 
Until stopping condition = true; 
Xbest is the optimal solution found. 

 

 

In order to speed-up the process several improvements have been proposed, namely by limiting 

the number of iterations at each temperature, i.e., defining the number max_iterations. The 

dimension of the Markov chain has been proposed to be a function of the dimension of the 

problem (Kirkpatrick et al., 1983): temperature is maintained until 100Ω solutions (iterations), 

or 10Ω successful solutions have been tested, whichever comes first. Ω stands for the number 

of stations in the problem. These authors proposed also that the annealing is stopped (stopping 

criterion) if after three consecutive temperatures the number of acceptances is not achieved. It 

can also be considered that if the average value of the OF does not change after a pre-

established number of temperature decreases (RSTOP), then the annealing is stopped. These 
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parameters control the time spent at each temperature and the total running time. Along with 

these dynamic criteria, a static one may be used to halt the process when a minimum 

temperature, tmin, is reached. The former will ensure that the annealing will stop if none of the 

dynamic criteria is fulfilled, even before the total number of iterations is attained. In our 

algorithm both the dynamic and the static criteria were implemented. 

 

The initial temperature, t0, is calculated by running a fast (rapid temperature decrease) 

schedule and picking-up the temperature for which more than 95% of the iterations are 

accepted. Temperature is usually decreased with a constant rate, α, usually close to one (e.g., 

0.90 or higher). Aarts an Korst (1990) showed that SA can find optimal solutions if equilibrium 

is attained at each temperature (constant objective function mean and variance) and proposed 

a temperature schedule dependent on the objective function variance that guaranties that. 

Despite this very attractive attribute such schedule tends to converge too slowly. Other t 

schedules for optimality were also proposed by Geman and Geman (1984), Hajek (1988), and 

Siarry (1997). These however may take too much time for many practical problems (Cohn and 

Fielding, 1999). The wealth of practical experience with the faster t schedule used here 

indicate that the solutions found should be good local optimal ones. In practical terms: good 

approximate solutions are a compromise between relatively good solutions in an amount of 

time significantly smaller than the one necessary to guaranty very good quality solutions 

provided (in theory) by slower schedules. 

 

The generation mechanism of a new solution, U,  from the neighborhood, N(X) of a solution X 

is a simple one: Consider the solution vector X={x1, …,xω}; i) randomly remove one element 

(station) from X; ii) randomly choose an element in χ\X ; iii) insert this element in X, obtaining 

U. 

 

Simulated annealing has had many applications in water management studies and in related 

fields, and proved to be a good optimization algorithm for difficult combinatorial problems. 
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Examples are the works by Kuo et al. (2001), Kuo et al. (2003) and Berkowitz and Hansen 

(2001) in the optimization of crops irrigation; by Fallat and Dosso (1998) and Popov and He 

(2000) in geophysical data inversion for groundwater detection; by Skaggs et al. (2001a;b) and 

Johnson and Rogers (2000) for groundwater remediation optimization schemes; by Cunha and 

Sousa (1999) for water distribution network design; by Johnson and Rogers (2001), Wang and 

Zheng (1998), Cunha (1999), Dougherty and Marryott (1991), and Marryott et al. (1993) for 

groundwater management; and by Ferreyra et al. (2002), Brus et al. (2000), Dixon et al. (1999), 

Meyer et al. (1994), Storck et al. (1997), and Lee and Ellis (1996) for sampling optimization. 

 

 

5.5 APPLICATION TO THE CASE-STUDY 

 

A specific hydrochemical monitoring campaign was carried out by the Mining and Geological 

Institute of Portugal (IGM) to assess spatial and temporal variability of nitrate concentrations 

in the Beja`s Gabbro Aquifer System, in the vicinities of the city of Beja (Figure 5.1).  

Monitoring was undertaken between July 1997 and July 2000 in deep (30-40 m) and shallow 

(<10 m) wells and springs inside the aquifer, or draining from it, in a total of 89 points. In 

some of the times no record was possible either because wells or springs were dry, or water 

levels too deep. This is reflected in sparse data matrices. Nitrate concentrations fluctuate 

between 53 and 86 mg/l, though concentrations can easily exceed more than 100 mg/l in 

shallow wells, well above the maximum admissible value of 50 mg/l imposed by European 

norms (Table 5.1). In spite of all scientific evidences of diffuse pollution occurrences, the area 

was recently included in the irrigation perimeter of Alqueva Dam Project (the largest artificial 

lake in Europe). This has led to the need to establish a monitoring network with a relatively 

small, but representative number of stations, in which technical and human resources may be 

efficiently applied. The dimension of the groundwater nitrate monitoring network was asked 

by IGM to be kept below thirty stations concentrated in the most intensively used land area. 
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This area corresponds approximately to a rectangle with 9.0 x 5.5 km with longest axes in the 

SE-NW direction (Figure 5.1). 

 

Table 5.1. Statistical parameters for the 19 measuring times (mg/l) 

Measuring times Ω Mean Min q25 q50 q75 Max s2 

July 97 28 62.3 25.0 42.0 57.0 70.0 132.0 26.9 
September 97 19 79.5 18.0 54.0 73.0 94.0 217.0 45.2 
January 98 19 74.7 27.0 40.0 67.0 94.0 225.0 47.2 
March 98 36 81.4 29.0 55.5 78.0 98.5 191.0 38.3 
May 98 41 86.5 39.0 64.0 85.0 101.0 186.0 31.8 
June 98 36 83.2 39.0 55.0 83.5 105.0 170.0 33.4 
July 98 50 72.7 14.0 50.0 66.5 88.0 190.0 37.0 
August 98 50 79.5 13.0 54.0 70.5 97.0 175.0 37.9 
November 98 53 76.9 19.0 52 75.0 89.0 170.0 33.1 
January 99 47 69.5 24.2 45.7 62.7 75.9 178.2 33.9 
March 99 50 60.3 15.0 49.3 56.0 69.8 159.0 25.5 
May 99 52 82.2 11.0 55.8 78.0 98.3 195.0 38.8 
July 99 48 69.3 11.0 46.3 60.5 85.5 196.0 34.4 
October 99 59 70.3 15.0 55.0 65.0 77.5 150.0 25.6 
November 99 63 76.9 30.0 50.0 70.0 89.5 156.0 31.7 
January 2000 65 83.4 10.0 61.0 78.0 95.0 178.0 32.0 
March 2000 65 96.7 32.0 69.0 88.0 111.0 191.0 37.3 
May 2000 59 92.8 28.0 70.5 84.0 116.0 188.0 36.2 
July 2000 67 88.7 13.0 70.5 87.0 104.0 162.0 29.4 

 

 

5.5.1 Selecting the optimal monitoring network 

 

Data from the existing monitoring network is very incomplete both in the number of stations 

measured at each measuring time and in periodicity. Moreover records extend for only three 

years. With these restrictions in mind a small GMN, with less than 30 stations, is to be 

selected for subsequent monitoring. The monitoring interval was specified by IGM  to be three 

months and was not subjected to optimization. 

 

Due to the sparsity of time-space data matrix and to the small number of measuring times 

(only 19) it was decided to proceed with the spatial autocovariance analysis for each measuring 

times, of which resulted the spherical variogram models presented in Table 5.2. Spherical 
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variogram models are analytical expressions adjusted to the experimental variograms, having 

an equation of the form,  
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where C0 is the small scale variability due to analytical errors or to variability associated with 

structures with dimension inferior to the spacing between data locations; C is the amount of 

correlated variability; r is the distance after which there is no evident spatial autocorrelation 

(the experimental variogram is flat or oscillates around a constant value). 

 

Table 5.2 also shows the number of stations available, identified by Ω, for the 19 monitoring 

times. Clearly this value varies from one measuring time to another, with a minimum of 19 

stations in September 1997 and a maximum of 67 stations in July 2000.  

 

If these results were taken as are, nineteen optimization procedures would have to be made 

according to the methodology proposed earlier, thus leading to a very long optimization 

process. Moreover redundant results are expected due to correlation between different 

measuring times. As optimization is based on the estimation variance and it depends on the 

variogram model parameters, it seems reasonable to use variogram information. The selection 

of a lower number of measuring times is made by picking the times further apart in a principal 

components space constructed with the variogram models parameters.  The factors (axes in a 

graphic projection) resultant from principal components  analysis (PCA) are independent and 

reflect different causes of variation. Hence two points significantly apart in a graphical PCA 

projection also have significantly different characteristics. The two factors of principal 

component analysis on the variogram parameters are shown in Figure 5.3. They explain 84% 

of the total variability (54.2% for the first and 28.8% for the second). The first factor is more 
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strongly related with the sill of the variogram, and the second is more strongly related with 

the nugget effect. The range of the variogram is equally related with all PCA factors.  

 

Eight measuring times were selected out of the original nineteen according to their relative 

distance in this principal components space, first by selecting those further apart in the first 

factor and then those further apart in the second: {March 1998, May 1998, November 1998, 

March 1999, May 1999, October, 1999, March 2000, July 2000}. The number of measuring 

times was chosen such that the processing time was kept reasonably low, and such that the 

main types of variogram models were included. 

 

Table 5.2. Parameters of spherical space variograms models for the 19 measuring times 

Measuring times Ω C0  (mg/l)2 C (mg/l)2 r (m) 

Jul. 97 28 345.0 700.0 3000.0 

Sept. 97 19 962.0 1931.4 2762.0 

Jan. 98 19 609.0 2107.0 4336.5 

Mar. 98 36 975.0 1440.0 1404.0 

May 98 41 742.5 987.4 2538.0 

Jun. 98 36 675.0 1084.5 1969.0 

Jul. 98 50 862.0 1341.5 3450.0 

Aug. 98 50 865.0 1405.0 3342.0 

Nov. 98 53 836.8 1073.7 994.0 

Jan. 99 47 849.2 1124.2 2887.0 

Mar. 99 50 540.1 637.6 2020.0 

May 99 52 317.3 1477.6 1977.0 

Jul. 99 48 530.8 1156.4 1870.0 

Oct. 99 59 270.6 644.9 1700.0 

Nov. 99 63 715.8 986.1 1240.0 

Jan. 2000 65 487.4 1007.5 2400.0 

Mar. 2000 65 308.0 1368.7 1177.0 

May 2000 59 250.0 1289.3 3000.0 

Jul. 2000 67 393.6 850.9 1427.0 

 

A question remains to be answered: how many stations should the new GMN have in order to 

guaranty that it can be used to detect, in average, the non-compliance to the concentration 
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standard? According to IGM an error in the estimation of the average nitrate concentration 

between 10 and 15 mg/l is acceptable, due to the already high concentrations detected in the 

region (these values are also very close to the admissible error established by EU legislation in 

12.5 mg/l (EU, 1998)). With these values, which we will denote as d, and data variance, s2, 

using the measuring time with highest data variance, it is possible to estimate the number of 

stations in the new design necessary to estimate the mean with an error of d for a given 

confidence level, αL by (Cochran, 1977) 

Ω
+

=
1

1

22

2

sz

d
ω                                                             ( 5.10) 

where z denotes the upper αL/2 point of the standard normal distribution. The variance for 

May 1999 equals 1506.5 (mg/l)2. Assuming a small probability that d exceeds the established 

values, say 10% (αL=0,10), z comes equal to 1.645. If d = 10 mg/l, the number stations should 

be ω = 23, and if d = 15 mg/l, ω = 13. An intermediate ω value of 18 stations was chosen. 

 

 
 

Figure 5.3. Projection of measuring times in the first two PCA factors of variogram 
parameters. Selected measuring times are identified 
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A first-approximation GMN dimension of 18 stations for each measuring time was optimized 

with simulated annealing by letting the algorithm find the set of 18 stations out of the original 

sets with the lowest 2
Eσ  value. The following annealing parameters were used: 100Ω iterations  

or 10Ω successful solutions (variable for each measuring time because Ω also varies); α=0.9; 

RSTOP=3. The eight sets of results are shown in Table 5.3. In the table are also included the 

number of combinations of 18 stations out of Ω original stations (feasible space). It is evident 

that the number of combinations is always enormous and trying to solve the combinatorial 

problem exhaustively is an impossible task.  

 

Objective function values, time necessary to attain a solution, T, and number of iterations 

show some correlation with the number of available stations, Ω, and reflect the same 

characteristics: as more stations are available more combinations of stations are available and 

SA may look for better solutions, but at the expenses of testing more solutions and taking 

more time. Spatial autocovariance seems to play a minor part when it comes to differentiate 

combinatorial problems’ structure (complexity of the hipper-dimensional objective function 

defined by all the possible combinations of stations). Also no relation is evident between 

variogram parameters, simulation time T, and initial annealing temperature t0 (Table 5.3 and 

Figure 5.4). This does not mean that the optimization results are independent of variogram 

models, of which the objective function depends, rather that the problems combinatorial 

structure (mainly number and proximity of the objective function minima) does not clearly 

show this relation.  Figure 5.4 also shows that convergence to a minimum 2
Eσ  value is very 

fast at high temperature values, very low at temperatures close to zero, stabilizing finally at a 

minimum optimal value. This behavior reflects one of SA characteristics: at high temperatures 

most of the candidate solutions are accepted, 2
Eσ  value is still high and may even increase 

between consecutive temperatures; as temperature decreases more successful solutions are 
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accepted and 2
Eσ  only decreases; finally at temperatures close to zero only successful solutions 

are accepted and the algorithm stops when 2
Eσ  can no longer be lowered.  

 

Table 5.3. Optimization results 

Measuring time Iterations Time (T) σE
2 t0 Combinations 

  (s) (mg/l)2  Log10 

Mar. 98 22737 1578 8.49x10-2 0.40 9.96 
May 98 156078 10834 3.16 x10-2 0.40 11.31 
Nov. 98 98318 6804 3.44 x10-2 0.06 13.81 
Mar. 99 116038 8050 6.74 x10-3 0.03 13.26 
May 99 146567 10195 3.32 x10-2 0.40 13.63 
Oct. 99 157865 10977 6.51 x10-3 0.10 14.81 

Mar. 2000 171975 11927 1.20 x10-2 0.60 15.70 
Jul. 2000 20675 1436 7.43 x10-2 0.45 9.96 

 

a)  b) 

 c)  d) 

Figure 5.4. Objective function convergence curves (x103). Temperature in log scale.  
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 e) 
 f) 

 g)  h) 
Figure 5.4. Objective function convergence curves (x103). Temperature in log scale. (cont.) 
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with lower estimation error variance. This is clearly seen by comparing the information in 

Figure 5.5 and Figure 5.6. Take for instance March 1999: The optimal distribution of stations 

is along the NW-SE diagonal such that the high variability found in that area may be well 

depicted. Similar interpretations can be made for the remaining measuring times. 

 

a) b) 

c) d) 

Figure 5.5. Nitrate concentrations (mg/l). Original set of stations represented by plus signs. X 
and Y in Portuguese military coordinates (x 103 m) 
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e)  f)  

g) h) 
 

Figure 5.5. Nitrate concentrations (mg/l). Original set of stations represented by plus signs. X 
and Y in Portuguese military coordinates (x 103 m) (cont.) 
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a) b) 

c) d) 

Figure 5.6. Optimal spatial distribution of stations in the eight measuring times. Original set 
of stations represented by plus signs and optimal first approximation network by circles. X and 
Y in Portuguese military coordinates (x 103 m) 
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e) f) 

g) h) 
 
Figure 5.6. Optimal spatial distribution of stations in the eight measuring times. Original set 
of stations represented by plus signs and optimal first approximation network by circles. X and 
Y in Portuguese military coordinates (x 103 m) (cont.) 
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In order to decide if one station enters the new design the following simple rule was used: i) 

calculate the frequency in which each station occurs in the optimized first approximation GMN 

networks, i.e., in all times; ii) choose the stations with higher frequencies. Two candidate sets 

of stations were chosen, one in which stations appeared at least three times, and another 

where frequency was at least four. The first set contains 24 stations (Figure 5.7a) and the 

second 16 (Figure 5.7b). These were the final GMN that were tested, which have dimensions 

close to the ones estimated with equation (5.10) 

 

a) b) 

Figure 5.7. Stations included in the GMN. With frequency of at least a) three stations; b) four 
stations. Original set of stations represented by plus signs and optimal networks by circles. X 
and Y in Portuguese military coordinates (x 103 m) 
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stations of the final GMNs (in November 1999 station 62 is missing and in July 2000 stations 

58 and 62 are missing).  

 

The validation proceeds by i) estimating a field of 9.0 x 9.0 km with the original data set; ii) 

estimate again using only the stations in the candidate GMNs; iii) compute absolute relative 

errors and their mean (equations (5.11) and (5.12)).  

( ) )(/)()( ****
iiii xzxzxz −=ε                                           ( 5.11) 

∑ =
=

B

i iB 1

1 εε                                                      ( 5.12) 

B represents the number of blocks used to discritise the estimated field, z*(xi) and z**(xi) stand 

for the estimated mean value in each block with the original data set of stations, and with the 

optimal final GMN, respectively. Equation (5.11) quantifies the local amount of error obtained 

by either over- or underestimating, and equation (5.12) the mean error over the entire field.  

 

The same variogram models are used in each measuring time to estimate by ordinary kriging 

a mesh of 200 x 200 m with the original GMN and with the final GMN. Estimated values 

outside the borders of the aquifer are discarded.  

 

The final GMNs when used to re-estimate July 2000 nitrate concentrations result in mean 

relative absolute errors lower than those for November 1999 (Table 5.4), indicating that the 

final GMNs interpolations have lower mean relative absolute errors than the extrapolations, 

which is an expected result.   

 

Table 5.4. Mean relative absolute error (%) 

 GMN dimension 
Measuring time 24 16 

July 2000 6.13 6.95 
November 1999 8.50 9.26 
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Figure 5.8a shows the estimated nitrate concentrations for November 1999 using all available 

stations and the variogram parameters of Table 5.2. The same information for July 2000 is in 

Figure 5.5h. Estimated fields for these months show many resemblances, with high and low 

values in the same locations.  This feature is indeed common to most of the studied measuring 

times.  

 

The twenty-four stations final GMN and in July 2000, despite a mean relative absolute error 

of 6.13%, shows some localized areas with |εi| passing 20%, namely in the central and SW 

part of the field (Figure 5.8c). The great majority of the stations from the original data set are 

in areas with |εi| lower than 10%, which is also reflected in the low mean error. A very similar 

interpretation is made to November 1999 (Figure 5.8b), but ε  is slightly higher (8.50%). This 

final GMN would promote a reduction of approximately 70% in the monitoring costs. 

 

For the sixteen stations final GMN the resulting |εi| values are slightly higher, with some of 

the stations laying in areas with |εi| up to 25% (Figure 5.8d and e). However, these stations 

correspond to locations with very high nitrate concentrations, above 70 mg/l, indicating that an 

error of plus or minus 25% in the estimated value would still indicate non-compliance to the 50 

mg/l limit value. This network dimension not only fulfils the monitoring purpose, but also 

implies a reduction in exploitation costs of near 80% when compared to the original network, 

and of 25% when compared to the other candidate GMN.  

 

These results were presented to IGM that decided to implement the final GMN with 16 

stations. 
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a) 

 

b)  c)  

Figure 5.8. Field estimated with raw data for a) Nov. 1999; Mean relative absolute errors 
with 24 stations for b) Nov. 1999; c) July 2000; idem with 16 stations for d) Nov 1999; e) July 
2000. Original set of stations represented by plus signs and optimal networks by circles. X and 
Y in Portuguese military coordinates (x 103 m) 
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d)  e)  

Relative absolute error 

 

Figure 5.8. Field estimated with raw data for a) Nov. 1999; Mean relative absolute errors 
with 24 stations for b) Nov. 1999; c) July 2000; idem with 16 stations for d) Nov 1999; e) July 
2000. Original set of stations represented by plus signs and optimal networks by circles. X and 
Y in Portuguese military coordinates (x 103 m) (cont.) 
 

 

5.6 CONCLUSIONS 

 

When time series from an existing groundwater reference level monitoring network are too 

incomplete and a small number of representative stations has to be selected from the original 

set, difficulties appear due to i) the same stations are not monitored at the same measuring 

times; ii) if one single measuring time is used the resulting optimized network may miss 

detecting features present in other measuring times (because of, e.g., seasonality in 

precipitation and fertilization or trends, such as droughts); and iii) spatial autocorrelation 

changes with time (due again to seasonality or change of land use). A method that allows 

dealing with these difficulties was proposed and applied to a case-study.  

 

0 0.05 0.1 0.15 0.2 0.25 0.3

215 216 217 218 219 220 221 222 223 224
111

112

113

114

115

116

117

118

119

120

July 2000

215 216 217 218 219 220 221 222 223 224
111

112

113

114

115

116

117

118

119

120

Nov. 1999



MONITORING NETWORKS OPTIMIZATION WITH SIMULATED ANNEALING 

Instituto Superior Técnico – Universidade Técnica de Lisboa 

 

 

PhD Thesis – Luís Miguel Nunes   127 

If the time series are too incomplete, some of the selected reduced-dimension monitoring 

stations may be considered as optimal locations in a small fraction of the measuring times 

used to optimize the network, but are nevertheless important to identify locations with 

extreme seasonal values. The method allows selecting a monitoring network that captures the 

spatial variability identified with the large-dimension original monitoring network. A 

reduction of a groundwater monitoring network with 89 to one with 16 or 24 stations is 

proposed, implying a reduction in monitoring costs between 70% and  80%. The proposed 

groundwater monitoring networks introduce average relative absolute errors in the estimated 

spatial distributions of nitrate concentrations that are less than 10% when compared to the 

field estimated with the complete data set. In some locations, where nitrate concentrations are 

high (usually above 70 mg/l), the local relative absolute error introduced is as high as 25% 

(also the maximum admissible error imposed by European legislation (EU, 1998), i.e., the 

estimated concentrations may be over or under-estimated by this amount. However, even with 

such error, regulatory compliance at the 50 mg/l can be detected. Groundwater monitoring 

network validation from time to time is a necessary procedure to verify its efficiency. 

Validation should be made sooner if nitrogen inputs change or if groundwater flow regime is 

altered.  

 

Although presented within a specific case study, the method is easily adapted to different 

conditions. For example, if the number of measuring times is too large then the raw data may 

be used instead of using variogram parameters to reduce the number of measurement times 

included in the analysis. The main difficulty is that with more PCA degrees of freedom the 

eigenvalues with each factor are low and the selection of representative measuring times 

becomes more difficult. 
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6 OPTIMAL ESTUARINE SEDIMENT MONITORING 

NETWORK DESIGN WITH SIMULATED ANNEALING 

 

 

 

 

6.1 SYLLABUS 

 

A geostatistical variance reduction based objective function, constrained to the reproduction of 

the probability distribution functions of selected sediment physic-chemical variables, is applied 

to the selection of the best set of compliance monitoring stations in the Sado river estuary in 

Portugal. The stations were to be selected from a large set of sampling stations from a prior 

field campaign. Simulated annealing was chosen to solve the optimization function model. 

Both the combinatorial problem structure and the resulting candidate sediment monitoring 

networks are discussed, and the optimal dimension and spatial distribution is proposed. An 

optimal network of sixty stations was obtained from an original 153 stations sampling 

campaign. 
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6.2 INTRODUCTION 

 

In many monitoring programs a first sampling stage with a large number of locations is made, 

either because there is no prior information, or it is considered necessary to collect more data. 

This stage is usually planned to give statistical information about the variables under study 

and to calculate their spatial covariance. A second stage is needed to transform the original set 

of sampling stations, with high cardinality, into a lower cardinality set of monitoring stations. 

Probably the most used methods to reduce the cardinality are those based on the maximization 

of the spatial accuracy, or put in other words, on the minimization of the variance of the 

estimation error, also known as variance reduction methods. This is usually made in the 

context of geostatistical theory (Matheron, 1963; Matheron, 1965) and most frequently by 

interpolation with unknown mean, i.e., by ordinary kriging.  

 

A particular case of variance reduction methods, the fictitious point method (Delhomme and 

Delfiner, 1973), was applied here to select the number and position of sediment monitoring 

stations in the Sado river estuary in Portugal, such that different physic-chemical 

homogeneous areas identified in a prior sampling campaign were considered. This monitoring 

network will be further integrated on an environmental management system for Sado Estuary 

as a decision support tool for local authorities: Sado Estuary Natural Reserve and Setúbal Port 

Administration.  

 

For practical and budgetary reasons the number of monitoring stations should be reduced to a 

minimum. The optimization problem can be stated in a very simple way by: maximizing the 

spatial accuracy, constrained to a maximum number of stations, given the information 

collected in a prior sampling program (153 sampling sites). Maximize the spatial accuracy is 

easily attained by minimizing the variance of estimation error, while incorporating the 
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patchiness of homogeneous areas is a more difficult problem. One alternative would be to fix 

several locations inside the different homogeneous areas, but then the choice of stations would 

be arbitrary.  Another way is by stratification, considering that a defined number of stations 

must be placed inside homogeneous areas. Stratification is a well-known statistical technique 

intended to design monitoring (or sampling) programs with denser networks in some areas 

than in others. The difference in probability density may be based on, e.g., spatial 

autocovariances, statistical risk of contamination, plume detection probabilities, empirical 

judgment, among many others. Here we propose a statistically based stratification: 

homogeneous areas are monitored according to the frequency in which they appear in the prior 

sampling program.  

 

The article is divided in five sections. This Introduction, a second section where the theoretical 

geostatistical and optimization framework is presented. In this section the most frequently 

geostatistical parameter used to measure accuracy, the kriging estimation error variance, is 

explained and compared with another geostatistical measure of accuracy, the fictitious point 

estimation error variance. Also the simulated annealing heuristic used to solve the 

optimization problem is introduced. In the third section the case-study is presented and data 

transformations explained. Optimization results are discussed in the fourth section. Finally 

the most important conclusions are drawn in the last section. 

 

 

6.3 THEORY 

6.3.1 Estimation of probability distribution functions 

 

Indicator coding implies transforming a continuous or discrete variable, Z(x), into a discrete 

(0,1) one, the indicator, I(x). Considering a threshold value zc on Z, I(x) is equal to 1 if Z(x) ≤ zc, 
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and 0 otherwise. Therefore the variable at each location is transformed into a distribution 

function, i.e., the probability of exceeding the threshold is calculated within a region. With a 

sufficiently large number of thresholds the prior (and post) probability distribution of Z is 

calculated at each location. Indicator transform is also in the core of nonparametric methods, 

which have some clear advantages over parametric methods: i) the parametric hypothesis may 

not hold; ii) there are no statistical tests to investigate adequately investigate the validity of a 

multivariate distribution hypothesis (Alli et al., 1990); iii) parametric methods are difficult to 

comprehend and apply by many practitioners due to their mathematical complexity (Sullivan, 

1984). Several geostatistical methods can be used to estimate probability distributions, namely 

Multigaussian kriging (MK), disjunctive kriging (DK), lognormal kriging (LK), probability 

kriging (PK) and indicator kriging (IK). Both MK and DK are based on normality assumptions, 

and LK on log-normality assumption. If these assumptions are not verified, e.g., in highly 

skewed distributions, variogram fitting tends to be very problematic, and the estimation of 

poor quality. IK is therefore a good alternative. It is actually one of the most frequently used 

nonparametric methods and will also be used here. 

 

The theory and implementation of nonparametric estimators of spatial distributions is similar 

to that of nonparametric estimators of the local mean (Journel, 1983). The following paragraph 

follows the aforementioned author.  

 

Consider the indicator 



 ≤

=
otherwise

zxzif
zxi c

c ,0

)(,1
),(  ( 6.1)

 

The spatial distribution of a random variable on a point support within a region A is  
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A
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1
),(φ  ( 6.2)
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The spatial distribution ( 6.2) can be considered a realization of the following random variable  

∫ ∈=Φ
Ax cc dxzxI

A
zA ),(

1
),(  ( 6.3)

The expected value of this random variable is (for stationarity of z(x)) 
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( 6.4) 

 

F(zc) is the stationary univariate cumulative distribution function. The purpose of indicator 

transformation is to estimate the cumulative probability function (posterior) (equation ( 6.2)). 

The φ*(A,zc) functions are linear combinations of the indicator function and represent the 

proportion of values less than the threshold, 

∑
=

=
ω

α
αλφ

1

* ),(),( cc zxizA  ( 6.5)

λα are weights, with the constraint ∑
=

=
ω

α
αλ

1
1  for unbiasedness and α the number of stations. 

Equation ( 6.5) can be solved by simple kriging using i(x,zc) and indicator variogram: 
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Nh is the number of pairs for lag h. 

 

The estimator of ( 6.5) is, in the final form, 
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Also, if one is interested in the proportions associated with each interval, ]zc-1, zc], then,  

[ ] ),(),(),()(Pr 11 ccccc zAzAzAzxzz Ψ=−=≤< −− φφα  ( 6.8)

and, for the estimated proportions 
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),(),(),( *
1

**
ccc zAzAzA Ψ=− −φφ  ( 6.9)

 

 

6.3.2 Estimation error and estimation error variance 

 

In this article the estimation error is looked for at the xα locations because the monitoring 

stations to be included in the new design are taken out of the initial locations. The estimation 

error obtained by removing one of the xα stations, estimate it by kriging with the remaining 

stations (those in the vicinity) and repeat this for all stations is also the heart of a 

geostatistical technique caled cross-validation (Deutsch and   Journel, 1992). The estimation 

error obtained here in a similar way will be coined mean squared estimation error (mse), and 

is calculated by equation ( 6.10), 

[ ]∑
=

−
−

=
ω

α
ααω 1

2*2 ),(),(
1

1
cc zxizxis  ( 6.10)

 

where i*(xα ,zc) is the IK estimated value. Each station’s value is obtained by removing it from 

the set and estimating it by IK using the remaining stations. 

 

The spatial arrangement of points that minimizes s2 has the lowest estimation error and 

therefore best reflects the spatial correlation introduced in the variogram model. By 

minimizing s2 the stations that can best be predicted by the remaining stations are excluded. 

Mean squared estimation error uses both data and estimated values at points with known 

value to calculate the errors, reflecting the real influence of adding or removing stations on the 

estimation errors of the remaining (Delhomme, 1978). It will be used as measure of accuracy in 

the following discussion. 
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6.3.3 Optimization function model 

 

The stations’ locations that produce the lowest mse result in a spatial distribution with the 

highest accuracy. Therefore one wishes is to minimize equation ( 6.10). The optimization 

function model comes, considering a set, S, of all the original stations, with cardinality Ω, take 

a subset, S ’, with cardinality ω, such that ω < Ω. 

Minimize 

[ ] SSSzxizxis ccp ⊂∈−
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1

2*2 ω
ω

ω

α
αα  
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ϖϖ ≤
Ψ≈Ψ ),(),('  

( 6.11)

 

The first constraint makes it necessary for a candidate solution set, S ’, to have the same 

proportion of stations with values in the intervals ]zc-1, zc] as the original set, S. The condition 

is not equality because for practical computation floating-point variables equality is machine 

dependent and varies with the precision. Instead, ΨS’(A,zc) may be bounded, and the constraint 

becomes: 

)1(),(),()1(),( ' δδ +Ψ≤Ψ≤−Ψ cScScS zAzAzA  ( 6.12)

with δ  the semi-amplitude of a ]0,1] interval.  

 

This condition is necessary to correct the bias introduced by variogram models fitting errors 

(when adjusting the theoretical models to the experimental variogram). A practical example 

showing the bias is presented in this article.  

 

The second constraint limits the maximum number of stations to be included in the design.  
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6.3.4 Solving the optimization function model 

 

The example studied here may be classified as a difficult combinatorial optimization problem, 

for which an exhaustive search of all possible combinations is not possible in a reasonable 

amount of time. Solutions to these problems may however be approached by heuristic 

algorithms that iteratively look for better solutions by trial and error. One of such algorithms 

is the well-known simulated annealing (SA). It is one of the threshold algorithms included in 

the class of local search algorithms. The other two are, as defined by Aarts and Korst (1990): 

iterative improvement, where only OF-reducing neighbors are accepted, and threshold 

accepting, where some deterministic non-increasing threshold sequence is used, allowing 

neighbor solutions with larger OF to be accepted, but in a limited way because the threshold 

value is fixed and always decreasing, with a very rigid control on the size of the OF difference, 

∆OF. Simulated annealing uses a more flexible control on the values of the threshold, allowing 

transitions out of a local minimum at nonzero temperatures. 

 

SA was first introduced by Kirkpatrick et al., 1983) as an algorithm to solve very well known 

combinatorial optimization problems, reducing the risk of falling into local minima (or 

metastable solutions) common to iterative improvement methods. These authors proposed the 

use of the Metropolis (Metropolis et al., 1953) procedure from statistical mechanics. This 

procedure generalizes iterative improvement by incorporating controlled uphill steps (to worse 

solutions). The procedure states the following: consider that the change in the objective 

function is ∆OF; if ∆OF≤0, then the change in the system is accepted and the new 

configuration is used as the starting point in the next step; if ∆OF>0 then the probability that 

the change is accepted is determined by P(∆OF) = exp(-∆OF/t) where t is a control parameter 

called temperature; a random number uniformly distributed in the interval (0,1) is taken and 

compared with the former probability; if this number is lower than P(∆OF) then the change is 

accepted. The SA algorithm runs in the following way: i) the system is melted at a high 
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temperature (initial temperature, t0); ii) the temperature is decreased gradually until the 

system freezes (because no better solutions are found and the probability of uphill steps is near 

zero); iii) at each iteration the Metropolis procedure is applied; iv) if any of the stopping 

criteria is reached the algorithm is stopped and the best solution found is presented.  

 

The generic SA algorithm for a minimization, considering a neighborhood structure N, a 

solution space χ, and an objective function OF has the following pseudo-code. 

Select an initial solution Xbest; 
Select an initial temperature t1>0; 
Select a temperature reduction factor; 
Repeat 
   Repeat 
      Randomly select X ∈ N(Xbest); 
        ∆OF = OF(X) – OF(Xbest); 
           if ∆OF<0 then 
            Xbest = X 
           else 
           generate random z uniformly in (0,1); 
          if z<exp(-∆OF/t) then Xbest = X; 
   Until iterations = max_iterations 
   Set t = α t; 
Until stopping condition = true; 
Xbest is the optimal solution found. 

 

 

In order to speed-up the process several improvements have been proposed, namely by limiting 

the number of iterations at each temperature, i.e., defining the number max_iterations. The 

dimension of the Markov chain has been proposed to be a function of the dimension of the 

problem (Kirkpatrick et al., 1983): temperature is maintained until 100Ω solutions (iterations), 

or 10Ω successful solutions have been tested, whichever comes first. Ω stands for the number 

of variables (stations) in a problem. These authors proposed also that the annealing is stopped 

(stopping criterion) if after three consecutive temperatures the number of acceptances is not 

achieved. It can also be considered that if the average value of the OF does not change after a 

pre-established number of temperature decreases (RSTOP), then the annealing is stopped. These 

parameters control the time spent at each temperature and the total running time. Along with 

these dynamic criteria, a static one may be used to halt the process when a minimum 

temperature, tmin, is reached. The former will guaranty that the annealing will stop if none of 
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the dynamic criteria is fulfilled, even before the total number of iterations is attained. In our 

algorithm both the dynamic and the static criteria were implemented. 

 

The initial temperature, t0, is calculated by running a fast (rapid temperature decrease) 

schedule and picking-up the temperature for which more than 95% of the iterations are 

accepted. Temperature is usually decreased with a constant rate, α, usually close to one (e.g., 

0.90 or higher). Aarts and Korst (1990) showed that SA can find optimal solutions if 

equilibrium is attained at each temperature (constant OF mean and variance) and proposed a 

temperature schedule dependent on OF variance that guaranties that. Despite this very 

attractive characteristic such schedule tends to converge too slowly. Other t schedules for 

optimality were also proposed by Geman and Geman (1984), Hajek (1988), and Siarry (1997). 

These however may not converge in a feasible amount of time for many problems (Cohn and 

Fielding, 1999). The wealth of practical experience with the faster t schedule used here 

indicate that the solutions found should be good local optimal ones. In practical terms: the 

local optimal solutions are a compromise between relatively good solutions in an amount of 

time significantly smaller than the one necessary to guaranty best quality solutions provided 

(in theory) by slower schedules.  

 

The generation mechanism of a new solution, U,  from the neighborhood, N(X) of a solution X 

is a simple one: Consider the solution vector X={x1, …,xω}; i) randomly remove one element 

(station) from X; ii) randomly choose an element in χ\X ; iii) insert this element in X, obtaining 

U; iv) confirm if U is a valid candidate solution (eq. 6.11), if yes continue, otherwise goto i). 

A specific computer code in FORTRAN that incorporates both the mse and the SA algorithm 

was developed by the authors to optimize localization problems and adapted to this specific 

problem. 
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6.4 CASE STUDY 

6.4.1 Study area and source data 

 

The Sado Estuary is the second largest estuary in Portugal with an area of approximately 240 

km2. It is located on the west coast of Portugal, 45 km south of Lisbon. Most of the estuary is 

classified as a nature reserve. The Sado Estuary basin is subject to intensive land-use 

practices and plays an important role in the local and national economy. Most of the activities 

in the estuary (e.g., industry, shipping, intensive farming, tourism and urban development) 

have negative effects on water and sediment physic-chemical quality and biotic communities 

(Caeiro et al., 2002). 

 

During the year 2001 sediment was sampled in 153 locations (stations) in an extensive 

estuarine sediment campaign (Caeiro et al., 2002). Each sample was analyzed for fine fraction 

(FF), organic matter (OM) and redox potential (Eh). The data should contribute to define areas 

of similar physic-chemical characteristics and help designing a future sediment monitoring 

network. This will then be part of a Sado estuary management system.  

 

 

6.4.2 Data processing 

 

The definition of spatially homogenous physic-chemical areas is assumed as a necessary first 

methodological step (Caeiro et al., 2002). These areas result from data collected in a sampling 

campaign, after some statistical transformations (Figure 6.1): i) principal component analysis 

(PCA) using data on log(FF), log(OM), and Eh; ii) variographic analysis on the first PCA 

component; iii) intervariable Euclidean distance (as opposed to geographic distance) 

computation; iv) computation of  a dissimilarity matrix (Oliver and Webster, 1989) – equation ( 

6.13); v) Euclidean distance computation on the dissimilarity matrix (cluster analysis); vi) 
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selection of four clusters and physic-chemical interpretation. A new variable, Z, is obtained by 

interpretation of cluster analysis of dij* projections, and represents stations that share 

common physic-chemical characteristics and similar spatial autocovariance. 
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where: dij is the Euclidean data-space dissimilarity of log(OM), log(FF) and Eh between sample 

sites; c is the variogram sill; 0c  is the nugget variance; r is the range; vij  are the Euclidean 

geographic distances between locations i and j. Mean values and confidence intervals (α=0.05) 

of Zi, i= 1,...,4, are shown on Table 6.1 and reflect four different physic-chemical homogeneous 

areas found in the sampling campaign. More information on the identification of the 

homogeneous areas may be found in the recently published work by Caeiro et al. (2003). 

 

Table 6.1. Physic-chemical sediment parameters of each homogeneous areas 

 Cut-offs 
Parameter z1 z2 z3 z4 

% OM 8.6 ± 2.4 4.2 ± 1.4 1.9 ± 0.7 0.9 ± 0.3 
% FF 60.4 ± 27 21.7 ± 11.8 9.1 ± 7.8 1.5 ± 1.3 
Eh -278.9 ± 68.6 -178.8 ± 72.6 -137.4 ± 50.9 74.4 ± 49 

 

It is then intended to estimate the probability distribution function of Z considering four cut-

offs: 1, 2, 3, and 4. The indicator transform is given by equation ( 6.1) with cut-off zc = 1,…4. 

For easiness of identification indicators have a subscript equal to the cut-off value. 
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Figure 6.1. Flowchart for the definition of the sediment homogenous areas 

 

Indicators frequencies, φ(A,zc), and the proportion of stations with values in the interval ]zc-1, 

zc], ψ(A,zc), are shown in Table 6.2. As Z can only take integer values, the proportions 

correspond to the stations for which z(xα) ≤ zc. 

 

Table 6.2. Indicators frequencies, φ(A,zc) and Ψ(A,zc) 

 Indicators 
 i1 i2 i3 i4 

φ 0.1176 0.4967 0.7320 1 
ψ 0.1176 0.3791 0.2353 0.2680 

 

The maximum number of stations to be included in the sediment monitoring network had 

necessarily to be less than 100 for budgetary reasons, but if possible a much lower value 

should be looked for (ω
Max

). Moreover the new design must reflect the sediment physic-

chemical variability detected with the prior sampling campaign, and presented in the previous 

section. Therefore it is asked that the proportions of monitoring stations in each of the 
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identified homogeneous areas are similar to the proportions in the sampling campaign. This 

amounts to make the candidate solutions to have ΨS’(A,zc) ≈ ΨS(A,zc).  

 

Three different conditionings on the objective function are studied: i) no conditioning on the 

proportions is imposed; ii) conditioning with δ = 0.5; iii) conditioning with δ = 0.3. In the first 

the entire solution space is a feasible space, while in the others a solution is only feasible if it 

respects the condition. More stringent conditions were also tested (δ < 0.3), but resulted in too 

long processing times and no solutions were obtained. It will be seen bellow that such 

conditioning may not be necessary. 

 

For each OF conditioning several network dimensions were tested according to the following 

scheme: i) impose a maximum number of monitoring stations (ω
Max

) to be included in the new 

design; ii) find the optimal allocation solution with SA; iii) increase ω
Max

  and return to i). 

 

Eight different monitoring network dimensions (cardinality of S’: ω
Max

) are tested, 

{30,40,50,60,70,80,90,100}. SA solutions are considered optimal when more than 70% out of 20 

consecutive runs with the same objective function conditions (ω
Max

, δ) and SA parameters have 

the lowest and equal s2 value. Runs were made on PC Intel 2000 MHz machines. 

 

 

6.5 OPTIMIZATION RESULTS AND DISCUSSION 

6.5.1 Feasible space 

 

The number of combinations of Ω sampling stations with ω possible monitoring stations is 

given by the well-known formula W = Ω!/((Ω-ω)!ω!). Now, if one wants to calculate the 

combinations conditioned to the reproduction of the proportions the expression becomes  
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∏ = −Ω
Ω

= k
i

iii

iW 1 !)!(
!
ωω

 ( 6.14)

where i is the indicator number, Ω
i
 the number of sampling stations with indicator i, and ω

i
 

the number of monitoring stations with indicator i imposed by conditioning. The number of 

combinations in each case is represented in Figure 6.2a, in logarithmic scale, for different ω 

numbers. Conditioning reduces the dimension of the feasible space by more than two orders of 

magnitude when ω
Max

 ≈ 77 (from 7.3x1044 to 3.6x1042). The lowest W value is still higher than 

1025, indicating that any attempt to solve even the lowest dimension combinatorial problem 

exhaustively would take (in the same machine) more than 106 times the age of the universe! 

Despite this practical difficulty it is interesting to see how the optimization problem structure 

(intrinsic to each specific problem) affects the time necessary to find an optimal solution (total 

running time), T, and the number of iterations. The time is dependent on the number of 

iterations and on the time necessary to compute the objective function. The number of 

iterations is however strongly dependent on the structure of the problem and not necessarily 

on the dimension of the feasible space, otherwise this parameter would have followed more 

closely W. In reality it is observed that the problem structure changed for each ω
Max

 value 

(Figure 6.2b). However, when no conditioning is imposed the number of iterations decreases up 

to ω
Max

 = 100 (Figure 6.2b and Table 6.3), stabilizing after that. This may indicate that a 

higher proportion of indicators one and two, which had always higher estimation errors (yet 

unpublished results), contribute to a more structured problem, possibly with less local minima. 

Such behavior is not clear when conditioning is imposed due to a forced proportion of these 

indicators in all tested ω
Max 

 values. As a consequence T varies around a constant mean for no 

conditioning (as ω increases the number of iterations decreases and the OF computing time 

increases) (Table 6.2b); when conditioning is imposed T increases up to ω
Max

 = 90, with 

tendency to stabilize after that (therefore dependent essentially on the OF computing time).  
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It is also interesting to see that strong conditioning  (δ = 0.3) results in the lowest T, while 

weaker conditioning (δ = 0.5) results in the highest T. Once again the problem structure plays 

a fundamental part. This may not, however, be extrapolated to other problems because it is 

problem dependent. 

 

a) b)  

Figure 6.2. Effect of conditioning and cardinality of S’: a) Dimension of the solution space (W) 
and time until optimal solution (T); b) Number of iterations. nc and cond in W() stand for 
without and with conditioning, respectively. Legend on figure a) the same as in b) 

 

Table 6.3. Results for different ω
Max

 and δ values: mean square estimation error (s2), number 

of iterations (Iter.) and time necessary to reach an optimal solution (T) in seconds 

 No conditioning δ = 0.5 δ = 0.3 

ω
Max

 s2 Iter. T(s) s2 Iter. T(s) s2 Iter. T(s) 

30 0.12889 46760 6114 0.62667 35135 5306 1.00000 33260 4165 
40 0.12000 48484 6946 0.62500 38729 5076 0.81938 34596 5046 
50 0.11840 50209 7778 0.55000 40088 6325 0.68000 39215 4930 
60 0.13639 44582 7142 0.54000 37523 6894 0.58750 35718 4515 
70 0.18694 43560 7366 0.41429 38201 8071 0.58551 32078 6171 
80 0.24938 37568 6669 0.41817 31705 7284 0.57000 32668 5400 
90 0.33099 37441 7012 0.41421 36087 9456 0.56000 30972 5612 

100 0.50910 21887 5361 0.41613 38523 7803 0.55700 41776 5626 
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6.5.2 Optimal conditioning 

 

Conditioning on the objective function has an interesting effect on the errors of the estimated 

indicators proportions. When no condition is imposed the error in the estimated proportions 

((ΨS(A,zc)- ΨS’*(A,zc)) is higher than 0.3 for low ω
Max

 values and decreases with growing ω
Max

 

(Figure 6.3a). Imposing the conditioning on the proportions causes a reduction in the error of 

about 50 % for δ = 0.5 and about 25 % for δ = 0.3 (Figure 6.3b and c) when compared with no 

conditioning. Moreover, (ΨS (A,zc) -ΨS’*(A,zc)) are one third of that of the imposed interval (ΨS 

(A,zc) -ΨS’(A,zc)), for both δ = 0.5 and 0.3. This may indicate that imposing lower δ values would 

lead to similar results. If this is true then imposing δ< 0.3 would also lead to very narrow 

intervals and eventually to a very limited number of neighboring feasible solutions. Such 

behavior is concordant with the aforementioned practical difficulty – extremely long processing 

times. Furthermore, with δ = 0.3, ΨS’*(A,zc) estimation error is lower than 10 %, which is 

considered an acceptable error. 

 

a)  b)  
 

Figure 6.4. Relative error when estimating ΨS'(xα,zc): a) no conditioning; b) δ= 0.5; c) δ=0.3 
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c)  

 

Figure 6.3. Relative error when estimating ΨS'(xα,zc): a) no conditioning; b) δ = 0.5; c) δ=0.3. 
(cont) 

 

When high or low values of a variable are clustered in small areas scattered in the study area, 

their relative frequencies are low or data is too random, variogram fitting becomes difficult 

and prone to error. The result is the fitting of theoretical variograms that only roughly 

approximate the real variability. This does not hinder the geostatistical method, but justifies 

the need to consider the conditioning on the proportions. An example of such need is shown by 

indicators one and two, for which the estimation errors are higher, therefore leading the 

optimization algorithm to select preferentially the two remaining indicators with lower 

estimation errors. As a result, the latter have in all the studied cases proportions higher than 

in the original data set, as a way to compensate the bias introduced with the first two 

indicators. However, conditioning significantly reduces the bias. Another, even more important 

effect of estimation errors, is reflected in Figure 6.4: if no conditioning is used increasing the 

number of stations will result in higher estimation error. This is opposite to what is expected 

because when increasing the number of points available for estimation the accuracy of the 

estimated value should decrease. This inversion may be explained considering that with very 

low ω only stations with low estimation error are included in the optimal solution; as ω 
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increases more higher estimation error stations are included. Clearly if no conditioning is 

imposed the monitoring network is dominated by the last two indicators (Figure 6.5a). 

 

 

Figure 6.4. Mean square estimation error, s2, without conditioning and with conditioning (δ  = 
0.3; δ=0.5)  

 

When conditioning is used the expected increase in accuracy is observed (Figure 6.4), and the 

stronger the conditioning the higher the s2 because more high-error stations are imposed at 

lower ω
Max 

 values.  

 

Figure 6.5b and c show the resulting monitoring networks with different ω
Max

 values. The 

proportions of the first two indicators are higher in these cases, and with δ = 0.3 a better 

reproduction of the probabilities is obtained, considered as an important decision criterion to 

monitor the homogeneous areas.  
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6.5.3 Optimal monitoring network 

 

A monitoring network dimension is considered optimal if after some ω value each new added 

station had little effect on the monitoring spatial accuracy, s2, i.e., if the marginal gains are 

small. The gains are shown in Figure 6.4. Gains in accuracy are high up to the 60th station, 

becoming much less important after that. Sixty is therefore considered as the optimal ω value. 

The resulting network is shown in Figure 6.5. Had no conditioning or δ = 0.5 been chosen and 

the optimal number of stations would be similar, though the spatial distribution of stations 

quite different (cf. Figure 6.4 and Figure 6.5). 

 

 

6.6 CONCLUSIONS 

 

The following conclusions are drawn: i) Objective function conditioning is necessary to 

guaranty reproduction of indicator variables probability density functions; ii) the highest the 

conditioning the closest the posterior (estimated) distribution function is to the prior (data) 

distribution function; iii) conditionings with δ<0.3 originates extremely long running times and 

was shown to be unnecessary; iv) if no conditioning is used, s2 with increasing number of 

monitoring stations as a result of the bias introduced by variogram fitting errors; v) the time 

necessary for SA to reach a solution is, in this particular case-study, more dependent on the 

structure of the problem than on its dimension; vi) the optimization problem studied here can 

not be solved exhaustively due to the enormous number of possible combinations that would 

have to be tested; vi) the solution attained may not be the global optimal one, but should be a 

good quality one – a solution very close to the global minimum attained in a feasible amount of 

time; vii) a sediment monitoring network with sixty stations was obtained. By construction 
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this network has a proportion of station inside each sediment homogeneous areas similar to 

the proportions in the prior sampling program with 153 sampling stations. 
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7 WORK CONCLUSIONS 

 

 

 

 

In this section the most relevant conclusions obtained in the former sections are summarized 

and discussed together.  

 

The third and fourth sections propose the optimization of groundwater monitoring networks 

with complete data series in each measuring station. Different objective function models were 

tested by incorporating: (1) a term related to the accuracy (or reliability) of the spatial 

distribution of stations, in the form of the variance of estimation error obtained by kriging; (2) 

a term related to the amount of redundancy between stations, in the form of the relative 

difference between their time series, (3) a term related to the time necessary to measure at 

each station, and (4) a term related to the time necessary to travel along the monitoring 

network. The last two terms are a measure of the financial cost associated with the network 

exploitation. 

 

Four variants on the objective function were tested: (1) with only the first term, (2) with only 

the second term, (3) with the first two terms, (4) with all terms. Results showed that in the 

first case the optimal distribution of stations is an even one. If the kriging variance of the 
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estimation error (kriging variance) is used only the variogram model and the geometric 

configuration of stations influence the objective function values. A more even distribution is by 

construction the configuration with lowest variance. However, if the variance of the estimation 

error is calculated using both the true values and the estimated ones (fictitious point 

variance), the spatial distribution is more clustered because accuracy considers, in this case, 

the value taken at each location. This is shown in the fifth section. A true comparison between 

these approaches would require testing both with the same conditions, but that was not set as 

an objective for this work. Some remarks are possible, though. Kriging variance may be a good 

option when used for network augmentation because values at unsampled locations are 

unknown, and for network reduction when only one variogram model is used and considered 

representative of spatial correlation for all measuring times.  

 

When only data redundancy is considered the spatial distribution reflects the difference in 

local state variable responses to external signals after being filtered by the supporting system. 

It is therefore a measure different from spatial accuracy where averaging is made over the 

entire field. If two stations, though near one another, have quite different time series they will 

have higher probability of being included in the optimal design than two stations far apart but 

with similar time series. Thus, some clustering may appear, as was shown in the third section, 

near zones of high variability. An objective function with only a temporal redundancy term is 

necessarily incomplete, as it is one with only a spatial accuracy term.  

 

Including both measures in the objective function enhances the overall quality of the resulting 

network. In this case not only the spatial autocorrelation structure is considered but also the 

local temporal variability. The optimal spatial distribution of monitoring stations tends to be 

more clustered than when only kriging variance is used, but less than when using only 

temporal redundancy.  
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Now if exploitation costs are included in the objective function, the resulting monitoring 

network is optimized such that data representativity is a part of the monitoring system 

accounted together with the economical component. This approach is not equal to constrain the 

statistical component objective function to a fixed budget. Here exploitation costs are 

optimized also. In the particular case studied in the fourth section a diminution in monitoring 

times was not accompanied by a diminution in travel times. The latter depends on the paths 

available between stations, hence a particular set of stations with optimal data 

representativity and monitoring times may correspond to a longer travel path (some 

connections between stations are not available). This seems to happen in the studied example. 

Results from the fourth  section also showed that it is possible to evaluate the optimal 

monitoring network dimension with this objective function by balancing the gains in the 

information collected with the network and its exploitation costs.  

 

Exploitation costs minimization is also discussed in the fifth section, but there, unlike the 

former sections, data from a real case-study is very incomplete. The method proposed to 

handle sparse data matrixes is based in some expertise judgment as to which measuring times 

should be used for network optimization. A selection based in factorial analysis is proposed 

and discussed. Other statistical or empirical criteria might have been used. The method 

proposed should be robust enough to generate optimal monitoring networks capable of 

detecting the main state variable variability, as long as the measuring times selected for 

optimization are representative of the phenomenon under study. If seasonality or tendencies 

are detected in temporal data, measuring times should be carefully selected to reproduce them. 

Results showed that in the example case-study, where nitrate concentrations showed 

seasonality, principal component analysis may be a good tool to help selecting the most 

representative measuring times. Important exploitation costs reductions may be achieved with 

optimization. In the Gabbros de Beja case a reduction in costs of more than 80% was attained 

by compromising less than 10% in the mean precision, and 25% in local precision. The method 
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showed also to be robust as it gave good interpolation and extrapolation results. It may become 

a helpful tool to optimize European networks for agricultural nitrate contamination detection.  

  

The sixth section presents monitoring network optimization example usually handled by 

empirical stratification, i.e., once identified different homogeneous areas these are considered 

separately. The propose method allows to optimize strata simultaneously by conditioning the 

objective function in an innovative way. Results showed that the necessary stratification is 

also obtained in the optimal networks. Reductions in exploitation costs of more than 60% were 

attained in the Sado estuary sediment monitoring network example.  

 

The methods presented in this work share a common feature: though demonstrated with 

specific practical problems, they are generally applicable to environment monitoring networks. 

This generality was exemplified in the third and fourth sections where no environmental state 

variable was identified. It is not possible to include in one single work all the possible practical 

problems found when reducing the dimension of an existing network, nor was it the objective. 

However, the most common general types of problems were included, and we think simulated 

annealing has shown to be a flexible enough algorithm to solve such problems. Combinations 

of the proposed methods are easily made to accommodate other particular conditions.  

 

Some important factors also important when altering an existing monitoring network, not 

discussed thus far, and which may be considered in future are: 

 

1. The incorporation/quantification of measurement errors; 

2. to include more than one state variable; 

3. the incorporation of data accuracy (but difficult to quantify as measurement error); 

4. to include soft information; 

5. to consider fuzzy approaches to both soft data and variogram parameters; 
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6. the incorporation of sampling frequency in the analysis. 

 

Measurement errors are easily incorporated in the objective function, be it in the spatial 

domain (incorporated in the kriging variance via the nugget effect in the variogram models), or 

in the time domain (e.g., with penalty functions).  

 

Considering more than one state variable may improve spatial accuracy by considering also 

cross-covariances in the kriging estimations. 

 

Data accuracy refers to the measurement of its quality in situations in which field data 

collection or laboratory analysis procedures fail to produce high-quality data. Typical problems 

(or doubts) with data accuracy arise when well construction is not adequately documented; 

field data collection procedures are inappropriate; sample collection procedures are 

inappropriate; sample analysis procedures are inadequate or are undocumented; well screens 

are inappropriately placed to monitor the intended water quality change; well was poorly 

constructed or has suffered degradation (causing, e.g., mixing of waters, or altering water 

quality by chemical interaction); wells may not be sampling the intended stratigraphic unit; 

samplers may be pushed away from the prescribed location by water currents (in the case of 

estuarine or river networks); etc.  Data representativity is not easy to quantify and may again 

require the use of fuzzy-type intervals to empirically defined quantities.  

 

The incorporation of soft information may be useful if one wants to: i) introduce low quality 

information in the estimation functions (e.g., geophysical data); or ii) introduce empirically 

determined weighting factors, that may be related with data representativity or with some 

other quantity not directly related with the measured variables (e.g., proximity to the offices, 

to some restaurant, person responsible for making the measurements). 
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Fuzzy variogram parameters is a way of incorporating uncertainty in the data, by transferring 

it into the variogram model in a nonfrequentist approach, or a way to construct variogram 

models when no information is available (in this case the variogram model is constructed by 

empirical extrapolation obtained from experience or from similar cases). Bardossy et al. (1988) 

and Bardossy et al. (1990a) set the theoretical basis of kriging with imprecise variograms and 

Bardossy et al. (1990b) showed one practical application. Some unpublished results made with 

our data and variogram models showed that unless the range of the membership functions was 

very wide, the resulting kriging variance (also a fuzzy number) would not be significantly 

altered. However, this approach may be useful if variogram model parameters are not 

available. Bogardi et al. (1985) present interesting results of fuzzy kriging for new network 

optimization and conclude that with this approach the most cost-effective network may not be 

a regular one, as would be obtained if non-fuzzy kriging variance had been used. 

 

 In what regards sampling frequency, though not handled here in a direct way, it was 

discussed in the introduction that in many cases (the ones considered here) frequency is 

imposed a priori. Nevertheless, it would be interesting to evaluate the effect of sampling 

frequency in the resulting monitoring networks. 

 

The previous list is not exhaustive and points-out only some of the developments related 

directly with the methods. Other natural developments include the application of the methods 

to different environment compartments.  
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APPENDIX A:  FORTRAN 90 OPTIMIZATION CODES 

 

 

 

 

CODE FOR MONITORING NETWORK OPTIMIZATION  

 
Program crossvar

! Programa para optimiza‡Æo de redes de amostragem por simulated annealing

! O programa lˆ um conjunto de localiza‡äes da rede disponivel, determina
! a fun‡Æo objectivo(dO) e a varia‡Æo de temperatura(dt); para cada passo
! de temperatura sÆo executados nover ciclos, ou nlimit passos aceites (dimi-
! nui‡Æo da fun‡Æo objectivo.)
!
! npontos: nº de pontos a experimentar
! ni: nº de dados
! nover: nº de ciclos de arrefecimento
! nlimit: nº de passos aceites
! t: temperatura inicial
! tmin temperatura mínima
! rep: repetições até aceitação
! n: nº de coordenadas finais (ou nº de pontos novos a incluir)
!
! filename: ficheiro de parâmetros
! fout: as coordenadas dos pontos optimos e os resultados são escritos neste ficheiro
! fokin: ficheiro com os dados de entrada para o programa de krigagem (GSLIB)
! fokout ficheiro com os resultados da krigagem (valor estimado e variancia)
!
!
! PARA MINIMIZAR OU MAXIMIZAR A REDUNDANCIA DEVE ALTERAR-SE A ROTINA COST
!

Use DFLIB
USE DFPORT

Implicit none

!
******************************************************************************************
!
! DEFINICOES
!
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! ni ! No. de pontos da rede ja existente
! npontos ! No. total de novos pontos disponiveis
! n ! No. de pontos a incluir
! nover ! No. de ciclos de arrefecimento
! nlimit ! No. de ciclos a temp. const.
! t ! Temp. inicial
! tmin ! Temp. minima
! rep ! No. de repeticoes de delta C const. necessarios para
baixar a temp.
! tfactr ! Factor de arrefecimento
! stopsum ! No. de repetições com F.O. constante a difs temps
! fout (4) ! Fich com os resultados da optimizacao
! fokin (5) ! Fich com coordenadas para a krigagem
! fokout (6) ! Fich com os resultados da krigagem
! cross (18) ! Fich com os resultados da cross-validation
! monitor1 ! Fich para analise de sensibilidade - a partir de temp5.tmp
! monitor2 ! Fich para analise de sensibilidade - a partir de
temp6.tmp
! variancia_inicial ! Delta C inicial
! i,j,k,a ! contadores de ciclos locais
! count ! contador de vectores iguais - subroutine vectores
! count_nlimit ! contador de ciclos a temperatura constante - compara com nlimit
! count_limit_internal ! constante igual a nover*nlimit
! limit_counter ! contador de ciclos totais - compara com count_limit_internal
! count_sum ! contadore de repetiçoes de medias em corridas consecutivas -
! compara com stopsum
! count_rep ! contador de repetições da F.O. - compara com rep
! hour, minute, second, p100second ! variáveis de tempo - função gettim() - usadas
na
! construção das variaveis aleatorias ra,
dummy1 e dummy2
! x,y ! matrizes de coordenadas dos novos pontos a analisar

! xx,yy ! matrizes de coordenadas com todos os pontos
! xn,yn ! matrizes de coordenadas com os novos pontos a
analisar mais os
! ! pontos já existentes
! coordenadas_iniciais ! vector usado para filtrar xx e yy - obter apenas os pontos
iniciais
! coordenadas_totais ! vector usado para filtrar xx e yy - obter todos os pontos
! coordenadas_a_testar ! vector usado para filtrar xx e yy - obter todos os pontos a
testar
! timesincejanfirst1970 ! tempo decorrido em segundos desde 1/1/1970 - funcao Time()
! sumdif ! valor do somatorio das =/ series temporais -
subroutine minsumdif
! variance ! igual a den, valor da funcao objectivo no passo
actual
! Oldvariance ! igual a oldden, valor da funcao objectivo no passo anterior
! Objective ! Diferença entre den e oldden (delta C)
! summ ! somatorio de variance (C) para um ciclo de
temperatura - para calculo
! da media e variancia durante o ciclo
! summ2 ! somatorio do quadrado de summ - para calculo da
variancia durante
! um ciclo de temperatura
! Oldsum ! valor de summ guardado entre corridas no ficheiro
temp100.tmp
! Oldsum2 ! valor de summ2 guardado entre corridas no ficheiro
temp100.tmp
! maxden ! valor máximo da funcao objectivo - usado para
normalizar o valor de C
! maxsumdif ! valor maximo da diferenca das series (sumdif) - usado para
normalizar
! o valor de C
! krigvarm ! valor da variancia de krigagem - resultado de kt3d
! oldkrigvar ! valor da sk2 correspondente a oldden
! ans ! variavel logica com valor verdadeiro quando
objective <= 0
! signall ! variavel logica com valor verdadeiro quando
count_rep = rep
! filename (3) ! nome do ficheiro de parametros deste programa
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! n_iteracoes ! numero de iteracoes consecutivas deste programa
! iter ! contador do numero de iteracoes consecutivas deste
programa
! oldtime ! marcador do tempo na primeira corrida de cada
iteracao
! olybettercounter ! contador semelhante ao count_rep, mas em são contabilizadas
apenas
! ! as alterações que produzam resultados
melhores (e não <=)
! maxmin ! interruptor: 0: min sk2 e max redundancia; 1: min
sk2 e min redund.
!
! As restantes variáveis são variáveis locais ou dummy.
!
! FICHEIROS TEMPORARIOS
!
! temp1.tmp ! (unit=7) t, count_nlimit, limit_counter, count_rep
! temp2.tmp ! (8) oldden, summ, summ2, maxkrigvar, maxsumdif,
oldkrigvar,oldsumdif
! temp3.tmp ! (9) vector(i) - da última corrida
! temp4.tmp ! (10) vector(i) - melhor solucao ate ao momento
! temp5.tmp ! (20) limit_counter, oldvariance, krigvarm, sumdif, &
! timesincejanfirst1970-oldtime
! temp6.tmp ! (21) limit_counter, (summ/count_rep), summ2/count_rep-
(summ/count_rep)**2, &
! timesincejanfirst1970-oldtime
! iter.tmp ! (87) iter, oldtime
! temp100.tmp ! (100) Oldsum, Oldsum2, count_sum
! stop.stp ! (38) - vazio - serve apenas para parar ao fim das n_iteracoes
! limit00.lmt ! (36) - vazio - serve apenas para exportar resultados ao fim do ciclo de t
! fim.fim ! (34) - vazio - serve para indicar fim de simulação (iteracao)
!
!
! O resultado das corridas e gravado nos ficheiros monitor.out e monitor2.out
!
!
*******************************************************************************************

Integer::nover, nlimit, openstatus, rep, count_limit_internal,&
limit_counter, count_sum, stopsum, count_rep,&

npontos, n, i,j,k, a, ni,count_nlimit, count, nserie,
ndiferencial,&

n_iteracoes, iter, onlybettercounter

Integer(4):: timesincejanfirst1970, oldtime

Integer(2):: hour, minute, second, p100second, maxmin

Real(4), Allocatable, Dimension(:):: x,y, coordenadas_iniciais, &
coordenadas_a_testar, coordenadas_totais, xx, yy, quociente,&

xsolucao, ysolucao

! Real(4), Allocatable, Dimension(:)::yn,xn

Integer, allocatable, Dimension(:):: xk1,k1, solucao, xk1solucao

! xk2, xk3, xk4, k2, k3, k4

! Integer, allocatable, Dimension(:):: k1n, k2n, k3n, k4n

Real(4):: tfactr, tmin,ra, variancia_inicial, sumdif,&
variance, Oldvariance, objective,t,&
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hx01, hx02, hx03, hx04, hx06,maxden, krigvarm,&
oldkrigvar, summ,oldsum, maxkrigvar, sk2_coef

! Real(8):: summ,oldsum
Logical:: ans,signall

Character(12):: filename, fout, fokin, fokout, cross, monitor, monitor2

filename='optivar.par'

Open(unit=3,file=filename, iostat=openstatus)
Open(unit=8, file='temp2.tmp', iostat=openstatus)

! Open(unit=33, file='aaa.aaa', iostat=openstatus)
Open(unit=87,file='iter.tmp', iostat=openstatus)

If (openstatus>0) stop '****** Ficheiro invalido ******'

Read (3,*)

read (3,*) ni ! No. de pontos da rede ja
existente

read(3,*) npontos ! No. total de novos pontos
disponiveis

read(3,*) n ! No. de pontos a incluir
read (3,*) nover ! No. de ciclos de

arrefecimento
read (3,*) nlimit ! No. de ciclos a temp. const.
read (3,*) t ! Temp. inicial
read (3,*) tmin ! Temp. minima
read(3,*) rep ! No. de repeticoes de

delta C const. necessarios para baixar a temp.
read(3,*) tfactr ! Factor de arrefecimento
read(3,*) stopsum ! No. de repetições com F.O.

constante a difs temps
read (3,*) fout ! Fich com os resultados da

optimizacao
read (3,*) fokin ! Fich com coordenadas para a

krigagem
read (3,*) cross ! Fich com as series temporais
read(3,*) variancia_inicial ! Delta C inicial
read(3,*) n_iteracoes ! Numero de iteracoes

consecutivas deste programa
read(3,*) maxmin ! 1: maxmin; 0; minmin
read(3,*) sk2_coef ! coeficientes da funcao custo

! Se o numero de iteracoes deste programa iguala o numero pre-definido, entao o programa e
! interrompido e e criado um ficheiro (stop.stp) que da sinal a a.bat para terminar o
processo

Allocate (coordenadas_iniciais(ni))
Allocate (coordenadas_totais(ni+npontos))
Allocate (coordenadas_a_testar(npontos))

Open(unit=4,file=fout, iostat=openstatus)
Open(unit=7, file='temp1.tmp', status='OLD', iostat=openstatus)
Open(unit=18, file='cross.dat', iostat=openstatus)
Open(unit=10, file='temp4.tmp',status='OLD', iostat=openstatus)
Open(unit=20, file='temp5.tmp', iostat=openstatus)
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Open(unit=21, file='temp6.tmp', iostat=openstatus)
Open(unit=100, file='temp100.tmp', iostat=openstatus)
If (openstatus>0) stop '****** Ficheiro invalido ******'
open (unit=5, file=fokin, status='OLD', iostat=openstatus)
If (openstatus>0) stop '****** Ficheiro invalido ******'

open(unit=9, file='temp3.tmp', iostat=openstatus)
If (openstatus>0) stop '****** Ficheiro invalido ******'

Allocate (x(npontos))
Allocate (y(npontos))

Allocate (k1(npontos))
! Allocate (k2(npontos))
! Allocate (k3(npontos))
! Allocate (k4(npontos))

! Allocate (xn(n))
! Allocate (yn(n))
! Allocate (k1n(n))
! Allocate (k2n(n))
! Allocate (k3n(n))
! Allocate (k4n(n))

Allocate (xx(npontos+ni))
Allocate (yy(npontos+ni))

Allocate (xk1(npontos+ni))
! Allocate (xk2(npontos+ni))
! Allocate (xk3(npontos+ni))
! Allocate (xk4(npontos+ni))

Allocate(solucao(n+ni))
Allocate(xsolucao(n+ni))
Allocate(ysolucao(n+ni))
Allocate(xk1solucao(n+ni))

!Lê o ficheiro com as coordenadas de todos os pontos disponíveis

s799: do i=1,npontos+ni

Read (3,*) xx(i), yy(i), xk1(i)

! , xk2(i), xk3(i), xk4(i)

end do s799

read(87,*)
read (87,*) iter, oldtime

! write(*,*) 'iter: ', iter

if(iter.gt.n_iteracoes) then

open(unit=88,file='solution.tmp')

do i=1,ni

solucao(i)=i

end do
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do i=ni+1,n

read(10,*) solucao(i)

solucao(i)=solucao(i)+ni

end do

xsolucao = xx(solucao)
ysolucao = yy(solucao)
xk1solucao = xk1(solucao)

do i=1,n+ni

write(88,*) xsolucao(i), ysolucao(i), xk1solucao(i)

end do

open(unit=38,file='stop.stp')

! goto 3001

goto 7

end if

!Coordenadas totais

do i=1, ni+npontos

coordenadas_totais(i)=i

end do

! Coordenadas iniciais

do i=1, ni

coordenadas_iniciais(i)=i

end do

! Coordenadas a testar

do i=1,npontos

coordenadas_a_testar(i)=i+ni !As primeiras ni linhas são os pontos fixos

end do

! Caso seja a primeira corrida

if (iter.eq.0) then

ifif02: do i=1,5

read(5,*)

end do ifif02
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ifif01: do i=1, n+ni

write(5,*) xx(i), yy(i), xk1(i)

end do ifif01

do i=1,n

write(9,*) i
write(10,*) i

end do

iter=1

rewind(87)

write(87,*)
write (87,*) iter, oldtime

goto 9999

end if

x=xx(coordenadas_a_testar)
y=yy(coordenadas_a_testar)
k1=xk1(coordenadas_a_testar)

! k2=xk2(coordenadas_a_testar)
! k3=xk3(coordenadas_a_testar)
! k4=xk4(coordenadas_a_testar)

! teste do vector a eliminar quando correcto

! do i=1, ni+npontos

! write(33,*) 'xx(i), yy(i), '
! write(33, *) xx(i), yy(i)

! end do

! do i=1, npontos

! write(33,*) 'x(i), y(i), '
! write(33, *) x(i), y(i)

! end do

rewind(7)
read(7,*)
read(7,*) t, count_nlimit, limit_counter, count_rep,

onlybettercounter

! write(*,*) 't, count_nlimit, limit_counter, count_rep,
onlybettercounter'
! write(*,*) t, count_nlimit, limit_counter, count_rep,
onlybettercounter

timesincejanfirst1970 = Time()

if(limit_counter.lt.1) then

! write(*,*) 'ln 301'

oldtime=Time()
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rewind(20)

write(20,*) 'Corridas, F.O., krig var, tempo'

rewind(21)

write(21,*) 'Corridas, media de F.O., var F.O.,
tempo'

rewind(87)
write(87,*) 'iter, oldtime'
write(87,*) iter, oldtime

! s21: do a=1,n
! xn(a)=a
! yn(a)=a
! k1n(a)=a
! k2n(a)=a
! k3n(a)=a
! k4n(a)=a
! enddo s21

else

goto 100

end if

100 count_limit_internal=nover*nlimit !nº de ciclos
totais

limit_counter=limit_counter+1 !contador de ciclos
totais

count_nlimit=count_nlimit+1 !contador de ciclos a t const.

! write(*,*) 'ln 224'

call cost(n, objective,variance, Oldvariance, ni, fokout)

call metrop(objective,variance,oldvariance,t, ans, signall)

call vectores(n, ni, npontos, x, y, k1)

! , k2, k3, k4)

rewind(100)
read(100,*)
read(100,*) Oldsum, count_sum

! write(*,*) 'Oldsum, count_sum'

! write(*,*) Oldsum, count_sum

! write(*,*) 'timesincejanfirst1970-oldtime'
! write(*,*) timesincejanfirst1970-oldtime
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! Enquanto nao se atingir o limite de iteracoes, faz

if (t>tmin.and.limit_counter.lt.&
count_limit_internal.and.count_sum.lt.stopsum)

then

! Se o numero de repeticoes da F.O. a t const. ou o numero maximo de iteracoes a t const
! são atingidos, ou stopsum não é tingido, então: actualiza a temperatura

if(count_nlimit.eq.nlimit.or.signall) then

! if(summ/count_rep.lt.oldsum+(summ/count_rep-
oldsum)+oldsum/10000.&
!
and.summ/count_rep.gt.oldsum+(summ/count_rep-oldsum)&
! -oldsum/10000) then

if(summ/count_rep.lt.oldsum+oldsum/1e6.&
and.summ/count_rep.gt.oldsum-oldsum/1e6)

then

count_sum=count_sum+1

rewind(100)
read(100,*)
write(100,*) oldsum, count_sum

! write(*,*) 'count_sum ', count_sum

else

count_sum = 0

if(count_rep.eq.0) then

count_rep=1

end if

rewind(100)
read(100,*)
write(100,*) (summ/count_rep), count_sum

! write(*,*) 'count_sum ', count_sum

! write(33,*) 'se condicao F'
! write(33,*) ' < ',oldsum+oldsum/1e6
! write(33,*) summ/count_rep
! write(33,*) ' > ', oldsum-oldsum/1e6

end if

! Escreve para um ficheiro de resultados os seguintes dados:
! No. da iteração
! Temperatura
! Dimensao da cadeia de Markov
! delta C actual
! Média de delta C
! Variância de delta C

Write(20,*) limit_counter, oldvariance, &
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oldkrigvar, &
timesincejanfirst1970-oldtime

write(21,*)
limit_counter,count_rep,onlybettercounter,&

(summ/count_rep), t

open(unit=36,file='limit00.lmt')

! summ=0.0

t=t*tfactr

count_nlimit=0
count_rep=0
onlybettercounter=0

rewind(8)
read(8,*)
read(8,*) hx01, hx02, hx04, hx06

hx02=0.0

rewind(8)
read(8,*)

write(8,*) hx01, hx02, hx04, hx06

! write(33,*) hx01, summ, hx04, hx06

goto 7

else

goto 7

end if

else

goto 6

end if

! if (t<tmin.or.limit_counter.ge.&
! count_limit_internal) then
!
! goto 6

! else

! goto 7

! end if
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6 write (*,*)

if(limit_counter.eq.count_limit_internal.and.t.gt.tmin) then

write(*,*) ' Temp. minima não atingida'
write(4,*) 'Temp. minima não atingida: t>tmin'

end if

write(4,*) 'T= ',t

! s505: do a=1,n
! write(4,*) 'x= ',xn(a),' y= ', yn(a)
! enddo s505

open(34,file='fim.fim')

! Actualiza o contador de iteracoes

iter = iter + 1

7 rewind(87)
write(87,*) 'iter, oldtime'
write(87,*) iter, oldtime

rewind(unit=7)
write(7,*) 't //', 'rep. t const. //',' repet.totais //','

count_rep'
write(7,*) t, count_nlimit, limit_counter, count_rep,

onlybettercounter

close(7)
close(4)

close(8)
close(18)
close(10)
close(3)

close(33)
close(34)
close(87)
close(38)
close(100)

Contains

! Subrotina para determina‡Æo da fun‡Æo objectivo. DÆo entrada os vectores de
! localiza‡Æo xnn e ynn, com dimensÆo n (n£mero definido … priori de esta‡äes
! a serem utilizadas. Sai o valor estimado para a itera‡Æo, den
! No caso de se utilizar a variƒncia de krigagem como indicadora do custo -
! ver Pardo-Ig£zquiza (1998)

Subroutine cost(nn, object, den,oldden, nni, fokoutn)

Implicit none

Integer, intent(in):: nn, nni

Real(4), intent(out):: object, den, oldden

Real(4):: dumm, av, a, b, maxkrigvar,&
oldmaxkrigvar

! Real::krigvarm
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Real(8):: nn001

Integer::iv

character(12), intent(in)::fokoutn

rewind(unit=8)
read(8,*)
read(8,*) oldden, nn001, maxkrigvar, oldkrigvar

oldmaxkrigvar=maxkrigvar

! write(*,*)'maxkrigvarm: ', maxkrigvar
! write(*,*)'oldmaxkrigvarm: ', oldmaxkrigvar
! write(*,*)'sumdifn: ', sumdifn
! write(*,*)'maxsumdifn: ', maxsumdif
! write(*,*)'oldmaxsumdifn: ', oldmaxsumdif
!

! inicializacao das variáveis

if(limit_counter.le.0) then
oldden=variancia_inicial

den=variancia_inicial

end if

call crosserror(krigvarm)

write(*,*) 'erro quadrático médio = ', krigvarm

if(krigvarm.gt.maxkrigvar) then

maxkrigvar = krigvarm

end if

! Definicao da funcao objectivo: se se pretende minimizar a sk2 e maximizar a redundancia,
! entao a funcao devera ser como abaixo

if(maxmin.eq.0) then

den=krigvarm/maxkrigvar*sk2_coef

! Se se pretender minimizar a redundancia e minimizar a redundancia, entao a f.o devera
! ser como abaixo

else

den=krigvarm/maxkrigvar*sk2_coef

end if

object=den-Oldden*oldmaxkrigvar/maxkrigvar

if(object.lt.1e-6.and.object.gt.-1e-6) then

object=0.0
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end if

rewind(unit=8)
read(8,*)
write(8,*) oldden, nn001, maxkrigvar, &

oldkrigvar

! write(*,*) 'ln 924, oldden, summ, maxkrigvar'
! write(*,*) oldden, summ, maxkrigvar

close (6)

END Subroutine Cost

! Subrotina onde se verifica se a fun‡Æo objectivo decresce, se sim o ponto
! ‚ aceite; se nÆo o ponto ‚ aceite de acordo com a expressÆo de Metropolis.
! DÆo entrada o custo estimado em "custo", a temperatura actual, tm, e a fun-
! ‡Æo randomize; Sai a vari vel l¢gica ansm.

Subroutine metrop (obj,denm, olddenm,tm, ansm, sinalm)

Implicit none

Real(4), intent(in):: denm, tm, obj, olddenm
Logical,Intent(out)::ansm, sinalm
Real(4)::metro, h601, g502, cc803, fd504

open(unit=99, file='temp99.tmp')

call gettim(hour, minute, second, p100second)

call seed(RND$TIMESEED)

! write(*,*) 'ln 726'

call random(ra)

call seed(1000*int(ra*(p100second-60-second)**2/(ra*p100second)))
!

1022 call random(ra)

call random(ra)

call random(ra)

! ra=ra*(p100second**2)/(45**2)
! ra=ra*(90**2)/(45**2)

! if(ra.lt.0.00001.or.ra.gt.1.0) then

! goto 1022
!
! end if

write(99,*) ra

! write(*,*) 'seed:', 1000*int(ra*(p100second-60-
second)**2/(ra*p100second))
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if(limit_counter.le.0) then

summ=0

end if

metro=exp(-denm/tm)

! write(*,*) 'ln 694 N, nt, oldenm, tm: ', limit_counter, count_rep,&
! olddenm, tm

if(metro.gt.1.0) then

metro=1.0

end if

! write(*,*) 'ln 723 denn, tm ', denm, tm, limit_counter, count_nlimit

ansm= obj <= 0.0 .or. ra <= metro

if(obj.lt.0.0) then

onlybettercounter=onlybettercounter+1

end if

! write(*,*) 'ansm= obj <= 0.0 .or. ra <= metro'
! write(*,*) 'ansm=',ansm,' obj= ',obj,' ra= ', ra,' metro= ', metro

rewind(8)
read(8,*)
read(8,*) h601, summ, fd504, hx06

if(ansm) then

count_rep=count_rep+1

if(count_rep.ge.rep) then

sinalm=.TRUE.

end if

summ=summ+olddenm

oldkrigvar=krigvarm

rewind(8)
read(8,*)
write(8,*) denm, summ, fd504, krigvarm

else

rewind(8)
read(8,*)
write(8,*) olddenm, summ, fd504, hx06
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end if

! write(*,*) h601, summ, fd504, hx06
! write(*,*) denm, summ, fd504, krigvarm

write(8,*) ansm

close(99)

END Subroutine metrop

! Subrotina onde se geram os vectores de pontos da rede a testar no algoritmo
! Para tanto ‚ criado localmente um vector de dimensÆo igual … de xn e yn;
! Esse vector ‚ alerado numa posi‡Æo a cada itera‡Æo, fazendo com que o os
! vectores xn e yn tamb‚m sejam, e apenas na posi‡Æo definida por vector.

Subroutine vectores (nv, ni, npontosv, xv, yv,k1v)

! ,k2v,k3v,k4v)

Implicit none

Integer, intent(in)::nv, ni, npontosv
Real(4), dimension(nv)::xnv, ynv

Integer, dimension(nv)::k1nv
! ,k2nv, k3nv,k4nv

Real(4), dimension(npontos):: xv, yv
Integer, dimension(npontos)::k1v

! , k2v, k3v,k4v
Real(4):: d1, d2, a, b, d301, d303
Integer, dimension(nv)::vector
Integer::dummy1, dummy2,i, z, g,c, count
Logical::ansv

rewind(8)

read(8,*)

! write(33,*) 'ln 755'

read(8,*) d1, a, d301, d303

read (8,*) ansv

do i=1,ni+5

read(5,*)

end do

! Inicializa‡Æo aleat¢ria e carregamento do vector

if(limit_counter.eq.0) then

rewind(9)
rewind(10)
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s302: do i=1,nv

call random(ra)

! ra=ra*(p100second**2)/(45**2)

1023 if(int(ra*npontosv).lt.1) then

call random(ra)

goto 1023

end if

1024 if(int(ra*npontosv).gt.npontosv) then

call random(ra)

goto 1024

end if

vector(i)=int(ra*npontosv)

write(10,*) vector(i)
write(9,*) vector(i)

end do s302

goto 13

end if

12 if(ansv) then !Se a FO foi melhorada - guarda em
!temp3 o novo vector (a partir de temp4)

rewind(9)
rewind(10)

s404: do i=1,nv

read(10,*) vector(i) ! temp4.tmp
write (9,*) vector(i) ! temp3.tmp

end do s404

else

rewind(9)
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s508: do i=1, nv

read(9,*) vector(i)

end do s508

goto 13

end if

call random(ra)

! ra=ra*(p100second**2)/(45**2)

1026 if(int(ra*(nv)).lt.1) then

call random(ra)

goto 1026

end if

1027 if(int(ra*(nv)).gt.nv) then

call random(ra)

goto 1027

end if

! write(*,*) 'ln 980, ra', ra

dummy1=int(ra*(nv))

call random(ra)

! ra=ra*(p100second**2)/(45**2)

1028 if(int(ra*(npontosv)).lt.1) then

call random(ra)

goto 1028

end if

1029 if(int(ra*(npontosv)).gt.npontosv) then

call random(ra)

goto 1029

end if

! write(*,*) 'ln 1006, ra', ra
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dummy2=int(ra*(npontosv))

! Carregamento de um valor aleat¢rio na posi‡Æo dummy1, igual a dummy2,
! i.‚, na posi‡Æo dummy1 do vector entra o valor dummy2. Filtrando a matriz
! de dados com vector obtem-se o novo vector a testar - identificado por xn e yn

13 s801: do z=1,nv

if(dummy1.eq.z) then
vector(dummy1)=dummy2

end if

end do s801

count=0

s111: do g=1,nv-1
s112: do c=g+1,nv

if(vector(g).eq.vector(c)) then
count=count+1
end if

end do s112
end do s111

if(count.ge.1) goto 12

! Controlo

do i=1,nv

end do

if(limit_counter.eq.0) then

rewind (unit=9)
rewind(10)

s222: do z=1, nv

write(9,*) vector(z)
write(10,*) vector(z)

end do s222

else

rewind(10)

s908: do i=1, nv

write(10,*) vector(i)

end do s908

end if
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! write(*,*) (vector(i),i=1,nv)

33 xnv=xv(vector)
ynv=yv(vector)

k1nv=k1v(vector)
! k2nv=k2v(vector)
! k3nv=k3v(vector)
! k4nv=k4v(vector)

s903: do z=1,nv

write(5,*) xnv(z), ynv(z), k1nv(z)

! , k2nv(z), k3nv(z), k4nv(z)

end do s903

rewind(8)

read(8,*)
write(8,*)d1, a, d301, d303

write (8,*) ansv

close (5)
close(9)

END Subroutine vectores

Subroutine selsort(Bigvectors)

Integer, dimension(:), intent(inout):: bigvectors
Integer::numItems, smallestItem, I, Location_smallest
Integer, dimension(1)::minloc_array

NumItems=Size(bigvectors)

do i=1, NumItems-1

SmallestItem=MINVAL(Bigvectors(i:NumItems))
Minloc_Array=MINLOC(Bigvectors(i:NumItems))
Location_smallest=(i-1)+Minloc_array(1)

Bigvectors(Location_smallest)=Bigvectors(i)
Bigvectors(i)=smallestItem

end do

end subroutine selsort

Subroutine crosserror(error2m)

Implicit none
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Real::error2m
Real, dimension(n+ni):: ik1, ik2, ik3, ik4, true, error
Integer:: count_valid, internal_counter

ik1=0.0
ik2=0.0
ik3=0.0
ik4=0.0
true=0.0
error=0.0

error2m=0.0

read(18,*)
read(18,*)
read(18,*)
read(18,*)
read(18,*)
read(18,*)
read(18,*)

do i=1, n+ni

read(18,*, err=1020) ik1(i), ik2(i), ik3(i), ik4(i),
true(i)

! write(*,*) ik1(i), ik2(i), ik3(3), ik4(4), true(i)

internal_counter=internal_counter + 1

if(ik1(i).lt.-9998.or.ik2(i).lt.-9998.or.ik3(i).lt.-
9998.or.&

ik4(i).lt.-9998) goto 1020

count_valid = count_valid + 1

! Estimador por classes:

if(ik1(i).ge.ik2(i).and.ik1(i).gt.ik3(i).and.ik1(i).gt.ik4(i)) then

error(i) = 1.0 - true(i)

end if

if(ik2(i).ge.ik3(i).and.ik2(i).gt.ik4(i)) then

error(i) = 2.0 - true(i)

end if

if(ik3(i).ge.ik4(i)) then

error(i) = 3.0 - true(i)

else

error(i) = 4.0 - true(i)

end if
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!Opção com uso do valor esperado

! error(i) = ik1(i) + ik2(i)*2.0 + ik3(i)*3.0 +
ik4(i)*4.0 - true(i)

! write(*,*) 'error(',i,')=', error(i)

error2m= error2m + error(i)**2

1020 write(*,*)

end do

error2m=error2m/(count_valid)

end subroutine crosserror

! subroutine uncertainty(N, M, K)

! integer:: n, m,
! real, allocatable, dimension(:,:):: x, v, r
! real, allocatable, dimension(:):: std
! character*1:: weight

! Allocate(x(n,m))
! Allocate(std(m))
! Allocate(xbar(m))
! Allocate(v(m,m))
! Allocate(r(m,m))

! weight='U'

9999 END Program crossvar

 


